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(b) A MURS station may transmit 
any emission type listed in § 95.631(j) of 
this chapter. 

(c) MURS frequencies may be used 
for remote control and telemetering 
functions. MURS transmitters may not 
be operated in the continuous carrier 
transmit mode. 

(d) MURS users shall take reasonable 
precautions to avoid causing harmful 
interference. This includes monitoring 
the transmitting frequency for commu-
nications in progress and such other 
measures as may be necessary to mini-
mize the potential for causing inter-
ference. 

[67 FR 63290, Oct. 11, 2002] 

§ 95.1309 Channel use policy. 
(a) The channels authorized to MURS 

systems by this part are available on a 
shared basis only and will not be as-
signed for the exclusive use of any enti-
ty. 

(b) Those using MURS transmitters 
must cooperate in the selection and use 
of channels in order to reduce inter-
ference and make the most effective 
use of authorized facilities. Channels 
must be selected in an effort to avoid 
interference to other MURS trans-
missions. 

§ 95.1311 Repeater operations and sig-
nal boosters prohibited. 

MURS stations are prohibited from 
operating as a repeater station or as a 
signal booster. This prohibition in-
cludes store-and-forward packet oper-
ation. 

[67 FR 63290, Oct. 11, 2002] 

§ 95.1313 Interconnection prohibited. 
MURS stations are prohibited from 

interconnection with the public 
switched network. Interconnection De-
fined. Connection through automatic or 
manual means of multi-use radio sta-
tions with the facilities of the public 
switched telephone network to permit 
the transmission of messages or signals 
between points in the wireline or radio 
network of a public telephone company 
and persons served by multi-use radio 
stations. Wireline or radio circuits or 
links furnished by common carriers, 
which are used by licensees or other 
authorized persons for transmitter con-

trol (including dial-up transmitter con-
trol circuits) or as an integral part of 
an authorized, private, internal system 
of communication or as an integral 
part of dispatch point circuits in a 
multi-use radio station are not consid-
ered to be interconnection for purposes 
of this rule part. 

[67 FR 63290, Oct. 11, 2002] 

§ 95.1315 Antenna height restriction. 
The highest point of any MURS an-

tenna must no be more than 18.3 me-
ters (60 feet) above the ground or 6.10 
meters (20 feet) above the highest point 
of the structure on which it is mount-
ed. 

[67 FR 63290, Oct. 11, 2002] 

§ 95.1317 Grandfathered MURS Sta-
tions. 

Stations that were licensed under 
part 90 of the Commission’s Rules to 
operate on MURS frequencies as of No-
vember 13, 2000, are granted a license 
by rule that authorizes continued oper-
ations under the terms of such nullified 
part 90 authorizations, including any 
rule waivers. 

[67 FR 63290, Oct. 11, 2002] 

Subpart K—Personal Locator 
Beacons (PLB) 

SOURCE: 68 FR 32678, June 2, 2003, unless 
otherwise noted. 

§ 95.1400 Basis and purpose. 
The rules in this subpart are in-

tended to provide individuals in remote 
areas a means to alert others of an 
emergency situation and to aid search 
and rescue personnel locate those in 
distress. The effective date for the 
rules in this subpart will be July 1, 
2003. 

§ 95.1401 Frequency. 
The frequency band 406.0–406.1 MHz is 

an emergency and distress frequency 
band available for use by Personal Lo-
cator Beacons (PLBs). Personal Loca-
tor Beacons that transmit on the fre-
quency band 406.0–406.1 MHz must use 
G1D emission. Use of these frequencies 
must be limited to transmission of dis-
tress and safety communications. 
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