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will not flow from a ruptured or 
cracked case; and 

(2) For transport by aircraft, when 
contained in a battery-powered device, 
equipment or vehicle must be prepared 
and packaged for transport in a man-
ner to prevent unintentional activation 
in conformance with § 173.159(b)(2) of 
this Subpart. 

[74 FR 2258, Jan. 14, 2009, as amended at 75 
FR 72, Jan. 4, 2010] 

§ 173.160 Bombs, smoke, non-explosive 
(corrosive). 

Bombs, smoke, non-explosive may be 
shipped provided they are without igni-
tion elements, bursting charges, deto-
nating fuses or other explosive compo-
nents. They must be packaged in wood-
en (4C1, 4C2), plywood (4D) or reconsti-
tuted wood (4F) boxes, or plywood 
drums (1D), which meet Packing Group 
II requirements. 

§ 173.161 Chemical kits and first aid 
kits. 

(a) Applicability. Chemical kits and 
first aid kits contain one or more com-
patible items of hazardous materials in 
boxes, cases, etc. that, for example, are 
used for medical, analytical, diag-
nostic, testing, or repair purposes. 

(b) Authorized materials. (1) The kits 
may only contain hazardous materials 
for which packaging exceptions are 
provided in column 8(A) of the § 172.101 
Hazardous Materials Table in this sub-
chapter. For transportation by air-
craft, the kits may only contain quan-
tities of hazardous materials author-
ized as excepted quantities or as lim-
ited quantities in §§ 173.4a and 173.27(f) 
of this part, respectively. Materials 
forbidden for transportation by pas-
senger aircraft or cargo aircraft may 
not be included in the kits. 

(2) The packing group assigned to the 
chemical kit and first aid kit as a 
whole must be the most stringent 
packing group assigned to any indi-
vidual substance in the kit and must be 
shown on the shipping paper, if applica-
ble, in accordance with subpart C of 
Part 172 of this subchapter. 

(c) Packaging. Except for transpor-
tation by aircraft or vessel, chemical 
kits and first aid kits must be pack-
aged in combination packagings con-
forming to the packaging requirements 

of subpart B of this part. For transpor-
tation by aircraft or vessel, chemical 
kits and first aid kits must be pack-
aged in specification combination 
packagings based on the performance 
level of the most stringent packing 
group of material contained within the 
kit. For transportation by aircraft, 
friction-type closures must be secured 
by secondary means and inner pack-
agings intended to contain liquids 
must be capable of meeting the pres-
sure differential requirements pre-
scribed in § 173.27(c) of this subchapter. 
Inner and outer packaging quantity 
limits for packages are as follows: 

(1) Except for liquids of Division 5.2 
(organic peroxide), inner packagings 
containing not more than 250 mL. Ex-
cept for transportation by aircraft, for 
Division 5.2 (organic peroxide) liquids 
of Type B and C, inner packagings con-
taining not more than 25 mL and for 
Division 5.2 (organic peroxide) liquids 
of Type D, E and F, inner packagings 
containing not more than 125 mL. For 
transportation by aircraft, for Division 
5.2 (organic peroxide) liquids of Type D, 
E and F (only), inner packagings con-
taining not more than 125 mL; 

(2) Except for solids of Division 5.2 
(organic peroxide) of Type B and C, 
inner packagings containing not more 
than 250 g. Except for transportation 
by aircraft, for a Division 5.2 (organic 
peroxide) solid of Type B and C, inner 
packagings containing not more than 
100 g. For transportation by aircraft, 
for a Division 5.2 (organic peroxide) 
solid of Type D, E and F (only), inner 
packagings containing not more than 
250 g; 

(3) No more than 10 L or 10 kg of haz-
ardous material may be contained in 
one outer package (excluding dry ice). 
For transportation by aircraft, no 
more than 1 L or 1 kg of hazardous ma-
terial may be contained in one kit (ex-
cluding dry ice); 

(4) Each package must conform to 
the packaging requirements of subpart 
B of this part and may not exceed 30 kg 
(66 pounds) gross weight; 

(5) Except for Carbon dioxide, solid 
(Dry ice), UN1845, no other hazardous 
materials may be packed within the 
same outer packaging as the kits. Dry 
ice must be packaged in accordance 
with § 173.217 of this subchapter; 
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