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(f) No person shall offer for transpor-
tation or transport aboard a passenger- 
carrying aircraft any Class 7 (radio-
active) material unless that material is 
intended for use in, or incident to, re-
search, medical diagnosis or treatment. 

(g) If an overpack is used to consoli-
date individual packages or to enclose 
a single package of Class 7 (radio-
active) materials, the package(s) must 
comply with the packaging, marking, 
and labeling requirements of this sub-
chapter, and: 

(1) The overpack must be labeled as 
prescribed in § 172.403(h) of this sub-
chapter; 

(2) The overpack must be marked as 
prescribed in subpart D of part 172 of 
this subchapter and § 173.25(a); and 

(3) The transport index of the over-
pack may not exceed 3.0 for passenger- 
carrying aircraft shipments, or 10.0 for 
cargo-aircraft shipments. 

[69 FR 3691, Jan. 26, 2004] 

§ 173.453 Fissile materials—exceptions. 
Fissile materials meeting the re-

quirements of at least one of the para-
graphs (a) through (f) of this section 
are excepted from the requirements of 
this subpart for fissile materials, in-
cluding the requirements of §§ 173.457 
and 173.459, but are subject to all other 
requirements of this subpart, except as 
noted. 

(a) An individual package containing 
2 grams or less of fissile material. 

(b) An individual or bulk packaging 
containing 15 grams or less of fissile 
material provided the package has at 
least 200 grams of solid nonfissile ma-
terial for every gram of fissile mate-
rial. Lead, beryllium, graphite, and hy-
drogenous material enriched in deute-
rium may be present in the package 
but must not be included in deter-
mining the required mass for solid 
nonfissile material. 

(c) Low concentrations of solid fissile 
material commingled with solid 
nonfissile material, provide that: 

(1) There is at least 2000 grams of 
nonfissile material for every gram of 
fissile material, and 

(2) There is no more than 180 grams 
of fissile material distributed within 
360 kg of contiguous nonfissile mate-
rial. Lead, beryllium, graphite, and hy-
drogenous material enriched in deute-

rium may be present in the package 
but must not be included in deter-
mining the required mass of solid 
nonfissile material. 

(d) Uranium enriched in uranium-235 
to a maximum of 1 percent by weight, 
and with total plutonium and uranium- 
233 content of up to 1 percent of the 
mass of uranium-235, provided that the 
mass of any beryllium, graphite, and 
hydrogenous material enriched in deu-
terium constitute less than 5 percent of 
the uranium mass. 

(e) Liquid solutions of uranyl nitrate 
enriched in uranium-235 to a maximum 
of 2 percent by mass, with a total plu-
tonium and uranium-233 content not 
exceeding 0.002 percent of the mass of 
uranium, and with a minimum nitro-
gen to uranium atomic ratio (N/U) of 2. 
The material must be contained in at 
least a DOT Type A package. 

(f) Packages containing, individually, 
a total plutonium mass of not more 
than 1000 grams, of which not more 
than 20 percent by mass may consist of 
plutonium-239, plutonium-241, or any 
combination of these radionuclides. 

[69 FR 3692, Jan. 26, 2004] 

§ 173.457 Transportation of fissile ma-
terial packages—specific require-
ments. 

(a) Packages containing fissile radio-
active material which are not excepted 
under § 173.453 must be assigned by the 
offeror, in accordance with their defini-
tions in § 173.403, a criticality safety 
index (CSI) and a transport index (TI). 

(b) Fissile material packages and 
conveyances transporting fissile mate-
rial packages must satisfy the radi-
ation level restrictions of § 173.441. 

(c) Except for consignments under ex-
clusive use, the CSI of any package or 
overpack may not exceed 50. A fissile 
material package with CSI greater 
than 50 must be transported by exclu-
sive use. 

(d) For non-exclusive use shipments 
of fissile material packages, except on 
vessels, the total sum of CSI’s in a 
freight container or on a conveyance 
may not exceed 50. 

(e) For exclusive use shipments of 
fissile material packages, except on 
vessels, the total sum of CSI’s in a 
freight container or on a conveyance 
may not exceed 100. 
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