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cylinder. Gaskets, adequate to prevent 
leakage, are required. 

(f) Hydrostatic test. Cylinders must be 
tested as follows: 

(1) One cylinder out of each lot of 500 
or less must be subjected to a hydro-
static pressure of 6,000 psig or higher. 

(2) The cylinder referred to in para-
graph (f)(1) of this section must burst 
at a pressure higher than 6,000 psig 
without fragmenting or otherwise 
showing lack of ductility, or must hold 
a pressure of 12,000 psig for 30 seconds 
without bursting. In which case, it 
must be subjected to a flattening test 
without cracking to six times wall 
thickness between knife edges, wedge 
shaped 60 degree angle, rounded out to 
a 1⁄2 inch radius. The inspector’s report 
must be suitably changed to show re-
sults of latter alternate and flattening 
test. 

(3) Other cylinders must be examined 
under pressure of at least 3,000 psig and 
not to exceed 4,500 psig and show no de-
fect. Cylinders tested at a pressure in 
excess of 3,600 psig must burst at a 
pressure higher than 7,500 psig when 
tested as specified in paragraph (f)(2) of 
this section. The pressure must be 
maintained for at least 30 seconds and 
sufficiently longer to ensure complete 
examination. 

(g) Leakage test. All spun cylinders 
and plugged cylinders must be tested 
for leakage by gas or air pressure after 
the bottom has been cleaned and is free 
from all moisture subject to the fol-
lowing conditions and limitations: 

(1) A pressure, approximately the 
same as but not less than the service 
pressure, must be applied to one side of 
the finished bottom over an area of at 
least 1⁄16 of the total area of the bottom 
but not less than 3⁄4 inch in diameter, 
including the closure, for at least one 
minute, during which time the other 
side of the bottom exposed to pressure 
must be covered with water and closely 
examined for indications of leakage. 
Accept as provided in paragraph (h) of 
this section, a cylinder must be re-
jected if there is any leakage. 

(2) A spun cylinder is one in which an 
end closure in the finished cylinder has 
been welded by the spinning process. 

(3) A plugged cylinder is one in which 
a permanent closure in the bottom of a 

finished cylinder has been effected by a 
plug. 

(4) As a safety precaution, if the 
manufacturer elects to make this test 
before the hydrostatic test, the manu-
facturer shall design the test apparatus 
so that the pressure is applied to the 
smallest area practicable, around the 
point of closure, and so as to use the 
smallest possible volume of air or gas. 

(h) Rejected cylinders. Reheat treat-
ment is authorized for rejected cyl-
inders. Subsequent thereto, cylinders 
must pass all prescribed tests to be ac-
ceptable. Repair by welding or spinning 
is not authorized. Spun cylinders re-
jected under the provisions of para-
graph (g) of this section may be re-
moved from the spun cylinder category 
by drilling to remove defective mate-
rial, tapping and plugging. 

(i) Marking. Markings required by 
§ 178.35 must be stamped plainly and 
permanently on the shoulder, top head, 
neck or sidewall of each cylinder. 

[Amdt. 178–114, 61 FR 25942, May 23, 1996, as 
amended by 66 FR 45386, Aug. 28, 2001] 

§ 178.44 Specification 3HT seamless 
steel cylinders for aircraft use. 

(a) Type, size and service pressure. A 
DOT 3HT cylinder is a seamless steel 
cylinder with a water capacity (nomi-
nal) of not over 150 pounds and a serv-
ice pressure of at least 900 psig. 

(b) Authorized steel. Open hearth or 
electric furnace steel of uniform qual-
ity must be used. A heat of steel made 
under the specifications listed in Table 
1 in this paragraph (b), a check chem-
ical analysis that is slightly out of the 
specified range is acceptable, if satis-
factory in all other respects, provided 
the tolerances shown in Table 2 in this 
paragraph (b) are not exceeded. The 
maximum grain size shall be 6 or finer. 
The grain size must be determined in 
accordance with ASTM E 112–88 (IBR, 
see § 171.7 of this subchapter). Steel of 
the following chemical analysis is au-
thorized: 

TABLE 1—AUTHORIZED MATERIALS 

Designation AISI 4130 
(percent) 

Carbon ............................................... 0.28/0.33 
Manganese ........................................ 0.40/0.60 
Phosphorus ........................................ 0.040 maximum 
Sulfur ................................................. 0.040 maximum 
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TABLE 1—AUTHORIZED MATERIALS—Continued 

Designation AISI 4130 
(percent) 

Silicon ................................................ 0.15/0.35 
Chromium .......................................... 0.80/1.10 
Molybdenum ...................................... 0.15/0.25 

TABLE 2—CHECK ANALYSIS TOLERANCES 

Element Limit or maximum 
specified (percent) 

Tolerance 
(percent) over the 
maximum limit or 

under the 
minimum limit 

Under 
min-
imum 
limit 

Over 
max-
imum 
limit 

Carbon ........... Over 0.15 to 0.40 incl .03 .04 
Manganese .... To 0.60 incl ................ .03 .03 
Phosphorus1 .. All ranges .................. .............. .01 
Sulphur .......... All ranges .................. .............. .01 
Silicon ............ To 0.30 incl ................ .02 .03 

Over 0.30 to 1.00 incl .05 .05 
Chromium ...... To 0.90 incl ................ .03 .03 

Over 0.90 to 2.10 incl .05 .05 
Molybdenum .. To 0.20 incl ................ .01 .01 

Over 0.20 to 0.40 incl .02 .02 

1 Rephosphorized steels not subject to check analysis for 
phosphorus. 

(c) Identification of material. Material 
must be identified by any suitable 
method. Steel stamping of heat identi-
fications may not be made in any area 
which will eventually become the side 
wall of the cylinder. Depth of stamping 
may not encroach upon the minimum 
prescribed wall thickness of the cyl-
inder. 

(d) Manufacture. Cylinders must be 
manufactured using equipment and 
processes adequate to ensure that each 
cylinder produced conforms to the re-
quirements of this subpart. No fissure 
or other defect is permitted that is 
likely to weaken the finished container 
appreciably. The general surface finish 
may not exceed a roughness of 250 
RMS. Individual irregularities such as 
draw marks, scratches, pits, etc., 
should be held to a minimum con-
sistent with good high stress pressure 
vessel manufacturing practices. If the 
cylinder is not originally free of such 
defects or does not meet the finish re-
quirements, the surface may be ma-
chined or otherwise treated to elimi-
nate these defects. The point of closure 
of cylinders closed by spinning may not 
be less than two times the prescribed 
wall thickness of the cylindrical shell. 
The cylinder end contour must be hem-

ispherical or ellipsoidal with a ratio of 
major-to-minor axis not exceeding two 
to one and with the concave side to 
pressure. 

(e) Welding or brazing. Welding or 
brazing for any purpose whatsoever is 
prohibited, except that welding by 
spinning is permitted to close the bot-
tom of spun cylinders. Machining or 
grinding to produce proper surface fin-
ish at point of closure is required. 

(f) Wall thickness. (1) Minimum wall 
thickness for any cylinder must be 
0.050 inch. The minimum wall thick-
ness must be such that the wall stress 
at the minimum specified test pressure 
may not exceed 75 percent of the min-
imum tensile strength of the steel as 
determined from the physical tests re-
quired in paragraph (m) of this section 
and may not be over 105,000 psi. 

(2) Calculations must be made by the 
formula: 

S = [P(1.3D2 + 0.4d2)] / (D2 ¥ d2) 

Where: 

S = Wall stress in psi; 
P = Minimum test pressure prescribed for 

water jacket test; 
D = Outside diameter in inches; 
d = Inside diameter in inches. 

(3) Wall thickness of hemispherical 
bottoms only permitted to 90 percent 
of minimum wall thickness of cylinder 
sidewall but may not be less than 0.050 
inch. In all other cases, thickness to be 
no less than prescribed minimum wall. 

(g) Heat treatment. The completed cyl-
inders must be uniformly and properly 
heated prior to tests. Heat treatment 
of the cylinders of the authorized anal-
ysis must be as follows: 

(1) All cylinders must be quenched by 
oil, or other suitable medium. 

(2) The steel temperature on quench-
ing must be that recommended for the 
steel analysis, but may not exceed 
1750 °F. 

(3) The steel must be tempered at a 
temperature most suitable for the par-
ticular steel analysis but not less than 
850 °F. 

(4) All cylinders must be inspected by 
the magnetic particle or dye penetrant 
method to detect the presence of 
quenching cracks. Any cylinder found 
to have a quenching crack must be re-
jected and may not be requalified. 
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(h) Openings in cylinders and connec-
tions (valves, fuse plugs, etc.) for those 
openings. Threads conforming to the 
following are required on openings: 

(1) Threads must be clean cut, even, 
without cracks, and to gauge. 

(2) Taper threads, when used, must be 
of length not less than as specified for 
National Gas Tapered Thread (NGT) as 
required by American Standard Com-
pressed Gas Cylinder Valve Outlet and 
Inlet Connections. 

(3) Straight threads having at least 6 
engaged threads are authorized. 
Straight threads must have a tight fit 
and a calculated shear stress of at least 
10 times the test pressure of the cyl-
inder. Gaskets, adequate to prevent 
leakage, are required. 

(i) Hydrostatic test. Each cylinder 
must withstand a hydrostatic test, as 
follows: 

(1) The test must be by water-jacket, 
or other suitable method, operated so 
as to obtain accurate data. Pressure 
gauge must permit reading to an accu-
racy of 1 percent. The expansion gauge 
must permit reading of total expansion 
to an accuracy either of 1 percent of 0.1 
cubic centimeter. 

(2) Pressure must be maintained for 
at least 30 seconds and sufficiently 
longer to ensure complete expansion. 
Any internal pressure applied after 
heat treatment and previous to the of-
ficial test may not exceed 90 percent of 
the test pressure. If, due to failure of 
the test apparatus, the test pressure 
cannot be maintained, the test may be 
repeated at a pressure increased by 10 
percent or 100 psig, which ever is the 
lower. 

(3) Permanent volumetric expansion 
may not exceed 10 percent of total vol-
umetric expansion at test pressure. 

(4) Each cylinder must be tested to at 
least 5⁄3 times service pressure. 

(j) Cycling tests. Prior to the initial 
shipment of any specific cylinder de-
sign, cyclic pressurization tests must 
have been performed on at least three 
representative samples without failure 
as follows: 

(1) Pressurization must be performed 
hydrostatically between approximately 
zero psig and the service pressure at a 
rate not in excess of 10 cycles per 
minute. Adequate recording instrumen-
tation must be provided if equipment is 

to be left unattended for periods of 
time. 

(2) Tests prescribed in paragraph 
(j)(1) of this section must be repeated 
on one random sample out of each lot 
of cylinders. The cylinder may then be 
subjected to a burst test. 

(3) A lot is defined as a group of cyl-
inders fabricated from the same heat of 
steel, manufactured by the same proc-
ess and heat treated in the same equip-
ment under the same conditions of 
time, temperature, and atmosphere, 
and may not exceed a quantity of 200 
cylinders. 

(4) All cylinders used in cycling tests 
must be destroyed. 

(k) Burst test. One cylinder taken at 
random out of each lot of cylinders 
must be hydrostatically tested to de-
struction. 

(l) Flattening test. A flattening test 
must be performed on one cylinder 
taken at random out of each lot of 200 
or less, by placing the cylinder between 
wedge shaped knife edges having a 60° 
included angle, rounded to 1⁄2-inch ra-
dius. The longitudinal axis of the cyl-
inder must be at a 90-degree angle to 
knife edges during the test. For lots of 
30 or less, flattening tests are author-
ized to be made on a ring at least 8 
inches long cut from each cylinder and 
subjected to same heat treatment as 
the finished cylinder. 

(m) Physical tests. A physical test 
must be conducted to determine yield 
strength, tensile strength, elongation, 
and reduction of area of material, as 
follows: 

(1) Test is required on 2 specimens 
cut from 1 cylinder taken at random 
out of each lot of cylinders. 

(2) Specimens must conform to the 
following: 

(i) A gauge length of at least 24 times 
the thickness with a width not over six 
times the thickness. The specimen, ex-
clusive of grip ends, may not be flat-
tened. Grip ends may be flattened to 
within one inch of each end of the re-
duced section. When size of cylinder 
does not permit securing straight 
specimens, the specimens may be 
taken in any location or direction and 
may be straightened or flattened cold 
by pressure only, not by blows. When 
specimens are so taken and prepared, 
the inspector’s report must show in 
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connection with the record of physical 
tests detailed information in regard to 
such specimens. 

(ii) Heating of a specimen for any 
purpose is not authorized. 

(3) The yield strength in tension 
must be the stress corresponding to a 
permanent strain of 0.2 percent of the 
gauge length. 

(i) The yield strength must be deter-
mined by either the ‘‘offset’’ method or 
the ‘‘extension under load’’ method as 
prescribed in ASTM E 8 (IBR, see § 171.7 
of this subchapter). 

(ii) In using the ‘‘extension under 
load’’ method, the total strain (or ‘‘ex-
tension under load’’) corresponding to 
the stress at which the 0.2 percent per-
manent strain occurs may be deter-
mined with sufficient accuracy by cal-
culating the elastic extension of the 
gauge length under appropriate load 
and adding thereto 0.2 percent of the 
gauge length. Elastic extension cal-
culations must be based on an elastic 
modulus of 30,000,000. In the event of 
controversy, the entire stress-strain 
diagram must be plotted and the yield 
strength determined from the 0.2 per-
cent offset. 

(iii) For the purpose of strain meas-
urement, the initial strain must be set 
while the specimen is under a stress of 
12,000 psi, the strain indicator reading 
being set at the calculated cor-
responding strain. 

(iv) Cross-head speed of the testing 
machine may not exceed 1⁄8 inch per 
minute during yield strength deter-
mination. 

(n) Magnetic particle inspection. In-
spection must be performed on the in-
side of each container before closing 
and externally on each finished con-
tainer after heat treatment. Evidence 
of discontinuities, which in the opinion 
of a qualified inspector may appre-
ciably weaken or decrease the dura-
bility of the cylinder, must be cause for 
rejection. 

(o) Leakage test. All spun cylinders 
and plugged cylinders must be tested 
for leakage by dry gas or dry air pres-
sure after the bottom has been cleaned 
and is free from all moisture, subject 
to the following conditions and limita-
tions: 

(1) Pressure, approximately the same 
as but not less than service pressure, 

must be applied to one side of the fin-
ished bottom over an area of at least 
1⁄16 of the total area of the bottom but 
not less than 3⁄4 inch in diameter, in-
cluding the closure, for at least one 
minute, during which time the other 
side of the bottom exposed to pressure 
must be covered with water and closely 
examined for indications of leakage. 
Except as provided in paragraph (q) of 
this section, a cylinder must be re-
jected if there is leakage. 

(2) A spun cylinder is one in which an 
end closure in the finished cylinder has 
been welded by the spinning process. 

(3) A plugged cylinder is one in which 
a permanent closure in the bottom of a 
finished cylinder has been effected by a 
plug. 

(4) As a safety precaution, if the 
manufacturer elects to make this test 
before the hydrostatic test, the manu-
facturer should design the test appa-
ratus so that the pressure is applied to 
the smallest area practicable, around 
the point of closure, and so as to use 
the smallest possible volume of air or 
gas. 

(p) Acceptable results of tests. Results 
of the flattening test, physical tests, 
burst test, and cycling test must con-
form to the following: 

(1) Flattening required without 
cracking to ten times the wall thick-
ness of the cylinder. 

(2) Physical tests: 
(i) An elongation of at least 6 percent 

for a gauge length of 24 times the wall 
thickness. 

(ii) The tensile strength may not ex-
ceed 165,000 p.s.i. 

(3) The burst pressure must be at 
least 4⁄3 times the test pressure. 

(4) Cycling-at least 10,000 pressuriza-
tions. 

(q) Rejected cylinders. Reheat treat-
ment is authorized for rejected cyl-
inders. Subsequent thereto, cylinders 
must pass all prescribed tests to be ac-
ceptable. Repair by welding or spinning 
is not authorized. For each cylinder 
subjected to reheat treatment during 
original manufacture, sidewall meas-
urements must be made to verify that 
the minimum sidewall thickness meets 
specification requirements after the 
final heat treatment. 
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(r) Marking. (1) Cylinders must be 
marked by low stress type steel stamp-
ing in an area and to a depth which 
will insure that the wall thickness 
measured from the root of the stamp-
ing to the interior surface is equal to 
or greater than the minimum pre-
scribed wall thickness. Stamping must 
be permanent and legible. Stamping on 
side wall not authorized. 

(2) The rejection elastic expansion 
(REE), in cubic cm (cc), must be 
marked on the cylinder near the date 
of test. The REE for a cylinder is 1.05 
times its original elastic expansion. 

(3) Name plates are authorized, pro-
vided that they can be permanently 
and securely attached to the cylinder. 
Attachment by either brazing or weld-
ing is not permitted. Attachment by 
soldering is permitted provided steel 
temperature does not exceed 500 °F. 

(s) Inspector’s report. In addition to 
the requirements of § 178.35, the inspec-
tor’s report must indicate the rejection 
elastic expansion (REE), in cubic cm 
(cc). 

[Amdt. 178–114, 61 FR 25942, May 23, 1996, as 
amended at 62 FR 51561, Oct. 1, 1997; 65 FR 
58631, Sept. 29, 2000; 66 FR 45385, Aug. 28, 2001; 
67 FR 51652, Aug. 8, 2002; 68 FR 75748, 75749, 
Dec. 31, 2003] 

§ 178.45 Specification 3T seamless steel 
cylinder. 

(a) Type, size, and service pressure. A 
DOT 3T cylinder is a seamless steel 
cylinder with a minimum water capac-
ity of 1,000 pounds and a minimum 
service pressure of 1,800 psig. Each cyl-
inder must have integrally formed 
heads concave to pressure at both ends. 
The inside head shape must be hemi-
spherical, ellipsoidal in which the 
major axis is two times the minor axis, 
or a dished shape falling within these 
two limits. Permanent closures formed 
by spinning are prohibited. 

(b) Material, steel. Only open hearth, 
basic oxygen, or electric furnace proc-
ess steel of uniform quality is author-
ized. The steel analysis must conform 
to the following: 

ANALYSIS TOLERANCES 

Element Ladle analysis 
Check Analysis 

Under Over 

Carbon ........................ 0.35 to 0.50 ...... 0.03 0.04 

ANALYSIS TOLERANCES—Continued 

Element Ladle analysis 
Check Analysis 

Under Over 

Manganese ................. 0.75 to 1.05 ...... 0.04 0.04 
Phosphorus (max) ...... 0.035 ................. ............ 0.01 
Sulphur (max) ............. 0.04 ................... ............ 0.01 
Silicon ......................... 0.15 to 0.35 ...... 0.02 0.03 
Chromium ................... 0.80 to 1.15 ...... 0.05 0.05 
Molybdenum ............... 0.15 to 0.25 ...... 0.02 0.02 

(1) A heat of steel made under the 
specifications in the table in this para-
graph (b), the ladle analysis of which is 
slightly out of the specified range, is 
acceptable if satisfactory in all other 
aspects. However, the check analysis 
tolerances shown in the table in this 
paragraph (b) may not be exceeded ex-
cept as approved by the Department. 

(2) Material with seams, cracks, lam-
inations, or other injurious defects is 
not permitted. 

(3) Material used must be identified 
by any suitable method. 

(c) Manufacture. General manufac-
turing requirements are as follows: 

(1) Surface finish must be uniform 
and reasonably smooth. 

(2) Inside surfaces must be clean, dry, 
and free of loose particles. 

(3) No defect of any kind is permitted 
if it is likely to weaken a finished cyl-
inder. 

(4) If the cylinder surface is not origi-
nally free from the defects, the surface 
may be machined or otherwise treated 
to eliminate these defects provided the 
minimum wall thickness is main-
tained. 

(5) Welding or brazing on a cylinder 
is not permitted. 

(d) Wall thickness. The minimum wall 
thickness must be such that the wall 
stress at the minimum specified test 
pressure does not exceed 67 percent of 
the minimum tensile strength of the 
steel as determined by the physical 
tests required in paragraphs (j) and (k) 
of this section. A wall stress of more 
than 90,500 p.s.i. is not permitted. The 
minimum wall thickness for any cyl-
inder may not be less than 0.225 inch. 

(1) Calculation of the stress for cyl-
inders must be made by the following 
formula: 

S = [P(1.3D2 + 0.4d2)] / (D2 ¥ d2) 

Where: 
S = Wall stress in psi; 
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