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§ 192.16 Customer notification. 

(a) This section applies to each oper-
ator of a service line who does not 
maintain the customer’s buried piping 
up to entry of the first building down-
stream, or, if the customer’s buried 
piping does not enter a building, up to 
the principal gas utilization equipment 
or the first fence (or wall) that sur-
rounds that equipment. For the pur-
pose of this section, ‘‘customer’s buried 
piping’’ does not include branch lines 
that serve yard lanterns, pool heaters, 
or other types of secondary equipment. 
Also, ‘‘maintain’’ means monitor for 
corrosion according to § 192.465 if the 
customer’s buried piping is metallic, 
survey for leaks according to § 192.723, 
and if an unsafe condition is found, 
shut off the flow of gas, advise the cus-
tomer of the need to repair the unsafe 
condition, or repair the unsafe condi-
tion. 

(b) Each operator shall notify each 
customer once in writing of the fol-
lowing information: 

(1) The operator does not maintain 
the customer’s buried piping. 

(2) If the customer’s buried piping is 
not maintained, it may be subject to 
the potential hazards of corrosion and 
leakage. 

(3) Buried gas piping should be— 
(i) Periodically inspected for leaks; 
(ii) Periodically inspected for corro-

sion if the piping is metallic; and 
(iii) Repaired if any unsafe condition 

is discovered. 
(4) When excavating near buried gas 

piping, the piping should be located in 
advance, and the excavation done by 
hand. 

(5) The operator (if applicable), 
plumbing contractors, and heating con-
tractors can assist in locating, inspect-
ing, and repairing the customer’s bur-
ied piping. 

(c) Each operator shall notify each 
customer not later than August 14, 
1996, or 90 days after the customer first 
receives gas at a particular location, 
whichever is later. However, operators 
of master meter systems may continu-
ously post a general notice in a promi-
nent location frequented by customers. 

(d) Each operator must make the fol-
lowing records available for inspection 
by the Administrator or a State agency 

participating under 49 U.S.C. 60105 or 
60106: 

(1) A copy of the notice currently in 
use; and 

(2) Evidence that notices have been 
sent to customers within the previous 3 
years. 

[Amdt. 192–74, 60 FR 41828, Aug. 14, 1995, as 
amended by Amdt. 192–74A, 60 FR 63451, Dec. 
11, 1995; Amdt. 192–83, 63 FR 7723, Feb. 17, 
1998] 

Subpart B—Materials 

§ 192.51 Scope. 

This subpart prescribes minimum re-
quirements for the selection and quali-
fication of pipe and components for use 
in pipelines. 

§ 192.53 General. 

Materials for pipe and components 
must be: 

(a) Able to maintain the structural 
integrity of the pipeline under tem-
perature and other environmental con-
ditions that may be anticipated; 

(b) Chemically compatible with any 
gas that they transport and with any 
other material in the pipeline with 
which they are in contact; and 

(c) Qualified in accordance with the 
applicable requirements of this sub-
part. 

§ 192.55 Steel pipe. 

(a) New steel pipe is qualified for use 
under this part if: 

(1) It was manufactured in accord-
ance with a listed specification; 

(2) It meets the requirements of— 
(i) Section II of appendix B to this 

part; or 
(ii) If it was manufactured before No-

vember 12, 1970, either section II or III 
of appendix B to this part; or 

(3) It is used in accordance with para-
graph (c) or (d) of this section. 

(b) Used steel pipe is qualified for use 
under this part if: 

(1) It was manufactured in accord-
ance with a listed specification and it 
meets the requirements of paragraph 
II-C of appendix B to this part; 

(2) It meets the requirements of: 
(i) Section II of appendix B to this 

part; or 
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(ii) If it was manufactured before No-
vember 12, 1970, either section II or III 
of appendix B to this part; 

(3) It has been used in an existing 
line of the same or higher pressure and 
meets the requirements of paragraph 
II-C of appendix B to this part; or 

(4) It is used in accordance with para-
graph (c) of this section. 

(c) New or used steel pipe may be 
used at a pressure resulting in a hoop 
stress of less than 6,000 p.s.i. (41 MPa) 
where no close coiling or close bending 
is to be done, if visual examination in-
dicates that the pipe is in good condi-
tion and that it is free of split seams 
and other defects that would cause 
leakage. If it is to be welded, steel pipe 
that has not been manufactured to a 
listed specification must also pass the 
weldability tests prescribed in para-
graph II-B of appendix B to this part. 

(d) Steel pipe that has not been pre-
viously used may be used as replace-
ment pipe in a segment of pipeline if it 
has been manufactured prior to Novem-
ber 12, 1970, in accordance with the 
same specification as the pipe used in 
constructing that segment of pipeline. 

(e) New steel pipe that has been cold 
expanded must comply with the man-
datory provisions of API Specification 
5L. 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 191–1, 35 FR 17660, Nov. 17, 1970; Amdt. 
192–12, 38 FR 4761, Feb. 22, 1973; Amdt. 192–51, 
51 FR 15335, Apr. 23, 1986; 58 FR 14521, Mar. 18, 
1993; Amdt. 192–85, 63 FR 37502, July 13, 1998] 

§ 192.57 [Reserved] 

§ 192.59 Plastic pipe. 
(a) New plastic pipe is qualified for 

use under this part if: 
(1) It is manufactured in accordance 

with a listed specification; and 
(2) It is resistant to chemicals with 

which contact may be anticipated. 
(b) Used plastic pipe is qualified for 

use under this part if: 
(1) It was manufactured in accord-

ance with a listed specification; 
(2) It is resistant to chemicals with 

which contact may be anticipated; 
(3) It has been used only in natural 

gas service; 
(4) Its dimensions are still within the 

tolerances of the specification to which 
it was manufactured; and 

(5) It is free of visible defects. 
(c) For the purpose of paragraphs 

(a)(1) and (b)(1) of this section, where 
pipe of a diameter included in a listed 
specification is impractical to use, pipe 
of a diameter between the sizes in-
cluded in a listed specification may be 
used if it: 

(1) Meets the strength and design cri-
teria required of pipe included in that 
listed specification; and 

(2) Is manufactured from plastic com-
pounds which meet the criteria for ma-
terial required of pipe included in that 
listed specification. 

[35 FR 13257, Aug. 19, 1970, as amended by 
Amdt. 192–19, 40 FR 10472, Mar. 6, 1975; Amdt. 
192–58, 53 FR 1635, Jan. 21, 1988] 

§ 192.61 [Reserved] 

§ 192.63 Marking of materials. 

(a) Except as provided in paragraph 
(d) of this section, each valve, fitting, 
length of pipe, and other component 
must be marked— 

(1) As prescribed in the specification 
or standard to which it was manufac-
tured, except that thermoplastic fit-
tings must be marked in accordance 
with ASTM D2513–87 (incorporated by 
reference, see § 192.7); 

(2) To indicate size, material, manu-
facturer, pressure rating, and tempera-
ture rating, and as appropriate, type, 
grade, and model. 

(b) Surfaces of pipe and components 
that are subject to stress from internal 
pressure may not be field die stamped. 

(c) If any item is marked by die 
stamping, the die must have blunt or 
rounded edges that will minimize 
stress concentrations. 

(d) Paragraph (a) of this section does 
not apply to items manufactured be-
fore November 12, 1970, that meet all of 
the following: 

(1) The item is identifiable as to type, 
manufacturer, and model. 
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