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business and such other matters as justice 
may require. 

Statute of limitations. No suit may be 
brought after the expiration of two years 
from the date of violation unless administra-
tive notification of the violation has been 
provided to the person to be charged within 
that two year period. In no event may a suit 
be brought after expiration of the period 
specified in 28 U.S.C. 2462. 

Exemptions. A railroad which employs not 
more than 15 persons covered by the Hours of 
Service Act (including signalmen and hos-
tlers) may be exempted from the law’s re-
quirements by the FRA after hearing and for 
good cause shown. The exemption must be 
supported by a finding that it is in the public 
interest and will not adversely affect safety. 
The exemption need not relate to all carrier 
employees. In no event may any employee of 
an exempt railroad be required or permitted 
to work beyond 16 hours continuously or in 
the aggregate within any 24-hour period. Any 
exemption is subject to review at least annu-
ally. 

[42 FR 27596, May 31, 1977, as amended at 43 
FR 30804, July 18, 1978; 53 FR 28601, July 28, 
1988; 55 FR 30893, July 27, 1990; 58 FR 18165, 
Apr. 8, 1993; 61 FR 20495, May 7, 1996; 63 FR 
11622, Mar. 10, 1998; 69 FR 30594, May 28, 2004; 
72 FR 51197, Sept. 6, 2007; 73 FR 79703, Dec. 30, 
2008; 76 FR 67092, Oct. 31, 2011; 77 FR 24421, 
Apr. 24, 2012] 

APPENDIX B TO PART 228—SCHEDULE OF 
CIVIL PENALTIES 1 

Section Violation Willful viola-
tion 

Subpart B—Records and Re-
porting: 

228.9 Railroad records $1,000 $2,000 
228.11 Hours of duty 

records ..................... 1,000 2,000 
228.17 Dispatcher’s 

record ...................... 1,000 2,000 
228.19 Monthly reports 

of excess service ..... 1,000 2,000 

1 A penalty may be assessed against an individual only for 
a willful violation. The Administrator reserves the right to as-
sess a penalty of up to $105,000 for any violation where cir-
cumstances warrant. See 49 CFR part 209, appendix A. 

[53 FR 52931, Dec. 29, 1988, as amended at 69 
FR 30594, May 28, 2004; 73 FR 79703, Dec. 30, 
2008; 77 FR 24421, Apr. 24, 2012] 

APPENDIX C TO PART 228 [RESERVED] 

APPENDIX D TO PART 228—GUIDANCE ON 
FATIGUE MANAGEMENT PLANS 

(a) Railroads subject to subpart F of this 
part, Substantive Hours of Service Require-
ments for Train Employees Engaged in Com-
muter or Intercity Rail Passenger Transpor-
tation, may wish to consider adopting a 

written fatigue management plan that is de-
signed to reduce the fatigue experienced by 
their train employees subject to that subpart 
and to reduce the likelihood of accidents, in-
cidents, injuries, and fatalities caused by the 
fatigue of these employees. If a railroad is 
required to have a fatigue mitigation plan 
under § 228.407 (containing the fatigue miti-
gation tools that the railroad has deter-
mined will mitigate the risk posed by a par-
ticular work schedule for a level of fatigue at 
or above the fatigue threshold), then the 
railroad’s fatigue management plan could in-
clude the railroad’s written fatigue mitiga-
tion plan, designated as such to distinguish 
it from the part of the plan that is optional, 
or could be a separate document. As provided 
in § 228.407(a)(2) and (e), compliance with the 
fatigue mitigation plan itself is mandatory. 

(b) A good fatigue management plan con-
tains targeted fatigue countermeasures for 
the particular railroad. In other words, the 
plan takes into account varying cir-
cumstances of operations by the railroad on 
different parts of its system, and should pre-
scribe appropriate fatigue countermeasures 
to address those varying circumstances. In 
addition, the plan addresses each of the fol-
lowing items, as applicable: 

(1) Employee education and training on the 
physiological and human factors that affect 
fatigue, as well as strategies to reduce or 
mitigate the effects of fatigue, based on the 
most current scientific and medical research 
and literature; 

(2) Opportunities for identification, diag-
nosis, and treatment of any medical condi-
tion that may affect alertness or fatigue, in-
cluding sleep disorders; 

(3) Effects on employee fatigue of an em-
ployee’s short-term or sustained response to 
emergency situations, such as derailments 
and natural disasters, or engagement in 
other intensive working conditions; 

(4) Scheduling practices for employees, in-
cluding innovative scheduling practices, on- 
duty call practices, work and rest cycles, in-
creased consecutive days off for employees, 
changes in shift patterns, appropriate sched-
uling practices for varying types of work, 
and other aspects of employee scheduling 
that would reduce employee fatigue and cu-
mulative sleep loss; 

(5) Methods to minimize accidents and in-
cidents that occur as a result of working at 
times when scientific and medical research 
has shown that increased fatigue disrupts 
employees’ circadian rhythm; 

(6) Alertness strategies, such as policies on 
napping, to address acute drowsiness and fa-
tigue while an employee is on duty; 

(7) Opportunities to obtain restful sleep at 
lodging facilities, including employee sleep-
ing quarters provided by the railroad; 

(8) The increase of the number of consecu-
tive hours of off-duty rest, during which an 
employee receives no communication from 
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the employing railroad or its managers, su-
pervisors, officers, or agents; and 

(9) Avoidance of abrupt changes in rest cy-
cles for employees. 

(c) Finally, if a railroad chooses to adopt a 
fatigue management plan, FRA suggests 
that the railroad review the plan and update 
it periodically as the railroad sees fit if 
changes are warranted. 

[76 FR 50400, Aug. 12, 2011] 

PART 229—RAILROAD 
LOCOMOTIVE SAFETY STANDARDS 

Subpart A—General 

Sec. 
229.1 Scope. 
229.3 Applicability. 
229.4 Information collection. 
229.5 Definitions. 
229.7 Prohibited acts and penalties. 
229.9 Movement of non-complying loco-

motives. 
229.11 Locomotive identification. 
229.13 Control of locomotives. 
229.14 Non-MU control cab locomotives. 
229.15 Remote control locomotives. 
229.17 Accident reports. 
229.19 Prior waivers. 
229.20 Electronic recordkeeping. 

Subpart B—Inspections and Tests 

229.21 Daily inspection. 
229.23 Periodic inspection: General. 
229.25 Tests: Every periodic inspection. 
229.27 Annual tests. 
229.29 Air brake system calibration, mainte-

nance, and testing. 
229.31 Main reservoir tests. 
229.33 Out-of-use credit. 

Subpart C—Safety Requirements 

GENERAL REQUIREMENTS 

229.41 Protection against personal injury. 
229.43 Exhaust and battery gases. 
229.45 General condition. 

BRAKE SYSTEM 

229.46 Brakes: General. 
229.47 Emergency brake valve. 
229.49 Main reservoir system. 
229.51 Aluminum main reservoirs. 
229.53 Brake gauges. 
229.55 Piston travel. 
229.57 Foundation brake gear. 
229.59 Leakage. 

DRAFT SYSTEM 

229.61 Draft system. 

SUSPENSION SYSTEM 

229.63 Lateral motion. 

229.64 Plain bearings. 
229.65 Spring rigging. 
229.67 Trucks. 
229.69 Side bearings. 
229.71 Clearance above top of rail. 
229.73 Wheel sets. 
229.75 Wheel and tire defects. 

ELECTRICAL SYSTEM 

229.77 Current collectors. 
229.79 Third rail shoes. 
229.81 Emergency pole; shoe insulation. 
229.83 Insulation or grounding of metal 

parts. 
229.85 High voltage markings: doors, cover 

plates, or barriers. 
229.87 Hand-operated switches. 
229.89 Jumpers; cable connections. 
229.91 Motors and generators. 

INTERNAL COMBUSTION EQUIPMENT 

229.93 Safety cut-off device. 
229.95 Venting. 
229.97 Grounding fuel tanks. 
229.99 Safety hangers. 
229.101 Engines. 

STEAM GENERATORS 

229.103 Safe working pressure; factor of 
safety. 

229.105 Steam generator number. 
229.107 Pressure gauge. 
229.109 Safety valves. 
229.111 Water-flow indicator. 
229.113 Warning notice. 
229.114 Steam generator inspections and 

tests. 

CABS AND CAB EQUIPMENT 

229.115 Slip/slide alarms. 
229.117 Speed indicators. 
229.119 Cabs, floors, and passageways. 
229.121 Locomotive cab noise. 
229.123 Pilots, snowplows, end plates. 
229.125 Headlights and auxiliary lights. 
229.127 Cab lights. 
229.129 Locomotive horn. 
229.131 Sanders. 
229.133 Interim locomotive conspicuity 

measures—auxiliary external lights. 
229.135 Event recorders. 
229.137 Sanitation, general requirements. 
229.139 Sanitation, servicing requirements. 
229.140 Alerters. 
229.141 Body structure, MU locomotives. 

Subpart D—Locomotive Crashworthiness 
Design Requirements 

229.201 Purpose and scope. 
229.203 Applicability. 
229.205 General requirements. 
229.206 Design requirements. 
229.207 New locomotive crashworthiness de-

sign standards and changes to existing 
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