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Federal Railroad Administration, DOT § 213.233 

Subpart E—Track Appliances and 
Track-Related Devices 

§ 213.201 Scope. 
This subpart prescribes minimum re-

quirements for certain track appli-
ances and track-related devices. 

§ 213.205 Derails. 
(a) Each derail shall be clearly visi-

ble. 
(b) When in a locked position, a de-

rail shall be free of lost motion which 
would prevent it from performing its 
intended function. 

(c) Each derail shall be maintained to 
function as intended. 

(d) Each derail shall be properly in-
stalled for the rail to which it is ap-
plied. (This paragraph (d) is applicable 
September 21, 1999.) 

Subpart F—Inspection 
§ 213.231 Scope. 

This subpart prescribes requirements 
for the frequency and manner of in-
specting track to detect deviations 
from the standards prescribed in this 
part. 

§ 213.233 Track inspections. 
(a) All track shall be inspected in ac-

cordance with the schedule prescribed 
in paragraph (c) of this section by a 
person designated under § 213.7. 

(b) Each inspection shall be made on 
foot or by riding over the track in a ve-
hicle at a speed that allows the person 
making the inspection to visually in-
spect the track structure for compli-
ance with this part. However, mechan-
ical, electrical, and other track inspec-
tion devices may be used to supplement 

visual inspection. If a vehicle is used 
for visual inspection, the speed of the 
vehicle may not be more than 5 miles 
per hour when passing over track 
crossings and turnouts, otherwise, the 
inspection vehicle speed shall be at the 
sole discretion of the inspector, based 
on track conditions and inspection re-
quirements. When riding over the track 
in a vehicle, the inspection will be sub-
ject to the following conditions— 

(1) One inspector in a vehicle may in-
spect up to two tracks at one time pro-
vided that the inspector’s visibility re-
mains unobstructed by any cause and 
that the second track is not centered 
more than 30 feet from the track upon 
which the inspector is riding; 

(2) Two inspectors in one vehicle may 
inspect up to four tracks at a time pro-
vided that the inspectors’ visibility re-
mains unobstructed by any cause and 
that each track being inspected is cen-
tered within 39 feet from the track 
upon which the inspectors are riding; 

(3) Each main track is actually tra-
versed by the vehicle or inspected on 
foot at least once every two weeks, and 
each siding is actually traversed by the 
vehicle or inspected on foot at least 
once every month. On high density 
commuter railroad lines where track 
time does not permit an on track vehi-
cle inspection, and where track centers 
are 15 foot or less, the requirements of 
this paragraph (b)(3) will not apply; 
and 

(4) Track inspection records shall in-
dicate which track(s) are traversed by 
the vehicle or inspected on foot as out-
lined in paragraph (b)(3) of this section. 

(c) Each track inspection shall be 
made in accordance with the following 
schedule— 

Class of track Type of track Required frequency 

Excepted track and Class 1, 2, and 3 
track.

Main track and sidings ............................ Weekly with at least 3 calendar days in-
terval between inspections, or before 
use, if the track is used less than once 
a week, or twice weekly with at least 1 
calendar day interval between inspec-
tions, if the track carries passenger 
trains or more than 10 million gross 
tons of traffic during the preceding cal-
endar year. 

Excepted track and Class 1, 2, and 3 
track.

Other than main track and sidings .......... Monthly with at least 20 calendar days 
interval between inspections. 

Class 4 and 5 track ................................... .................................................................. Twice weekly with at least 1 calendar 
day interval between inspections. 
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(d) If the person making the inspec-
tion finds a deviation from the require-
ments of this part, the inspector shall 
immediately initiate remedial action. 

NOTE TO § 213.233: Except as provided in 
paragraph (b) of this section, no part of this 
section will in any way be construed to limit 
the inspector’s discretion as it involves in-
spection speed and sight distance. 

§ 213.234 Automated inspection of 
track constructed with concrete 
crossties. 

(a) General. Except for track de-
scribed in paragraph (c) of this section, 
the provisions in this section are appli-
cable on and after July 1, 2012. In addi-
tion to the track inspection required 
under § 213.233, for Class 3 main track 
constructed with concrete crossties 
over which regularly scheduled pas-
senger service trains operate, and for 
Class 4 and 5 main track constructed 
with concrete crossties, automated in-
spection technology shall be used as in-
dicated in paragraph (b) of this section, 
as a supplement to visual inspection, 
by Class I railroads (including Am-
trak), Class II railroads, other inter-
city passenger railroads, and commuter 
railroads or small governmental juris-
dictions that serve populations greater 
than 50,000. Automated inspection shall 
identify and report exceptions to condi-
tions described in § 213.109(d)(4). 

(b) Frequency of automated inspections. 
Automated inspections shall be con-
ducted at the following frequencies: 

(1) If annual tonnage on Class 4 and 5 
main track and Class 3 main track 
with regularly scheduled passenger 
service, exceeds 40 million gross tons 
(mgt) annually, at least twice each cal-
endar year, with no less than 160 days 
between inspections. 

(2) If annual tonnage on Class 4 and 5 
main track and Class 3 main track 
with regularly scheduled passenger 
service is equal to or less than 40 mgt 
annually, at least once each calendar 
year. 

(3) On Class 3, 4, and 5 main track 
with exclusively passenger service, ei-
ther an automated inspection or walk-
ing inspection must be conducted once 
per calendar year. 

(4) Track not inspected in accordance 
with paragraph (b)(1) or (b)(2) of this 
section because of train operation 

interruption shall be reinspected with-
in 45 days of the resumption of train 
operations by a walking or automated 
inspection. If this inspection is con-
ducted as a walking inspection, the 
next inspection shall be an automated 
inspection as prescribed in this para-
graph. 

(c) Nonapplication. Sections of tan-
gent track 600 feet or less constructed 
of concrete crossties, including, but 
not limited to, isolated track seg-
ments, experimental or test track seg-
ments, highway-rail crossings, and 
wayside detectors, are excluded from 
the requirements of this section. 

(d) Performance standard for automated 
inspection measurement system. The 
automated inspection measurement 
system must be capable of indicating 
and processing rail seat deterioration 
requirements that specify the fol-
lowing: 

(1) An accuracy, to within 1⁄8 of an 
inch; 

(2) A distance-based sampling inter-
val, which shall not exceed five feet; 
and 

(3) Calibration procedures and param-
eters assigned to the system, which as-
sure that indicated and recorded values 
accurately represent rail seat deterio-
ration. 

(e) Exception reports to be produced by 
system; duty to field-verify exceptions. 
The automated inspection measure-
ment system shall produce an excep-
tion report containing a systematic 
listing of all exceptions to 
§ 213.109(d)(4), identified so that an ap-
propriate person(s) designated as fully 
qualified under § 213.7 can field-verify 
each exception. 

(1) Exception reports must be pro-
vided to or be made available to all 
persons designated as fully qualified 
under § 213.7 and whose territories are 
subject to the requirements of § 213.234. 

(2) Each exception must be located 
and field-verified no later than 48 hours 
after the automated inspection. 

(3) All field-verified exceptions are 
subject to all the requirements of this 
part. 

(4) Exception reports must note areas 
identified between 3⁄8 of an inch and 1⁄2 
of an inch as an ‘‘alert.’’ 

(f) Recordkeeping requirements. The 
track owner shall maintain and make 
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