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(12) Flattened rail means a short 
length of rail, not a joint, which has 
flattened out across the width of the 
rail head to a depth of 3⁄8 inch or more 
below the rest of the rail. Flattened 
rail occurrences have no repetitive reg-
ularity and thus do not include cor-
rugations, and have no apparent local-
ized cause such as a weld or engine 
burn. Their individual length is rel-
atively short, as compared to a condi-
tion such as head flow on the low rail 
of curves. 

(13) Bolt hole crack means a crack 
across the web, originating from a bolt 
hole, and progressing on a path either 
inclined upward toward the rail head or 
inclined downward toward the base. 
Fully developed bolt hole cracks may 
continue horizontally along the head/ 
web or base/web fillet, or they may 
progress into and through the head or 
base to separate a piece of the rail end 
from the rail. Multiple cracks occur-
ring in one rail end are considered to 
be a single defect. However, bolt hole 
cracks occurring in adjacent rail ends 
within the same joint shall be reported 
as separate defects. 

(14) Defective weld means a field or 
plant weld containing any discontinu-
ities or pockets, exceeding 5 percent of 
the rail head area individually or 10 
percent in the aggregate, oriented in or 
near the transverse plane, due to in-
complete penetration of the weld metal 
between the rail ends, lack of fusion 
between weld and rail end metal, en-
trainment of slag or sand, under-bead 
or other shrinkage cracking, or fatigue 
cracking. Weld defects may originate 
in the rail head, web, or base, and in 
some cases, cracks may progress from 
the defect into either or both adjoining 
rail ends. 

(15) Head and web separation means a 
progressive fracture, longitudinally 
separating the head from the web of 
the rail at the head fillet area. 

[63 FR 34029, June 22, 1998; 63 FR 51638, Sept. 
28, 1998] 

§ 213.339 Inspection of rail in service. 
(a) A continuous search for internal 

defects shall be made of all rail in 
track at least twice annually with not 
less than 120 days between inspections. 

(b) Inspection equipment shall be ca-
pable of detecting defects between 

joint bars, in the area enclosed by joint 
bars. 

(c) Each defective rail shall be 
marked with a highly visible marking 
on both sides of the web and base. 

(d) If the person assigned to operate 
the rail defect detection equipment 
being used determines that, due to rail 
surface conditions, a valid search for 
internal defects could not be made over 
a particular length of track, the test 
on that particular length of track can-
not be considered as a search for inter-
nal defects under § 213.337(a). 

(e) If a valid search for internal de-
fects cannot be conducted for reasons 
described in paragraph (d) of this sec-
tion, the track owner shall, before the 
expiration of time limits— 

(1) Conduct a valid search for inter-
nal defects; 

(2) Reduce operating speed to a max-
imum of 25 miles per hour until such 
time as a valid search for internal de-
fects can be made; or 

(3) Remove the rail from service. 

§ 213.341 Initial inspection of new rail 
and welds. 

The track owner shall provide for the 
initial inspection of newly manufac-
tured rail, and for initial inspection of 
new welds made in either new or used 
rail. A track owner may demonstrate 
compliance with this section by pro-
viding for: 

(a) In-service inspection. A scheduled 
periodic inspection of rail and welds 
that have been placed in service, if con-
ducted in accordance with the provi-
sions of § 213.339, and if conducted not 
later than 90 days after installation, 
shall constitute compliance with para-
graphs (b) and (c) of this section; 

(b) Mill inspection. A continuous in-
spection at the rail manufacturer’s 
mill shall constitute compliance with 
the requirement for initial inspection 
of new rail, provided that the inspec-
tion equipment meets the applicable 
requirements specified in § 213.339. The 
track owner shall obtain a copy of the 
manufacturer’s report of inspection 
and retain it as a record until the rail 
receives its first scheduled inspection 
under § 213.339; 

(c) Welding plant inspection. A contin-
uous inspection at a welding plant, if 
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