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(b) The brake system shall be de-
signed to allow an inspector to deter-
mine that the brake system is func-
tioning properly without having to 
place himself or herself in a dangerous 
position on, under, or between the 
equipment. 

(c) Passenger equipment shall be pro-
vided with an emergency brake appli-
cation feature that produces an irre-
trievable stop, using a brake rate con-
sistent with prevailing adhesion, pas-
senger safety, and brake system ther-
mal capacity. An emergency brake ap-
plication shall be available at any 
time, and shall be initiated by an unin-
tentional parting of the train. A means 
to initiate an emergency brake appli-
cation shall be provided at two loca-
tions in each unit of the train; how-
ever, where a unit of the train is 45 feet 
or less in length a means to initiate an 
emergency brake application need only 
be provided at one location in the unit. 

(d) The brake system shall be de-
signed to prevent thermal damage to 
wheels and brake discs. The operating 
railroad shall demonstrate through 
analysis and testing that no thermal 
damage results to the wheels or brake 
discs under conditions resulting in 
maximum braking effort being exerted 
on the wheels or discs. 

(e) The following requirements apply 
to blended braking systems: 

(1) Loss of power or failure of the dy-
namic brake does not result in exceed-
ing the allowable stopping distance; 

(2) The friction brake alone is ade-
quate to safely stop the train under all 
operating conditions; 

(3) The operational status of the elec-
tric portion of the brake system shall 
be displayed for the train operator in 
the control cab; and 

(4) The operating railroad shall dem-
onstrate through analysis and testing 
the maximum operating speed for safe 
operation of the train using only the 
friction brake portion of the blended 
brake with no thermal damage to 
wheels or discs. 

(f) The brake system design shall 
allow a disabled train’s pneumatic 
brakes to be controlled by a conven-
tional locomotive, during a rescue op-
eration, through brake pipe control 
alone. 

(g) An independent failure-detection 
system shall compare brake commands 
with brake system output to determine 
if a failure has occurred. The failure 
detection system shall report brake 
system failures to the automated train 
monitoring system. 

(h) Passenger equipment shall be 
equipped with an adhesion control sys-
tem designed to automatically adjust 
the braking force on each wheel to pre-
vent sliding during braking. In the 
event of a failure of this system to pre-
vent wheel slide within preset param-
eters, a wheel slide alarm that is visual 
or audible, or both, shall alert the 
train operator in the cab of the con-
trolling power car to wheel-slide condi-
tions on any axle of the train. 

§ 238.433 Draft system. 

(a) Leading and trailing automatic 
couplers of trains shall be compatible 
with standard AAR couplers with no 
special adapters used. 

(b) All passenger equipment con-
tinues to be subject to the require-
ments concerning couplers and uncou-
pling devices contained in Federal 
Statute at 49 U.S.C. chapter 203 and in 
FRA regulations at part 231 and § 232.2 
of this chapter. 

§ 238.435 Interior fittings and surfaces. 

(a) Each seat back and seat attach-
ment in a passenger car shall be de-
signed to withstand, with deflection 
but without total failure, the load as-
sociated with the impact into the seat 
back of an unrestrained 95th-percentile 
adult male initially seated behind the 
seat back, when the floor to which the 
seat is attached decelerates with a tri-
angular crash pulse having a peak of 8g 
and a duration of 250 milliseconds. 

(b) Each seat back in a passenger car 
shall include shock-absorbent material 
to cushion the impact of occupants 
with the seat ahead of them. 

(c) The ultimate strength of each 
seat attachment to a passenger car 
body shall be sufficient to withstand 
the following individually applied ac-
celerations acting on the mass of the 
seat plus the mass of a seat occupant 
who is a 95th-percentile adult male: 

(1) Lateral: 4g; and 
(2) Vertical: 4g. 
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