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Nat’l Highway Traffic Safety Admin., DOT § 563.11 

TABLE III—REPORTED DATA ELEMENT FORMAT—Continued 

Data element Minimum range Accuracy 1 Resolution 

Complete file recorded ............... Yes or No ........................... N/A .......................... Yes or No. 

1 Accuracy requirement only applies within the range of the physical sensor. For vehicles manu-
factured after September 1, 2014, if measurements captured by a sensor exceed the design 
range of the sensor, the reported element must indicate when the measurement first exceeded 
the design range of the sensor. 

* * * * * 

§ 563.9 Data capture. 
The EDR must capture and record 

the data elements for events in accord-
ance with the following conditions and 
circumstances: 

(a) In a frontal air bag deployment 
crash, capture and record the current 
deployment data. In a side or side cur-
tain/tube air bag deployment crash, 
where lateral delta-V is recorded by 
the EDR, capture and record the cur-
rent deployment data. The memory for 
the air bag deployment event must be 
locked to prevent any future over-
writing of the data. 

(b) In an event that does not meet 
the criteria in § 563.9(a), capture and 
record the current event data, up to 
two events, subject to the following 
conditions: 

(1) If an EDR non-volatile memory 
buffer void of previous-event data is 
available, the current event data is re-
corded in the buffer. 

(2) If an EDR non-volatile memory 
buffer void of previous-event data is 
not available, the manufacturer may 
choose to either overwrite any previous 
event data that does not deploy an air 
bag with the current event data, or to 
not record the current event data. 

(3) EDR buffers containing previous 
frontal, side, or side curtain/tube air 
bag deployment-event data must not be 
overwritten by the current event data. 

[76 FR 47489, Aug. 5, 2011] 

§ 563.10 Crash test performance and 
survivability. 

(a) Each vehicle subject to the re-
quirements of S5, S14.5, S15, or S17 of 49 
CFR 571.208, Occupant crash protection, 
must comply with the requirements in 
subpart (c) of this section when tested 
according to S8, S16, and S18 of 49 CFR 
571.208. 

(b) Each vehicle subject to the re-
quirements of 49 CFR 571.214, Side im-
pact protection, that meets a trigger 
threshold or has a frontal air bag de-
ployment, must comply with the re-
quirements of subpart (c) of this sec-
tion when tested according to the con-
ditions specified in 49 CFR 571.214 for a 
moving deformable barrier test. 

(c) The data elements required by 
§ 563.7, except for the ‘‘Engine throttle, 
percent full,’’ ‘‘engine RPM,’’ and 
‘‘service brake, on/off,’’ must be re-
corded in the format specified by 
§ 563.8, exist at the completion of the 
crash test, and be retrievable by the 
methodology specified by the vehicle 
manufacturer under § 563.12 for not less 
than 10 days after the test, and the 
complete data recorded element must 
read ‘‘yes’’ after the test. 

§ 563.11 Information in owner’s man-
ual. 

(a) The owner’s manual in each vehi-
cle covered under this regulation must 
provide the following statement in 
English: 

This vehicle is equipped with an event data 
recorder (EDR). The main purpose of an EDR 
is to record, in certain crash or near crash- 
like situations, such as an air bag deploy-
ment or hitting a road obstacle, data that 
will assist in understanding how a vehicle’s 
systems performed. The EDR is designed to 
record data related to vehicle dynamics and 
safety systems for a short period of time, 
typically 30 seconds or less. The EDR in this 
vehicle is designed to record such data as: 

• How various systems in your vehicle 
were operating; 

• Whether or not the driver and passenger 
safety belts were buckled/fastened; 

• How far (if at all) the driver was depress-
ing the accelerator and/or brake pedal; and, 

• How fast the vehicle was traveling. 
These data can help provide a better under-

standing of the circumstances in which 
crashes and injuries occur. NOTE: EDR data 
are recorded by your vehicle only if a non- 
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