
238 

49 CFR Ch. V (10–1–12 Edition) Pt. 564, App. C 

V. Applicable to Light Sources That Operate 
With a Source Voltage Other Than 12.8 Volts 
Direct Current, and When a Proprietary Bal-
last Must Be Used With the Light Source 

A. Manufacturer’s part number for the bal-
last. 

B. Any other characteristics necessary for 
system operation. 

VI. Bulb Markings/Designation—ANSI NUM-
BER, ECE IDENTIFIER, MANUFACTUR-
ER’S PART NUMBER, INDIVIDUAL OR IN 
ANY COMBINATION 

VII. All Other Identification, Dimensions or 
Performance Specifications Necessary for 
Replaceability or Systems Test Not Listed in 
Sections I Through VI 

APPENDIX C TO PART 564—INFORMATION 
APPLICABLE TO STANDARDIZED 
SEALED BEAM HEADLAMP UNITS 

I. Dimensional Information Specific to a Type of 
Standardized Sealed Beam Unit. 

A. Dimensions marked ‘‘I’’, indicating 
interchangeability, for which conformance is 
mandatory. 

B. All other dimensions which are for de-
sign purposes. 

II. Dimensional Information Applicable to the 
Use of Nonadjustable Headlamp Aiming De-
vice Locating Plates 

III. Dimensional Information Applicable to 
Mounting Features, Including Mounting 
Rings and Lamp Bodies, Specific to a Type of 
Standardized Sealed Beam Unit 

A. Dimensions marked ‘‘I’’, indicating 
interchangeability, for which conformance is 
mandatory. 

B. All other dimensions which are for de-
sign purposes. 

Incorporated Figures [References from 49 
CFR 571.108, Oct. 1, 2006] 

LF Headlamp Dimensional Information [Fig-
ure 11] 

UF Headlamp Dimensional Information [Fig-
ure 12] 

LF/UF Mounting Features [Figure 13] 
LF/UF Mounting Ring [Figure 14] 
Type G & H Headlamp Dimensional Informa-

tion [Figure 18] 
Type G & H Headlamp Mounting Information 

[Figure 21] 
Type 1A1 Headlamp Dimensional Informa-

tion [SAE J1383 APR85, Figure 11] 
Type 2A1 Headlamp Dimensional Informa-

tion [SAE J1383 APR85, Figure 10] 
Type 2B1 Headlamp Dimensional Informa-

tion [SAE J1383 APR85, Figure 13] 
Type 1C1 Headlamp Dimensional Informa-

tion [SAE J1383 APR85, Figure 7] 

Type 2C1 Headlamp Dimensional Informa-
tion [SAE J1383 APR85, Figure 8] 

Type 2D1 Headlamp Dimensional Informa-
tion [SAE J1383 APR85, Figure 5] 

Type 2E1 Headlamp Dimensional Informa-
tion [SAE J1383 APR85, Figure 15] 

Types 1A1, 2A1, and 2E1 Headlamp Mounting 
Ring/Lamp Body Dimensional Information 
[SAE J1383 APR85, Figure 12] 

Type 2B1 Headlamp Mounting Ring/Lamp 
Body Dimensional Information [SAE J1383 
APR85, Figure 14] 

Types 1C1and 2C1 Headlamp Mounting Ring/ 
Lamp Body Dimensional Information [SAE 
J1383 APR85, Figure 9] 

Type 2D1 Headlamp Mounting Ring/Lamp 
Body Dimensional Information [SAE J1383 
APR85, Figure 6] 

PART 565—VEHICLE IDENTIFICA-
TION NUMBER (VIN) REQUIRE-
MENTS 

Subpart A—General Applicability of 
Subparts 

Sec. 
565.1 Purpose and scope. 
565.2 Application. 

Subpart B—VIN Requirements 

565.10 Purpose and scope. 
565.11 Applicability. 
565.12 Definitions. 
565.13 General requirements. 
565.14 Motor vehicles imported into the 

United States. 
565.15 Content requirements. 
565.16 Reporting requirements. 

Subpart C—Alternative VIN Requirements 
In Effect for Limited Period 

565.20 Purpose and scope. 
565.21 Applicability. 
565.22 Definitions. 
565.23 General requirements. 
565.24 Motor vehicles imported into the 

United States. 
565.25 Content requirements. 
565.26 Reporting requirements. 

AUTHORITY: 49 U.S.C. 322, 30111, 30115, 30117, 
30141, 30146, 30166, and 30168; delegation of au-
thority at 49 CFR 1.50. 

SOURCE: 73 FR 23379, Apr. 30, 2008, unless 
otherwise noted. 

Subpart A—General Applicability 
of Subparts 

§ 565.1 Purpose and scope. 
This part specifies the format, con-

tent and physical requirements for a 

VerDate Mar<15>2010 15:08 Dec 18, 2012 Jkt 226222 PO 00000 Frm 00248 Fmt 8010 Sfmt 8010 Q:\49\49V6.TXT ofr150 PsN: PC150



239 

Nat’l Highway Traffic Safety Admin., DOT § 565.12 

vehicle identification number (VIN) 
system and its installation to simplify 
vehicle identification information re-
trieval and to increase the accuracy 
and efficiency of vehicle recall cam-
paigns. 

§ 565.2 Application. 

(a)(1) Except as provided in para-
graph (a)(2) of this section, subpart B 
of this part 565 applies to passenger 
cars, multipurpose passenger vehicles, 
trucks, buses, trailers (including trail-
er kits), incomplete vehicles, low speed 
vehicles, and motorcycles manufac-
tured on or after October 27, 2008 whose 
VINs have a letter ‘‘A’’ or ‘‘B’’ in the 
10th position, and to passenger cars, 
multipurpose passenger vehicles, 
trucks, buses, trailers (including trail-
er kits), incomplete vehicles, low speed 
vehicles, and motorcycles manufac-
tured on or after April 30, 2009. Vehi-
cles imported into the United States 
under 49 CFR 591.5(f), other than by the 
corporation responsible for the assem-
bly of that vehicle or a subsidiary of 
such a corporation, are excluded from 
requirements of §§ 565.13(b), 565.13(c), 
565.13(g), 565.13(h), 565.14 and 565.15. 

(2) All motor vehicles identified as 
model year 2009 or earlier vehicles by 
their manufacturer must comply with 
subpart C of this part 565. 

(b) Subpart B of this part 565 applies 
to vehicles manufactured on or after 
April 30, 2008 and before April 30, 2009, 
whose vehicle identification number 
(VIN) does not have a letter ‘‘A’’ or 
‘‘B’’ in the 10th position of the VIN and 
that are not identified as model year 
2009 or earlier vehicles by their manu-
facturer. 

[73 FR 28370, May 16, 2008] 

Subpart B—VIN Requirements 

§ 565.10 Purpose and scope. 

This part specifies the format, con-
tent and physical requirements for a 
vehicle identification number (VIN) 
system and its installation to simplify 
vehicle identification information re-
trieval and to increase the accuracy 
and efficiency of vehicle recall cam-
paigns. 

§ 565.11 Applicability. 
See subpart A of this part 565 regard-

ing the general applicability of this 
subpart. This part applies to passenger 
cars, multipurpose passenger vehicles, 
trucks, buses, trailers (including trail-
er kits), incomplete vehicles, low speed 
vehicles, and motorcycles manufac-
tured on or after October 27, 2008 whose 
VINs have a letter ‘‘A’’ or ‘‘B’’ in the 
10th position, and to passenger cars, 
multipurpose passenger vehicles, 
trucks, buses, trailers (including trail-
er kits), incomplete vehicles, low speed 
vehicles, and motorcycles manufac-
tured on or after April 30 2009 that are 
not identified by their manufacturer as 
model year 2009 or earlier vehicles. Ve-
hicles imported into the United States 
under 49 CFR 591.5(f), other than by the 
corporation responsible for the assem-
bly of that vehicle or a subsidiary of 
such a corporation, are excluded from 
requirements of §§ 565.13(b), 565.13(c), 
565.13(g), 565.13(h), 565.14 and § 565.15. 

[73 FR 23379, Apr. 30, 2008, as amended at 73 
FR 28371, May 16, 2008] 

§ 565.12 Definitions. 
(a) Federal Motor Vehicle Safety Stand-

ards Definitions. Unless otherwise indi-
cated, all terms used in this part that 
are defined in 49 CFR 571.3 are used as 
defined in 49 CFR 571.3. 

(b) Body type means the general con-
figuration or shape of a vehicle distin-
guished by such characteristics as the 
number of doors or windows, cargo-car-
rying features and the roofline (e.g., 
sedan, fastback, hatchback). 

(c) Check digit means a single number 
or the letter X used to verify the accu-
racy of the transcription of the vehicle 
identification number. 

(d) Engine type means a power source 
with defined characteristics such as 
fuel utilized, number of cylinders, dis-
placement, and net brake horsepower. 
The specific manufacturer and make 
shall be represented if the engine pow-
ers a passenger car or a multipurpose 
passenger vehicle, or truck with a 
gross vehicle weight rating of 4536 kg 
(10,000 lb) or less. 

(e) High-volume manufacturer, for pur-
poses of this part, means a manufac-
turer of 1,000 or more vehicles of a 
given type each year. 
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