§ 431.223  

A lens is maintained at a minimum of 49 °C.  

Nominal wattage means the power consumed by the module when it is operated within a chamber at a temperature of 25 °C after the signal has been operated for 60 minutes.  

Pedestrian module means a light signal used to convey movement information to pedestrians.  

Traffic signal module means a standard 8-inch (200 mm) or 12-inch (300 mm) traffic signal indication that—  

(1) Consists of a light source, a lens, and all other parts necessary for operation; and  

(2) Communicates movement messages to drivers through red, amber, and green colors.  


TEST PROCEDURES  

§ 431.223 Materials incorporated by reference.  

(a) General. The Department incorporates by reference the following test procedures into subpart M of part 431. The Director of the Federal Register has approved the material listed in paragraph (b) of this section for incorporation by reference in accordance with 5 U.S.C. 552(a) and 1 CFR part 51. Any subsequent amendment to this material by the standard-setting organization will not affect the DOE test procedures unless and until DOE amends its test procedures. The Department incorporates the material as it exists on the date of the approval by the Federal Register and a notice of any change in the material will be published in the FEDERAL REGISTER.  


(ii) Institute of Transportation Engineers, 1099 14th Street, NW., Suite 300 West, Washington, DC 20005–3438, (202) 289–0222, or ite_staff@ite.org.  

[71 FR 71373, Dec. 8, 2006]  

§ 431.224 Uniform test method for the measurement of energy consumption for traffic signal modules and pedestrian modules.  

(a) Scope. This section provides the test procedures for measuring, pursuant to EPCA, the maximum wattage and nominal wattage of traffic signal modules and pedestrian modules. For purposes of 10 CFR part 431 and EPCA, the test procedures for measuring the maximum wattage and nominal wattage of traffic signal modules and pedestrian modules shall be the test procedures specified in § 431.223(b).  

(b) Testing and Calculations. Determine the nominal wattage and maximum wattage of each covered traffic signal module or pedestrian module by conducting the test procedure set forth in Environmental Protection Agency.