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(1) Meet the requirements of § 23.967 
(a) and (b); and 

(2) Withstand any vibration, inertia, 
and fluid loads expected in operation. 

(b) Expansion space. Oil tank expan-
sion space must be provided so that— 

(1) Each oil tank used with a recipro-
cating engine has an expansion space of 
not less than the greater of 10 percent 
of the tank capacity or 0.5 gallon, and 
each oil tank used with a turbine en-
gine has an expansion space of not less 
than 10 percent of the tank capacity; 
and 

(2) It is impossible to fill the expan-
sion space inadvertently with the air-
plane in the normal ground attitude. 

(c) Filler connection. Each oil tank 
filler connection must be marked as 
specified in § 23.1557(c). Each recessed 
oil tank filler connection of an oil tank 
used with a turbine engine, that can re-
tain any appreciable quantity of oil, 
must have provisions for fitting a 
drain. 

(d) Vent. Oil tanks must be vented as 
follows: 

(1) Each oil tank must be vented to 
the engine from the top part of the ex-
pansion space so that the vent connec-
tion is not covered by oil under any 
normal flight condition. 

(2) Oil tank vents must be arranged 
so that condensed water vapor that 
might freeze and obstruct the line can-
not accumulate at any point. 

(3) For acrobatic category airplanes, 
there must be means to prevent haz-
ardous loss of oil during acrobatic ma-
neuvers, including short periods of in-
verted flight. 

(e) Outlet. No oil tank outlet may be 
enclosed by any screen or guard that 
would reduce the flow of oil below a 
safe value at any operating tempera-
ture. No oil tank outlet diameter may 
be less than the diameter of the engine 
oil pump inlet. Each oil tank used with 
a turbine engine must have means to 
prevent entrance into the tank itself, 
or into the tank outlet, of any object 
that might obstruct the flow of oil 
through the system. There must be a 
shutoff valve at the outlet of each oil 
tank used with a turbine engine, unless 
the external portion of the oil system 
(including oil tank supports) is fire-
proof. 

(f) Flexible liners. Each flexible oil 
tank liner must be of an acceptable 
kind. 

(g) Each oil tank filler cap of an oil 
tank that is used with an engine must 
provide an oiltight seal. 

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as 
amended by Amdt. 23–15, 39 FR 35459 Oct. 1, 
1974; Amdt. 23–43, 58 FR 18973, Apr. 9, 1993; 
Amdt. 23–51, 61 FR 5137, Feb. 9, 1996] 

§ 23.1015 Oil tank tests. 

Each oil tank must be tested under 
§ 23.965, except that— 

(a) The applied pressure must be five 
p.s.i. for the tank construction instead 
of the pressures specified in § 23.965(a); 

(b) For a tank with a nonmetallic 
liner the test fluid must be oil rather 
than fuel as specified in § 23.965(d), and 
the slosh test on a specimen liner must 
be conducted with the oil at 250 °F.; 
and 

(c) For pressurized tanks used with a 
turbine engine, the test pressure may 
not be less than 5 p.s.i. plus the max-
imum operating pressure of the tank. 

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as 
amended by Amdt. 23–15, 39 FR 35460, Oct. 1, 
1974] 

§ 23.1017 Oil lines and fittings. 

(a) Oil lines. Oil lines must meet 
§ 23.993 and must accommodate a flow 
of oil at a rate and pressure adequate 
for proper engine functioning under 
any normal operating condition. 

(b) Breather lines. Breather lines must 
be arranged so that— 

(1) Condensed water vapor or oil that 
might freeze and obstruct the line can-
not accumulate at any point; 

(2) The breather discharge will not 
constitute a fire hazard if foaming oc-
curs, or cause emitted oil to strike the 
pilot’s windshield; 

(3) The breather does not discharge 
into the engine air induction system; 
and 

(4) For acrobatic category airplanes, 
there is no excessive loss of oil from 
the breather during acrobatic maneu-
vers, including short periods of in-
verted flight. 

VerDate Mar<15>2010 08:36 Apr 02, 2013 Jkt 229045 PO 00000 Frm 00288 Fmt 8010 Sfmt 8010 Y:\SGML\229045.XXX 229045w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



279 

Federal Aviation Administration, DOT § 23.1041 

(5) The breather outlet is protected 
against blockage by ice or foreign mat-
ter. 

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as 
amended by Amdt. 23–7, 34 FR 13094, Aug. 13, 
1969; Amdt. 23–14, 38 FR 31823, Nov. 19, 1973] 

§ 23.1019 Oil strainer or filter. 

(a) Each turbine engine installation 
must incorporate an oil strainer or fil-
ter through which all of the engine oil 
flows and which meets the following re-
quirements: 

(1) Each oil strainer or filter that has 
a bypass, must be constructed and in-
stalled so that oil will flow at the nor-
mal rate through the rest of the sys-
tem with the strainer or filter com-
pletely blocked. 

(2) The oil strainer or filter must 
have the capacity (with respect to op-
erating limitations established for the 
engine) to ensure that engine oil sys-
tem functioning is not impaired when 
the oil is contaminated to a degree 
(with respect to particle size and den-
sity) that is greater than that estab-
lished for the engine for its type cer-
tification. 

(3) The oil strainer or filter, unless it 
is installed at an oil tank outlet, must 
incorporate a means to indicate con-
tamination before it reaches the capac-
ity established in accordance with 
paragraph (a)(2) of this section. 

(4) The bypass of a strainer or filter 
must be constructed and installed so 
that the release of collected contami-
nants is minimized by appropriate lo-
cation of the bypass to ensure that col-
lected contaminants are not in the by-
pass flow path. 

(5) An oil strainer or filter that has 
no bypass, except one that is installed 
at an oil tank outlet, must have a 
means to connect it to the warning 
system required in § 23.1305(c)(9). 

(b) Each oil strainer or filter in a 
powerplant installation using recipro-
cating engines must be constructed and 
installed so that oil will flow at the 
normal rate through the rest of the 
system with the strainer or filter ele-
ment completely blocked. 

[Amdt. 23–15, 39 FR 35460, Oct. 1, 1974, as 
amended by Amdt. 23–29, 49 FR 6847, Feb. 23, 
1984; Amdt. 23–43, 58 FR 18973, Apr. 9, 1993] 

§ 23.1021 Oil system drains. 
A drain (or drains) must be provided 

to allow safe drainage of the oil sys-
tem. Each drain must— 

(a) Be accessible; 
(b) Have drain valves, or other clo-

sures, employing manual or automatic 
shut-off means for positive locking in 
the closed position; and 

(c) Be located or protected to prevent 
inadvertent operation. 

[Amdt. 23–29, 49 FR 6847, Feb. 23, 1984, as 
amended by Amdt. 23–43, 58 FR 18973, Apr. 9, 
1993] 

§ 23.1023 Oil radiators. 
Each oil radiator and its supporting 

structures must be able to withstand 
the vibration, inertia, and oil pressure 
loads to which it would be subjected in 
operation. 

§ 23.1027 Propeller feathering system. 
(a) If the propeller feathering system 

uses engine oil and that oil supply can 
become depleted due to failure of any 
part of the oil system, a means must be 
incorporated to reserve enough oil to 
operate the feathering system. 

(b) The amount of reserved oil must 
be enough to accomplish feathering 
and must be available only to the 
feathering pump. 

(c) The ability of the system to ac-
complish feathering with the reserved 
oil must be shown. 

(d) Provision must be made to pre-
vent sludge or other foreign matter 
from affecting the safe operation of the 
propeller feathering system. 

[Doc. No. 4080, 29 FR 17955, Dec. 18, 1964, as 
amended by Amdt. 23–14, 38 FR 31823, Nov. 19, 
1973; Amdt. 23–43, 58 FR 18973, Apr. 9, 1993] 

COOLING 

§ 23.1041 General. 
The powerplant and auxiliary power 

unit cooling provisions must maintain 
the temperatures of powerplant compo-
nents and engine fluids, and auxiliary 
power unit components and fluids with-
in the limits established for those com-
ponents and fluids under the most ad-
verse ground, water, and flight oper-
ations to the maximum altitude and 
maximum ambient atmospheric tem-
perature conditions for which approval 
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