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Federal Aviation Administration, DOT § 36.1581 

evaluated under the procedures of part 
C of appendix J of this part, or an FAA- 
approved equivalent procedure. 

[Doc. No. 26910, 57 FR 42854, Sept. 16, 1992] 

§ 36.805 Noise limits. 
(a) Compliance with the noise levels 

prescribed under part D of appendix H 
of this part, or under part D of appen-
dix J of this part, must be shown for 
helicopters for which application for 
issuance of a type certificate in the 
primary, normal, transport, or re-
stricted category is made on or after 
March 6, 1986. 

(b) For helicopters covered by this 
section, except as provided in para-
graph (c) or (d)(2) of this section, it 
must be shown either: 

(1) For those helicopters dem-
onstrating compliance under appendix 
H of this part, the noise levels of the 
helicopter are no greater than the ap-
plicable limits prescribed under section 
H36.305 of appendix H of this part, or 

(2) For helicopters demonstrating 
compliance under appendix J of this 
part, the noise level of the helicopter is 
no greater than the limit prescribed 
under section J36.305 of appendix J of 
this part. 

(c) For helicopters for which applica-
tion for issuance of an original type 
certificate in the primary, normal, 
transport, or restricted category is 
made on or after March 6, 1986, and 
which the FAA finds to be the first 
civil version of a helicopter that was 
designed and constructed for, and ac-
cepted for operational use by, an 
Armed Force of the United States or 
the U.S. Coast Guard on or before 
March 6, 1986, it must be shown that 
the noise levels of the helicopter are no 
greater than the noise limits for a 
change in type design as specified in 
section H36.305(a)(1)(ii) of appendix H of 
this part for compliance demonstrated 
under appendix H of this part, or as 
specified in section J36.305 of appendix 
J of this part for compliance dem-
onstrated under appendix J of this 
part. Subsequent civil versions of any 
such helicopter must meet the Stage 2 
requirements. 

(d) Helicopters in the primary cat-
egory: 

(1) Except as provided in paragraph 
(d)(2) of this section, for a helicopter 

for which application for a type certifi-
cate in the primary category is made, 
and that was not previously certifi-
cated under appendix H of this part, 
compliance with appendix H of this 
part must be shown. 

(2) For a helicopter that: 
(i) Has a normal or transport type 

certificate issued under this chapter, 
(ii) Has a standard airworthiness cer-

tificate issued under this chapter, 
(iii) Has not undergone an acoustical 

change from its type design, 
(iv) Has not previously been certifi-

cated under appendix H of this part, 
and 

(v) For which application for conver-
sion to the primary category is made, 
no further showing of compliance with 
this part is required. 

[Doc. No. 26910, 57 FR 42855, Sept. 16, 1992] 

Subparts I–N [Reserved] 

Subpart O—Documentation, Op-
erating Limitations and Infor-
mation 

§ 36.1501 Procedures, noise levels and 
other information. 

(a) All procedures, weights, configu-
rations, and other information or data 
employed for obtaining the certified 
noise levels prescribed by this part, in-
cluding equivalent procedures used for 
flight, testing, and analysis, must be 
developed and approved. Noise levels 
achieved during type certification 
must be included in the approved air-
plane (rotorcraft) flight manual. 

(b) Where supplemental test data are 
approved for modification or extension 
of an existing flight data base, such as 
acoustic data from engine static tests 
used in the certification of acoustical 
changes, the test procedures, physical 
configuration, and other information 
and procedures that are employed for 
obtaining the supplemental data must 
be developed and approved. 

[Amdt. 36–15, 53 FR 16366, May 6, 1988] 

§ 36.1581 Manuals, markings, and plac-
ards. 

(a) If an Airplane Flight Manual or 
Rotorcraft Flight Manual is approved, 
the approved portion of the Airplane 
Flight Manual or Rotorcraft Flight 

VerDate Mar<15>2010 08:36 Apr 02, 2013 Jkt 229045 PO 00000 Frm 00921 Fmt 8010 Sfmt 8010 Y:\SGML\229045.XXX 229045w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



912 

14 CFR Ch. I (1–1–13 Edition) § 36.1583 

Manual must contain the following in-
formation, in addition to that specified 
under § 36.1583 of this part. If an Air-
plane Flight Manual or Rotorcraft 
Flight Manual is not approved, the pro-
cedures and information must be fur-
nished in any combination of approved 
manual material, markings, and plac-
ards. 

(1) For transport category large air-
planes and jet airplanes, the noise level 
information must be one value for each 
flyover, lateral, and approach as de-
fined and required by appendix B of 
this part, along with the maximum 
takeoff weight, maximum landing 
weight, and configuration. 

(2) For propeller driven small air-
planes, the noise level information 
must be one value for takeoff as de-
fined and required by appendix G of 
this part, along with the maximum 
takeoff weight and configuration. 

(3) For rotorcraft, the noise level in-
formation must be one value for each 
takeoff, flyover, and approach as de-
fined and required by appendix H of 
this part, or one value for flyover as 
defined and required by appendix J of 
this part, at the maximum takeoff 
weight and configuration. 

(b) If supplemental operational noise 
level information is included in the ap-
proved portion of the Airplane Flight 
Manual, it must be segregated, identi-
fied as information in addition to the 
certificated noise levels, and clearly 
distinguished from the information re-
quired under § 36.1581(a). 

(c) The following statement must be 
furnished near the listed noise levels: 

No determination has been made by the Fed-
eral Aviation Administration that the noise 
levels of this aircraft are or should be ac-
ceptable or unacceptable for operation at, 
into, or out of, any airport. 

(d) For transport category large air-
planes and jet airplanes, for which the 
weight used in meeting the takeoff or 
landing noise requirements of this part 
is less than the maximum weight es-
tablished under the applicable air-
worthiness requirements, those lesser 
weights must be furnished, as oper-
ating limitations in the operating limi-
tations section of the Airplane Flight 
Manual. Further, the maximum takeoff 
weight must not exceed the takeoff 

weight that is most critical from a 
takeoff noise standpoint. 

(e) For propeller driven small air-
planes and for propeller-driven, com-
muter category airplanes for which the 
weight used in meeting the flyover 
noise requirements of this part is less 
than the maximum weight by an 
amount exceeding the amount of fuel 
needed to conduct the test, that lesser 
weight must be furnished, as an oper-
ating limitation, in the operating limi-
tations section of an approved Airplane 
Flight Manual, in approved manual 
material, or on an approved placard. 

(f) For primary, normal, transport, 
and restricted category helicopters, if 
the weight used in meeting the takeoff, 
flyover, or approach noise require-
ments of appendix H of this part, or the 
weight used in meeting the flyover 
noise requirement of appendix J of this 
part, is less than the certificated max-
imum takeoff weight established under 
either § 27.25(a) or § 29.25(a) of this chap-
ter, that lesser weight must be fur-
nished as an operating limitation in 
the operating limitations section of the 
Rotorcraft Flight Manual, in FAA-ap-
proved manual material, or on an FAA- 
approved placard. 

(g) Except as provided in paragraphs 
(d), (e), and (f) of this section, no oper-
ating limitations are furnished under 
this part. 

[Doc. 13243, 40 FR 1035, Jan. 6, 1975] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 36.1581, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and at www.fdsys.gov. 

§ 36.1583 Noncomplying agricultural 
and fire fighting airplanes. 

(a) This section applies to propeller- 
driven, small airplanes that— 

(1) Are designed for ‘‘agricultural air-
craft operations’’ (as defined in § 137.3 
of this chapter, effective on January 1, 
1966) or for dispensing fire fighting ma-
terials; and 

(2) Have not been shown to comply 
with the noise levels prescribed under 
appendix F of this part— 

(i) For which application is made for 
the original issue of a standard air-
worthiness certificate and that do not 
have any flight time before January 1, 
1980; or 
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