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exemption has been granted under sec-
tion 520(g)(2) of the act). An approval 
under section 515 of the act consists of 
FDA’s issuance of an order approving 
an application for premarket approval 
(PMA) for the device or declaring com-
pleted a product development protocol 
(PDP) for the device. 

(a) Before FDA requires that a device 
commercially distributed before the 
enactment date of the amendments, or 
a device that has been found substan-
tially equivalent to such a device, has 
an approval under section 515 of the act 
FDA must promulgate a regulation 
under section 515(b) of the act requir-
ing such approval, except as provided 
in paragraph (b) of this section. Such a 
regulation under section 515(b) of the 
act shall not be effective during the 
grace period ending on the 90th day 
after its promulgation or on the last 
day of the 30th full calendar month 
after the regulation that classifies the 
device into class III is effective, which-
ever is later. See section 501(f)(2)(B) of 
the act. Accordingly, unless an effec-
tive date of the requirement for pre-
market approval is shown in the regu-
lation for a device classified into class 
III in this part, the device may be com-
mercially distributed without FDA’s 
issuance of an order approving a PMA 
or declaring completed a PDP for the 
device. If FDA promulgates a regula-
tion under section 515(b) of the act re-
quiring premarket approval for a de-
vice, section 501(f)(1)(A) of the act ap-
plies to the device. 

(b) Any new, not substantially equiv-
alent, device introduced into commer-
cial distribution on or after May 28, 
1976, including a device formerly mar-
keted that has been substantially al-
tered, is classified by statute (section 
513(f) of the act) into class III without 
any grace period and FDA must have 
issued an order approving a PMA or de-
claring completed a PDP for the device 
before the device is commercially dis-
tributed unless it is reclassified. If 
FDA knows that a device being com-
mercially distributed may be a ‘‘new’’ 
devices defined in this section because 
of any new intended use or other rea-
sons, FDA may codify the statutory 
classification of the device into class 
III for such new use. Accordingly, the 
regulation for such a class III device 

states that as of the enactment date of 
the amendments, May 28, 1976, the de-
vice must have an approval under sec-
tion 515 of the act before commercial 
distribution. 

[52 FR 17738, May 11, 1987] 

§ 880.9 Limitations of exemptions from 
section 510(k) of the Federal Food, 
Drug, and Cosmetic Act (the act). 

The exemption from the requirement 
of premarket notification (section 
510(k) of the act) for a generic type of 
class I or II device is only to the extent 
that the device has existing or reason-
ably foreseeable characteristics of 
commercially distributed devices with-
in that generic type or, in the case of 
in vitro diagnostic devices, only to the 
extent that misdiagnosis as a result of 
using the device would not be associ-
ated with high morbidity or mortality. 
Accordingly, manufacturers of any 
commercially distributed class I or II 
device for which FDA has granted an 
exemption from the requirement of 
premarket notification must still sub-
mit a premarket notification to FDA 
before introducing or delivering for in-
troduction into interstate commerce 
for commercial distribution the device 
when: 

(a) The device is intended for a use 
different from the intended use of a le-
gally marketed device in that generic 
type of device; e.g., the device is in-
tended for a different medical purpose, 
or the device is intended for lay use 
where the former intended use was by 
health care professionals only; 

(b) The modified device operates 
using a different fundamental sci-
entific technology than a legally mar-
keted device in that generic type of de-
vice; e.g., a surgical instrument cuts 
tissue with a laser beam rather than 
with a sharpened metal blade, or an in 
vitro diagnostic device detects or iden-
tifies infectious agents by using 
deoxyribonucleic acid (DNA) probe or 
nucleic acid hybridization technology 
rather than culture or immunoassay 
technology; or 

(c) The device is an in vitro device 
that is intended: 

(1) For use in the diagnosis, moni-
toring, or screening of neoplastic dis-
eases with the exception of 
immunohistochemical devices; 
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(2) For use in screening or diagnosis 
of familial or acquired genetic dis-
orders, including inborn errors of me-
tabolism; 

(3) For measuring an analyte that 
serves as a surrogate marker for 
screening, diagnosis, or monitoring 
life-threatening diseases such as ac-
quired immune deficiency syndrome 
(AIDS), chronic or active hepatitis, tu-
berculosis, or myocardial infarction or 
to monitor therapy; 

(4) For assessing the risk of cardio-
vascular diseases; 

(5) For use in diabetes management; 
(6) For identifying or inferring the 

identity of a microorganism directly 
from clinical material; 

(7) For detection of antibodies to 
microorganisms other than 
immunoglobulin G (IgG) or IgG assays 
when the results are not qualitative, or 
are used to determine immunity, or the 
assay is intended for use in matrices 
other than serum or plasma; 

(8) For noninvasive testing as defined 
in § 812.3(k) of this chapter; and 

(9) For near patient testing (point of 
care). 

[65 FR 2318, Jan. 14, 2000] 

Subpart B [Reserved] 

Subpart C—General Hospital and 
Personal Use Monitoring Devices 

§ 880.2200 Liquid crystal forehead tem-
perature strip. 

(a) Identification. A liquid crystal 
forehead temperature strip is a device 
applied to the forehead that is used to 
indicate the presence or absence of 
fever, or to monitor body temperature 
changes. The device displays the color 
changes of heat sensitive liquid crys-
tals corresponding to the variation in 
the surface temperature of the skin. 
The liquid crystals, which are cho-
lesteric esters, are sealed in plastic. 

(b) Classification. Class II (special 
controls). The device is exempt from 
the premarket notification procedures 
in subpart E of part 807 of this chapter 
subject to § 880.9. 

[45 FR 69682, Oct. 21, 1980, as amended at 63 
FR 59228, Nov. 3, 1998] 

§ 880.2400 Bed-patient monitor. 

(a) Identification. A bed-patient mon-
itor is a battery-powered device placed 
under a mattress and used to indicate 
by an alarm or other signal when a pa-
tient attempts to leave the bed. 

(b) Classification. Class I (general con-
trols). The device is exempt from the 
premarket notification procedures in 
subpart E of part 807 of this chapter 
subject to the limitations in § 880.9. 

[45 FR 69682, Oct. 21, 1980, as amended at 59 
FR 63010, Dec. 7, 1994; 66 FR 38803, July 25, 
2001] 

§ 880.2420 Electronic monitor for grav-
ity flow infusion systems. 

(a) Identification. An electronic mon-
itor for gravity flow infusion systems 
is a device used to monitor the amount 
of fluid being infused into a patient. 
The device consists of an electronic 
transducer and equipment for signal 
amplification, conditioning, and dis-
play. 

(b) Classification. Class II (perform-
ance standards). 

§ 880.2460 Electrically powered spinal 
fluid pressure monitor. 

(a) Identification. An electrically pow-
ered spinal fluid pressure monitor is an 
electrically powered device used to 
measure spinal fluid pressure by the 
use of a transducer which converts spi-
nal fluid pressure into an electrical sig-
nal. The device includes signal amplifi-
cation, conditioning, and display equip-
ment. 

(b) Classification. Class II (perform-
ance standards). 

§ 880.2500 Spinal fluid manometer. 

(a) Identification. A spinal fluid ma-
nometer is a device used to measure 
spinal fluid pressure. The device uses a 
hollow needle, which is inserted into 
the spinal column fluid space, to con-
nect the spinal fluid to a graduated col-
umn so that the pressure can be meas-
ured by reading the height of the fluid. 

(b) Classification. Class II (perform-
ance standards). 

§ 880.2700 Stand-on patient scale. 

(a) Identification. A stand-on patient 
scale is a device intended for medical 
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