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Federal Highway Administration, DOT § 658.23 

those States in which State law au-
thorizes the operation of STAA-dimen-
sioned vehicles on all public roads and 
highways, no submission or approval 
under this paragraph is required. If, in 
the future, such a State changes its au-
thorizing legislation and restricts the 
operation of STAA-dimensioned vehi-
cles, then compliance with these provi-
sions will be necessary. 

(2) The FHWA will review the access 
provisions as submitted by each State 
subject to the provisions in paragraph 
(j)(1) and approve those that are in 
compliance with the requirements of 
this section. The FHWA may, at a 
State’s request, approve State provi-
sions that differ from the requirements 
of this section if FHWA determines 
that they provide reasonable access for 
STAA-dimensioned vehicles and do not 
impose an unreasonable burden on 
motor freight carriers, shippers and re-
ceivers and service facility operators. 

(3) Any State that does not have 
FHWA approved access provisions in ef-
fect within 1 year after June 1, 1990 
shall follow the requirements and the 
criteria set forth in this section and 
section 658.5 and 658.19 for determining 
access for STAA-dimensioned vehicles 
to terminals and services. The FHWA 
may approve a State’s request for a 
time extension if it is received by 
FHWA at least 1 month before the end 
of the 1 year period. 

[53 FR 12149, Apr. 13, 1988, as amended at 55 
FR 22763, June 1, 1990; 59 FR 30420, June 13, 
1994] 

§ 658.21 Identification of National Net-
work. 

(a) To identify the National Network, 
a State may sign the routes or provide 
maps of lists of highways describing 
the National Network. 

(b) Exceptional local conditions on 
the National Network shall be signed. 
All signs shall conform to the Manual 
on Uniform Traffic Control Devices. 
Exceptional conditions shall include 
but not be limited to: 

(1) Operational restrictions designed 
to maximize the efficiency of the total 
traffic flow, such as time of day prohi-
bitions, or lane use controls. 

(2) Geometric and structural restric-
tions, such as vertical clearances, post-
ed weight limits on bridges, or restric-

tions caused by construction oper-
ations. 

(3) Detours from urban Interstate 
routes to bypass of circumferential 
routes for commercial motor vehicles 
not destined for the urban area to be 
bypassed. 

§ 658.23 LCV freeze; cargo-carrying 
unit freeze. 

(a)(1) Except as otherwise provided in 
this section and except for tow trucks 
with vehicles in tow, a State may allow 
the operation of LCV’s on the Inter-
state System only as listed in appendix 
C to this part. 

(2) Except as otherwise provided in 
this section, a State may not allow the 
operation on the NN of any CMV com-
bination with two or more cargo-car-
rying units (not including the truck 
tractor) whose cargo-carrying units ex-
ceed: 

(i) The maximum combination trail-
er, semitrailer, or other type of length 
limitation authorized by State law or 
regulation of that State on or before 
June 1, 1991; or 

(ii) The length of the cargo-carrying 
units of those CMV combinations, by 
specific configuration, in actual, lawful 
operation on a regular or periodic basis 
(including continuing seasonal oper-
ation) in that State on or before June 
1, 1991, as listed in appendix C to this 
part. 

(b) Notwithstanding paragraph (a)(2) 
of this section, the following CMV com-
binations with two or more cargo-car-
rying units may operate on the NN. 

(1) Truck tractor-semitrailer-trailer 
and truck tractor-semitrailer- 
semitrailer combinations with a max-
imum length of the individual cargo 
units of 28.5 feet or less. 

(2) Vehicles described in § 658.13(e) 
and (g). 

(3) Truck-trailer and truck- 
semitrailer combinations with an over-
all length of 65 feet or less. 

(4) Maxi-cubes. 
(5) Tow trucks with vehicles in tow. 
(c) For specific safety purposes and 

road construction, a State may make 
minor adjustments of a temporary and 
emergency nature to route designation 
and vehicle operating restrictions ap-
plicable to combinations subject to 23 
U.S.C. 127(d) and 49 U.S.C. 31112 and in 
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effect on June 1, 1991 (July 6, 1991, for 
Alaska). Minor adjustments which last 
30 days or less may be made without 
notifying the FHWA. Minor adjust-
ments which exceed 30 days require ap-
proval of the FHWA. When such adjust-
ments are needed, a State must submit 
to the FHWA, by the end of the 30th 
day, a written description of the emer-
gency, the date on which it began, and 
the date on which it is expected to con-
clude. If the adjustment involves alter-
nate route designations, the State 
shall describe the new route on which 
vehicles otherwise subject to the freeze 
imposed by 23 U.S.C. 127(d) and 49 
U.S.C. 31112 are allowed to operate. To 
the extent possible, the geometric and 
pavement design characteristics of the 
alternate route should be equivalent to 
those of the highway section which is 
temporarily unavailable. If the adjust-
ment involves vehicle operating re-
strictions, the State shall list the re-
strictions that have been removed or 
modified. If the adjustment is ap-
proved, the FHWA will publish the no-
tice of adjustment, with an expiration 
date, in the FEDERAL REGISTER. Re-
quests for extension of time beyond the 
originally established conclusion date 
shall be subject to the same approval 
and publications process as the original 
request. If upon consultation with the 
FHWA a decision is reached that minor 
adjustments made by a State are not 
legitimately attributable to road or 
bridge construction or safety, the 
FHWA will inform the State, and the 
original conditions of the freeze must 
be reimposed immediately. Failure to 
do so may subject the State to a pen-
alty pursuant to 23 U.S.C. 141. 

(d) A State may issue a permit au-
thorizing a CMV to transport an over-
length nondivisible load on two or 
more cargo-carrying units on the NN 
without regard to the restrictions in 
§ 658.23(a)(2). 

(e) States further restricting or pro-
hibiting the operation of vehicles sub-
ject to 23 U.S.C. 127(d) and 49 U.S.C. 
31112 after June 1, 1991, shall notify the 
FHWA within 30 days after the restric-
tion is effective. The FHWA will pub-
lish the restriction in the FEDERAL 
REGISTER as an amendment to appen-
dix C to this part. Failure to provide 
such notification may subject the 

State to a penalty pursuant to 23 
U.S.C. 141. 

(f) The Federal Highway Adminis-
trator, on his or her own motion or 
upon a request by any person (includ-
ing a State), shall review the informa-
tion set forth in appendix C to this 
part. If the Administrator determines 
there is cause to believe that a mistake 
was made in the accuracy of the infor-
mation contained in appendix C to this 
part, the Administrator shall com-
mence a proceeding to determine 
whether the information published 
should be corrected. If the Adminis-
trator determines that there is a mis-
take in the accuracy of the informa-
tion contained in appendix C to this 
part, the Administrator shall publish 
in the FEDERAL REGISTER the appro-
priate corrections to reflect that deter-
mination. 

[59 FR 30420, June 13, 1994, as amended at 60 
FR 15214, Mar. 22, 1995; 62 FR 10181, Mar. 5, 
1997; 72 FR 7748, Feb. 20, 2007] 

APPENDIX A TO PART 658—NATIONAL 
NETWORK—FEDERALLY-DESIGNATED 
ROUTES 

[The federally-designated routes on the National Network con-
sist of the Interstate System, except as noted, and the fol-
lowing additional highways.] 

Route From To 

Alabama 

US 43 ........... I–65 N. of Mobile ...... Sunflower. 
US 43 ........... AL 5 near Russell-

ville.
TN State Line. 

US 72 ........... MS State Line .......... CR 33 Hollywood. 
US 72 Alt ...... US 72 Tuscumbia .... US 72/231/431 

Huntsville. 
US 78 ........... End of 4-lane W. of 

AL 5 Jasper.
I–59 Birmingham. 

US 80 ........... AL 14 W. Int. Selma US 82 Montgomery. 
US 82 ........... Coker W. of I–59 ...... Eoline W. of AL 5. 
US 82 ........... AL 206 Prattville ....... US 231 N. Int. Mont-

gomery. 
US 84 ........... AL 92 E. of Daleville 

(via AL 210 Dothan 
Cir.).

End of 4-lane E. of 
Dothan. 

US 98 ........... I–10 Daphne ............. End of 4-lane near 
Fairhope. 

US 231 ......... FL State Line (via AL 
210 Dothan Circle.).

End of 4-lane N. of 
Wetumpka. 

US 231 ......... Arab .......................... TN State Line. 
US 280 ......... US 31 Mountain 

Brook.
AL 22 Alexander 

City. 
US 280 ......... I–85 Opelika ............. GA State Line Phenix 

City. 
US 431 ......... AL 210 Dothan ......... AL 173 Headland. 
US 431 ......... I–20 Anniston ........... AL 79 N. Int. Colum-

bus City (via I– 
59—AL 77 Gads-
den). 

US 431 ......... CR 8 New Hope ....... TN State Line. 
AL 21 ............ US 31 Atmore .......... I–65 N. of Atmore. 
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