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29 CFR Ch. XVII (7–1–13 Edition) § 1926.201 

§ 1926.200 Accident prevention signs and 
tags. 

* * * * * 

(b) Danger signs. (1) Danger signs shall be 
used only where an immediate hazard exists, 
and shall follow the specifications provided 
in Figure 1 of ANSI Z35.1–1968 or in Figure 2 
of ANSI Z535.2–2011, incorporated by ref-
erence in § 1926.6. 

* * * * * 

(c) Caution signs. (1) Caution signs shall be 
used only to warn against potential hazards 
or to caution against unsafe practices, and 
shall follow the specifications provided in 
Figure 4 of ANSI Z35.1–1968 or in Figure 2 of 
ANSI Z535.2–2011, incorporated by reference 
for the sections specified in § 1926.6. 

* * * * * 

(3) The standard color of the background 
shall be yellow; and the panel, black with 
yellow letters. Any letters used against the 
yellow background shall be black. The colors 
shall be those of opaque glossy samples as 
specified in Table 1 of ANSI Z53.1–1967 or in 
Table 1 of ANSI Z535.1–2006(R2011), incor-
porated by reference in § 1926.6. 

* * * * * 

(g) * * * 
(2) All traffic control signs or devices used 

for protection of construction workers shall 
conform to Part VI of the MUTCD, 1988 Edi-
tion, Revision 3, or Part VI of the MUTCD, 
Millennium Edition, incorporated by ref-
erence in § 1926.6. 

(h) * * * 
(2) For accident prevention tags, employers 

shall follow specifications that are similar to 
those in Figures 1 to 4 of ANSI Z35.2–1968 or 
Figures 1 to 8 of ANSI Z535.5–2011, incor-
porated by reference in § 1926.6. 

(i) Additional rules. ANSI Z35.1–1968, ANSI 
Z535.2–2011, ANSI Z35.2–1968, and ANSI 
Z535.5–2011, incorporated by reference in 
§ 1926.6, contain rules in addition to those 
specifically prescribed in this subpart. The 
employer shall comply with ANSI Z35.1–1968 
or ANSI Z535.2–2011, and ANSI Z35.2–1968 or 
Z535.5–2011, with respect to such additional 
rules. 

§ 1926.201 Signaling. 
(a) Flaggers. Signaling by flaggers 

and the use of flaggers, including warn-
ing garments worn by flaggers shall 
conform to Part VI of the Manual on 
Uniform Traffic Control Devices, (1988 
Edition, Revision 3 or the Millennium 

Edition), which are incorporated by 
reference in § 1926.200(g)(2). 

(b) Crane and hoist signals. Regula-
tions for crane and hoist signaling will 
be found in applicable American Na-
tional Standards Institute standards. 

[44 FR 8577, Feb. 9, 1979; 44 FR 20940, Apr. 6, 
1979, as amended at 67 FR 57736, Sept. 12, 
2002] 

EFFECTIVE DATE NOTE: At 78 FR 35567, June 
13, 2013, § 1926.201 was amended by revising 
paragraph (a), effective Sept. 11, 2013. For the 
convenience of the user, the revised text is 
set forth as follows: 

§ 1926.201 Signaling. 
(a) Flaggers. Signaling by flaggers and the 

use of flaggers, including warning garments 
worn by flaggers, shall conform to Part VI of 
the Manual on Uniform Traffic Control De-
vices (1988 Edition, Revision 3, or the Millen-
nium Edition), incorporated by reference in 
§ 1926.6. 

* * * * * 

§ 1926.202 Barricades. 

Barricades for protection of employ-
ees shall conform to Part VI of the 
Manual on Uniform Traffic Control De-
vices (1988 Edition, Revision 3 or Mil-
lennium Edition), which are incor-
porated by reference in § 1926.200(g)(2). 

[67 FR 57736, Sept. 12, 2002] 

EFFECTIVE DATE NOTE: At 78 FR 35567, June 
13, 2013, § 1926.202 was revised, effective Sept. 
11, 2013. For the convenience of the user, the 
revised text is set forth as follows: 

§ 1926.202 Barricades. 
Barricades for protection of employees 

shall conform to Part VI of the Manual on 
Uniform Traffic Control Devices (1988 Edi-
tion, Revision 3, or the Millennium Edition), 
incorporated by reference in § 1926.6. 

§ 1926.203 Definitions applicable to 
this subpart. 

(a) Barricade means an obstruction to 
deter the passage of persons or vehi-
cles. 

(b) Signs are the warnings of hazard, 
temporarily or permanently affixed or 
placed, at locations where hazards 
exist. 

(c) Signals are moving signs, provided 
by workers, such as flaggers, or by de-
vices, such as flashing lights, to warn 
of possible or existing hazards. 
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Occupational Safety and Health Admin., Labor § 1926.250 

(d) Tags are temporary signs, usually 
attached to a piece of equipment or 
part of a structure, to warn of existing 
or immediate hazards. 

[44 FR 8577, Feb. 9, 1979; 44 FR 20940, Apr. 6, 
1979, as amended at 67 FR 57736, Sept. 12, 
2002] 

Subpart H—Materials Handling, 
Storage, Use, and Disposal 

AUTHORITY: 40 U.S.C. 3701; 29 U.S.C. 653, 655, 
657; and Secretary of Labor’s Order No. 12–71 
(36 FR 8754), 8–76 (41 FR 25059), 9–83 (48 FR 
35736), 1–90 (55 FR 9033), 4–2010 (75 FR 55355), 
or 1–2012 (77 FR 3912), as applicable. Section 
1926.250 also issued under 29 CFR part 1911. 

§ 1926.250 General requirements for 
storage. 

(a) General. (1) All materials stored in 
tiers shall be stacked, racked, blocked, 
interlocked, or otherwise secured to 
prevent sliding, falling or collapse. 

(2) Maximum safe load limits of 
floors within buildings and structures, 
in pounds per square foot, shall be con-
spicuously posted in all storage areas, 
except for floor or slab on grade. Max-
imum safe loads shall not be exceeded. 

(3) Aisles and passageways shall be 
kept clear to provide for the free and 
safe movement of material handling 
equipment or employees. Such areas 
shall be kept in good repair. 

(4) When a difference in road or work-
ing levels exist, means such as ramps, 
blocking, or grading shall be used to 
ensure the safe movement of vehicles 
between the two levels. 

(b) Material storage. (1) Material 
stored inside buildings under construc-
tion shall not be placed within 6 feet of 
any hoistway or inside floor openings, 
nor within 10 feet of an exterior wall 
which does not extend above the top of 
the material stored. 

(2) Each employee required to work 
on stored material in silos, hoppers, 
tanks, and similar storage areas shall 
be equipped with personal fall arrest 
equipment meeting the requirements 
of subpart M of this part. 

(3) Noncompatible materials shall be 
segregated in storage. 

(4) Bagged materials shall be stacked 
by stepping back the layers and cross- 
keying the bags at least every 10 bags 
high. 

(5) Materials shall not be stored on 
scaffolds or runways in excess of sup-
plies needed for immediate operations. 

(6) Brick stacks shall not be more 
than 7 feet in height. When a loose 
brick stack reaches a height of 4 feet, 
it shall be tapered back 2 inches in 
every foot of height above the 4-foot 
level. 

(7) When masonry blocks are stacked 
higher than 6 feet, the stack shall be 
tapered back one-half block per tier 
above the 6-foot level. 

(8) Lumber: 
(i) Used lumber shall have all nails 

withdrawn before stacking. 
(ii) Lumber shall be stacked on level 

and solidly supported sills. 
(iii) Lumber shall be so stacked as to 

be stable and self-supporting. 
(iv) Lumber piles shall not exceed 20 

feet in height provided that lumber to 
be handled manually shall not be 
stacked more than 16 feet high. 

(9) Structural steel, poles, pipe, bar 
stock, and other cylindrical materials, 
unless racked, shall be stacked and 
blocked so as to prevent spreading or 
tilting. 

(c) Housekeeping. Storage areas shall 
be kept free from accumulation of ma-
terials that constitute hazards from 
tripping, fire, explosion, or pest harbor-
age. Vegetation control will be exer-
cised when necessary. 

(d) Dockboards (bridge plates). (1) Port-
able and powered dockboards shall be 
strong enough to carry the load im-
posed on them. 

(2) Portable dockboards shall be se-
cured in position, either by being an-
chored or equipped with devices which 
will prevent their slipping. 

(3) Handholds, or other effective 
means, shall be provided on portable 
dockboards to permit safe handling. 

(4) Positive protection shall be pro-
vided to prevent railroad cars from 
being moved while dockboards or 
bridge plates are in position. 

[44 FR 8577, Feb. 9, 1979; 44 FR 20940, Apr. 6, 
1979, as amended at 49 FR 18295, Apr. 30, 1984; 
54 FR 24334, June 7, 1989; 58 FR 35173, June 30, 
1993; 59 FR 40729, Aug. 9, 1994; 61 FR 5510, Feb. 
13, 1996] 
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