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lessee’s field office nearest the OCS fa-
cility, or at another location conven-
iently available to the BSEE District 
Manager. 

(h) Stump test a subsea BOP system 
before installation. You must use 
water to conduct this test. You may 
use drilling fluids to conduct subse-
quent tests of a subsea BOP system. 
You must stump test the subsea BOP 
within 30 days of the initial test on the 
seafloor. You must: 

(1) Test all ROV intervention func-
tions on your subsea BOP stack during 
the stump test. Each ROV must be 
fully compatible with the BOP stack 
ROV intervention panels. You must 
also test and verify closure of at least 
one set of rams during the initial test 
on the seafloor. You must submit test 
procedures, including how you will test 
each ROV function, with your APM for 
BSEE District Manager approval. You 
must: 

(i) Ensure that the ROV hot stabs are 
function tested and are capable of actu-
ating, at a minimum, one set of pipe 
rams and one set of blind-shear rams 
and unlatching the LMRP; 

(ii) Document all your test results 
and make them available to BSEE 
upon request; and 

(2) Function test autoshear and 
deadman systems on your subsea BOP 
stack during the stump test. You must 
also test the deadman system and 
verify closure of at least one set of 
blind-shear rams during the initial test 
on the seafloor. When you conduct the 
initial deadman system test on the 
seafloor you must ensure the well is se-
cure and, if hydrocarbons have been 
present, appropriate barriers are in 
place to isolate hydrocarbons from the 
wellhead. You must also have an ROV 
on bottom during the test. You must: 

(i) Submit test procedures with your 
APM for BSEE District Manager ap-
proval. The procedures for these func-
tion tests must include documentation 
of the controls and circuitry of the sys-
tem utilized during each test. The pro-
cedure must also describe how the ROV 
will be utilized during this operation. 

(ii) Document the results of each test 
and make them available to BSEE 
upon request. 

[77 FR 50899, Aug. 22, 2012] 

§ 250.1708 What are my BOP inspec-
tion and maintenance require-
ments? 

(a) BOP inspections. (1) You must in-
spect your BOP system to ensure that 
the equipment functions properly. The 
BOP inspections must meet or exceed 
the provisions of Sections 17.10 and 
18.10, Inspections, described in API RP 
53, Recommended Practices for Blow-
out Prevention Equipment Systems for 
Drilling Wells (incorporated by ref-
erence as specified in § 250.198). You 
must document how you met or exceed-
ed the provisions of Sections 17.10 and 
18.10 described in API RP 53, document 
the procedures used, record the results, 
and make the records available to 
BSEE upon request. You must main-
tain your records on the rig for 2 years 
from the date the records are created, 
or for a longer period if directed by 
BSEE. 

(2) You must visually inspect your 
BOP system and marine riser at least 
once every 3 days if weather and sea 
conditions permit. You may use tele-
vision cameras to inspect this equip-
ment. The BSEE District Manager may 
approve alternate methods and fre-
quencies to inspect a marine riser. 

(b) BOP maintenance. You must main-
tain your BOP system to ensure that 
the equipment functions properly. The 
BOP maintenance must meet or exceed 
the provisions of Sections 17.11 and 
18.11, Maintenance; and Sections 17.12 
and 18.12, Quality Management, de-
scribed in API RP 53, Recommended 
Practices for Blowout Prevention 
Equipment Systems for Drilling Wells 
(incorporated by reference as specified 
in § 250.198). You must document how 
you met or exceeded the provisions of 
Sections 17.11 and 18.11, Maintenance; 
and Sections 17.12 and 18.12, Quality 
Management, described in API RP 53, 
document the procedures used, record 
the results, and make the records 
available to BSEE upon request. You 
must maintain your records on the rig 
for 2 years from the date the records 
are created, or for a longer period if di-
rected by BSEE. 

[77 FR 50900, Aug. 22, 2012] 
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