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minutes. However, for surface BOP sys-
tems and surface equipment of a subsea 
BOP system, a 3-minute test duration 
is acceptable if you record your test 
pressures on the outermost half of a 4- 
hour chart, on a 1-hour chart, or on a 
digital recorder. If the equipment does 
not hold the required pressure during a 
test, you must correct the problem and 
retest the affected component(s). 

§ 250.449 What additional BOP testing 
requirements must I meet? 

You must meet the following addi-
tional BOP testing requirements: 

(a) Use water to test a surface BOP 
system; 

(b) Stump test a subsea BOP system 
before installation. You must use 
water to conduct this test. You may 
use drilling fluids to conduct subse-
quent tests of a subsea BOP system. 
You must perform the initial subsea 
BOP test on the seafloor within 30 days 
of the stump test. 

(c) Alternate tests between control 
stations and pods; 

(d) Pressure test the blind or blind- 
shear ram BOP during stump tests and 
at all casing points; 

(e) The interval between any blind or 
blind-shear ram BOP pressure tests 
may not exceed 30 days; 

(f) Pressure test variable bore-pipe 
ram BOPs against the largest and 
smallest sizes of pipe in use, excluding 
drill collars and bottom-hole tools; 

(g) Pressure test affected BOP com-
ponents following the disconnection or 
repair of any well-pressure contain-
ment seal in the wellhead or BOP stack 
assembly; 

(h) Function test annular and ram 
BOPs every 7 days between pressure 
tests; 

(i) Actuate safety valves assembled 
with proper casing connections before 
running casing; 

(j) Test all ROV intervention func-
tions on your subsea BOP stack during 
the stump test. Each ROV must be 
fully compatible with the BOP stack 
ROV intervention panels. You must 
also test and verify closure of at least 
one set of rams during the initial test 
on the seafloor through an ROV hot 
stab. You must submit test procedures, 
including how you will test each ROV 
intervention function, with your APD 

or APM for BSEE District Manager ap-
proval. You must: 

(1) Ensure that the ROV hot stabs are 
function tested and are capable of actu-
ating, at a minimum, one set of pipe 
rams, one set of blind-shear rams, and 
unlatching the Lower Marine Riser 
Package (LMRP); 

(2) Notify the appropriate BSEE Dis-
trict Manager a minimum of 72 hours 
prior to the stump test and initial test 
on the seafloor; and 

(3) Document all your test results 
and make them available to BSEE 
upon request; 

(k) Function test autoshear and 
deadman systems on your subsea BOP 
stack during the stump test. You must 
also test the deadman system and 
verify closure of at least one set of 
blind-shear rams during the initial test 
on the seafloor. When you conduct the 
initial deadman system test on the 
seafloor you must ensure the well is se-
cure and, if hydrocarbons have been 
present, appropriate barriers are in 
place to isolate hydrocarbons from the 
wellhead. You must also have an ROV 
on bottom during the test. 

(1) You must submit test procedures 
with your APD or APM for District 
Manager approval. The procedures for 
these function tests must include docu-
mentation of the controls and circuitry 
of the system utilized during each test. 
The procedure must also describe how 
the ROV will be utilized during this op-
eration. 

(2) You must document all your test 
results and make them available to 
BSEE upon request. 

[76 FR 64462, Oct. 18, 2011, as amended at 77 
FR 50893, Aug. 22, 2012] 

§ 250.450 What are the recordkeeping 
requirements for BOP tests? 

You must record the time, date, and 
results of all pressure tests, actuations, 
and inspections of the BOP system, 
system components, and marine riser 
in the driller’s report. In addition, you 
must: 

(a) Record BOP test pressures on 
pressure charts; 

(b) Require your onsite representa-
tive to sign and date BOP test charts 
and reports as correct; 

(c) Document the sequential order of 
BOP and auxiliary equipment testing 
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