
327 

Coast Guard, DHS § 154.1041 

(B) For oil recovery devices, the ef-
fective daily recovery rate, as deter-
mined using section 6 of appendix C of 
this part; 

(C) For containment boom, the over-
all boom height (draft and freeboard) 
and type of end connectors; 

(D) The spill scenario in which the 
equipment will be used for or which it 
is contracted; 

(E) The total daily capacity for stor-
age and disposal of recovered oil; 

(F) For communication equipment, 
the type and amount of equipment in-
tended for use during response activi-
ties. Where applicable, the primary and 
secondary radio frequencies must be 
specified. 

(G) Location of the equipment; and 
(H) The date of the last inspection by 

the oil spill removal organization(s). 
(4) Communications plan. This appen-

dix must describe the primary and al-
ternate method of communication dur-
ing discharges, including communica-
tions at the facility and at remote lo-
cations within the areas covered by the 
response plan. The appendix may refer 
to additional communications pack-
ages provided by the oil spill removal 
organization. This may reference an-
other existing plan or document. 

(5) Site-specific safety and health plan. 
This appendix must describe the safety 
and health plan to be implemented for 
any response location(s). It must pro-
vide as much detailed information as is 
practicable in advance of an actual dis-
charge. This appendix may reference 
another existing plan requiring under 
29 CFR 1910.120. 

(6) List of acronyms and definitions. 
This appendix must list all acronyms 
used in the response plan including any 
terms or acronyms used by Federal, 
State, or local governments and any 
operational terms commonly used at 
the facility. This appendix must in-
clude all definitions that are critical to 
understanding the response plan. 

[CGD 91–036, 61 FR 7917, Feb. 29, 1996, as 
amended by USCG–2000–7223, 65 FR 40058, 
June 29, 2000; USCG–2001–9286, 66 FR 33641, 
June 25, 2001; USCG–2008–0179, 73 FR 35014, 
June 19, 2008; USCG–2001–8661, 74 FR 45023, 
Aug. 31, 2009] 

§ 154.1040 Specific requirements for fa-
cilities that could reasonably be ex-
pected to cause substantial harm to 
the environment. 

(a) The owner or operator of a facil-
ity that, under § 154.1015, could reason-
ably be expected to cause substantial 
harm to the environment, shall submit 
a response plan that meets the require-
ments of § 154.1035, except as modified 
by this section. 

(b) The facility’s response activities 
section of the response plan need not 
list the facility or corporate organiza-
tional structure that will be used to 
manage the response, as required by 
§ 154.1035(b)(3)(iii). 

(c) The owner or operator of a facil-
ity must ensure the availability of re-
sponse resources required to be identi-
fied in § 154.1035(b)(3)(iv) by contract or 
other approved means described in 
§ 154.1028. 

(d) A facility owner or operator must 
have at least 200 feet of containment 
boom and the means of deploying and 
anchoring the boom available at the 
spill site within 1 hour of the detection 
of a spill to respond to the average 
most probable discharge in lieu of the 
quantity of containment boom speci-
fied in § 154.1045(c)(1). Based on site-spe-
cific or facility-specific information, 
the COTP may specify that additional 
quantities of containment boom are 
available within one hour. In addition, 
there must be adequate sorbent mate-
rial for initial response to an average 
most probable discharge. If the facility 
is a fixed facility, the containment 
boom and sorbent material must be lo-
cated at the facility. If the facility is a 
mobile facility, the containment boom 
and sorbent must be available locally 
and be at the site of the discharge 
within 1 hour of its discovery. 

§ 154.1041 Specific response informa-
tion to be maintained on mobile 
MTR facilities. 

(a) Each mobile MTR facility must 
carry the following information as con-
tained in the response plan when per-
forming transfer operations: 

(1) A description of response activi-
ties for a discharge which may occur 
during transfer operations. This may 
be a narrative description or a list of 
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procedures to be followed in the event 
of a discharge. 

(2) Identity of response resources to 
respond to a discharge from the mobile 
MTR facility. 

(3) List of the appropriate persons 
and agencies (including the telephone 
numbers) to be contacted in regard to a 
discharge and its handling, including 
the National Response Center. 

(b) The owner or operator of the mo-
bile facility must also retain the infor-
mation in this paragraph at the prin-
cipal place of business. 

§ 154.1045 Response plan development 
and evaluation criteria for facilities 
that handle, store, or transport 
Group I through Group IV petro-
leum oils. 

(a) The owner or operator of a facil-
ity that handles, stores, or transports 
Group I through Group IV petroleum 
oils shall use the criteria in this sec-
tion to evaluate response resources 
identified in the response plan for the 
specified operating environment. 

(1) The criteria in Table 1 of appendix 
C of this part are to be used solely for 
identification of appropriate equip-
ment in a response plan. These criteria 
reflect conditions used for planning 
purposes to select mechanical response 
equipment and are not conditions that 
would limit response actions or affect 
normal facility operations. 

(2) The response resources must be 
evaluated considering limitations for 
the COTP zones in which the facility 
operates, including but not limited to— 

(i) Ice conditions; 
(ii) Debris; 
(iii) Temperature ranges; 
(iv) Weather-related visibility; and 
(v) Other appropriate environmental 

conditions as determined by the COTP. 
(3) The COTP may reclassify a spe-

cific body of water or location within 
the COTP zone. Any reclassifications 
will be identified by the COTP in the 
applicable ACP. Reclassifications may 
be to— 

(i) A more stringent operating envi-
ronment if the prevailing wave condi-
tions exceed the significant wave 
height criteria during more than 35 
percent of the year; or 

(ii) A less stringent operating envi-
ronment if the prevailing wave condi-
tions do not exceed the significant 

wave height criteria for the less strin-
gent operating environment during 
more than 35 percent of the year. 

(b) Response equipment must— 
(1) Meet or exceed the operating cri-

teria listed in Table 1 of appendix C of 
this part; 

(2) Function in the applicable oper-
ating environment; and 

(3) Be appropriate for the petroleum 
oil carried. 

(c) The response plan for a facility 
that handles, stores, or transports 
Group I through Group IV petroleum 
oils must identify response resources 
that are available, by contract or other 
approved means as described in 
§ 154.1028(a)(1)(4), to respond to the fa-
cility’s average most probable dis-
charge. The response resources must 
include, at a minimum— 

(1) 1,000 feet of containment boom or 
two times the length of the largest ves-
sel that regularly conducts petroleum 
oil transfers to or from the facility, 
whichever is greater, and the means of 
deploying and anchoring the boom 
available at the spill site within 1 hour 
of the detection of a spill; and 

(2) Oil recovery devices and recovered 
oil storage capacity capable of being at 
the spill site within 2 hours of the dis-
covery of a petroleum oil discharge 
from a facility. 

(d) The response plan for a facility 
that handles, stores, or transports 
Group I through Group IV petroleum 
oils must identify response resources 
that are available, by contract or other 
approved means as described in 
§ 154.1028(a)(1)(4), to respond to a dis-
charge up to the facility’s maximum 
most probable discharge volume. 

(1) The response resources must in-
clude sufficient containment boom, oil 
recovery devices, and storage capacity 
for any recovery of up to the maximum 
most probable discharge planning vol-
ume, as contained in appendix C. 

(2) The response resources must be 
appropriate for each group of petro-
leum oil identified in § 154.1020 that is 
handled, stored, or transported by the 
facility. 

(3) These response resources must be 
positioned such that they can arrive at 
the scene of a discharge within the fol-
lowing specified times: 
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