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an approved alternative, for the con-
centration of TF where stack or duct 
emissions are sampled; 

(5) Method 13A or Method 13B and 
Method 14 or Method 14A in appendix A 
to part 60 of this chapter or an ap-
proved alternative method for the con-
centration of TF where emissions are 
sampled from roof monitors not em-
ploying wet roof scrubbers; 

(6) Method 315 in appendix A to this 
part or an approved alternative method 
for the concentration of POM where 
stack or duct emissions are sampled; 
and 

(7) Method 315 in appendix A to this 
part and Method 14 in appendix A to 
part 60 of this chapter or an approved 
alternative method for the concentra-
tion of POM where emissions are sam-
pled from roof monitors not employing 
wet roof scrubbers. 

(b) The owner or operator of a VSS 
potline or a SWPB potline equipped 
with wet roof scrubbers for the control 
of secondary emissions shall use meth-
ods that meet the intent of the sam-
pling requirements of Method 14 in ap-
pendix A to part 60 of this chapter and 
that are approved by the State. Sample 
analysis shall be performed using 
Method 13A or Method 13B in appendix 
A to part 60 of this chapter for TF, 
Method 315 in appendix A to this part 
for POM, or an approved alternative 
method. 

(c) Except as provided in § 63.845(g)(1), 
references to ‘‘potroom’’ or ‘‘potroom 
group’’ in Method 14 in appendix A to 
part 60 of this chapter shall be inter-
preted as ‘‘potline’’ for the purposes of 
this subpart. 

(d) For sampling using Method 14 in 
appendix A to part 60 of this chapter, 
the owner or operator shall install one 
Method 14 manifold per potline in a 
potroom that is representative of the 
entire potline, and this manifold shall 
meet the installation requirements 
specified in section 2.2.1 of Method 14 in 
appendix A to part 60 of this chapter. 

(e) The owner or operator may use an 
alternative test method for TF or POM 
emissions providing: 

(1) The owner or operator has already 
demonstrated the equivalency of the 
alternative method for a specific plant 
and has received previous approval 
from the Administrator or the applica-

ble regulatory authority for TF or 
POM measurements using the alter-
native method; or 

(2) The owner or operator dem-
onstrates to the satisfaction of the ap-
plicable regulatory authority that the 
results from the alternative method 
meet the criteria specified in 
§§ 63.848(d)(1) and (d)(3) through (d)(6). 
The results from the alternative meth-
od shall be based on simultaneous sam-
pling using the alternative method and 
the following reference methods: 

(i) For TF, Methods 13 and 14 or 
Method 14A in appendix A to part 60 of 
this chapter; or 

(ii) For POM, Method 315 in appendix 
A to this part and Method 14 in appen-
dix A to part 60 of this chapter. 

§ 63.850 Notification, reporting, and 
recordkeeping requirements. 

(a) Notifications. The owner or oper-
ator shall submit the following written 
notifications: 

(1) Notification for an area source 
that subsequently increases its emis-
sions such that the source is a major 
source subject to the standard; 

(2) Notification that a source is sub-
ject to the standard, where the initial 
startup is before the effective date of 
the standard; 

(3) Notification that a source is sub-
ject to the standard, where the source 
is new or has been reconstructed, the 
initial startup is after the effective 
date of the standard, and for which an 
application for approval of construc-
tion or reconstruction is not required; 

(4) Notification of intention to con-
struct a new major source or recon-
struct a major source; of the date con-
struction or reconstruction com-
menced; of the anticipated date of 
startup; of the actual date of startup, 
where the initial startup of a new or 
reconstructed source occurs after the 
effective date of the standard, and for 
which an application for approval of 
construction or reconstruction is re-
quired [see §§ 63.9(b)(4) and (b)(5)]; 

(5) Notification of initial perform-
ance test; 

(6) Notification of initial compliance 
status; 

(7) One-time notification for each af-
fected source of the intent to use an 
HF continuous emission monitor; 
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(8) Notification of compliance approach. 
The owner or operator shall develop 
and submit to the applicable regu-
latory authority, if requested, an engi-
neering plan that describes the tech-
niques that will be used to address the 
capture efficiency of the reduction 
cells for gaseous hazardous air pollut-
ants in compliance with the emission 
limits in §§ 63.843, 63.844, and 63.846; and 

(9) One-time notification of startup 
of an existing potline or potroom 
group, anode bake furnace, or paste 
production plant that was shut down 
for a long period and subsequently re-
started. The owner or operator must 
provide written notice to the Adminis-
trator at least 30 days before the start-
up. 

(b) Performance test reports. The owner 
or operator shall report the results of 
the initial performance test as part of 
the notification of compliance status 
required in paragraph (a)(6) of this sec-
tion. Except as provided in paragraph 
(d) of this section, the owner or oper-
ator shall submit a summary of all sub-
sequent performance tests to the appli-
cable regulatory authority on an an-
nual basis. 

(c) Startup, shutdown, and malfunction 
plan and reports. The owner or operator 
shall develop a written plan as de-
scribed in § 63.6(e)(3) that contains spe-
cific procedures to be followed for oper-
ating the source and maintaining the 
source during periods of startup, shut-
down, and malfunction and a program 
of corrective action for malfunctioning 
process and control systems used to 
comply with the standards. The plan 
does not have to be submitted with the 
permit application or included in the 
operating permit. The permitting au-
thority may review the plan upon re-
quest. In addition to the information 
required in § 63.6(e)(3), the plan shall in-
clude: 

(1) Procedures, including corrective 
actions, to be followed if a monitoring 
device measures an operating param-
eter outside the limit(s) established 
under § 63.847(h), if visible emissions 
from an exhaust stack indicating ab-
normal operation of a control device 
are observed by the owner or operator 
during the daily inspection required in 
§ 63.848(g), or if a problem is detected 
during the daily inspection of a wet 

roof scrubber for potline secondary 
emission control required in 
§ 63.848(f)(5)(ii); and 

(2) The owner or operator shall also 
keep records of each event as required 
by § 63.10(b) and record and report if an 
action taken during a startup, shut-
down, or malfunction is not consistent 
with the procedures in the plan as de-
scribed in § 63.6(e)(3)(iv). 

(d) Excess emissions report. As required 
by § 63.10(e)(3), the owner or operator 
shall submit a report (or a summary 
report) if measured emissions are in ex-
cess of the applicable standard. The re-
port shall contain the information 
specified in § 63.10(e)(3)(v) and be sub-
mitted semiannually unless quarterly 
reports are required as a result of ex-
cess emissions. 

(e) Recordkeeping. The owner or oper-
ator shall maintain files of all informa-
tion (including all reports and notifica-
tions) required by § 63.10(b) and by this 
subpart. 

(1) The owner or operator must re-
tain each record for at least 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. The most re-
cent 2 years of records must be re-
tained at the facility. The remaining 3 
years of records may be retained off-
site; 

(2) The owner or operator may retain 
records on microfilm, on a computer, 
on computer disks, on magnetic tape, 
or on microfiche; 

(3) The owner or operator may report 
required information on paper or on a 
labeled computer disc using commonly 
available and compatible computer 
software; and 

(4) In addition to the general records 
required by § 63.10(b), the owner or op-
erator shall maintain records of the 
following information: 

(i) Daily production rate of alu-
minum; 

(ii) Daily production rate of green 
anode material placed in the anode 
bake furnace; 

(iii) A copy of the startup, shutdown, 
and malfunction plan; 

(iv) Records of design information for 
paste production plant capture sys-
tems; 
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(v) Records of design information for 
an alternative emission control device 
for a paste production plant; 

(vi) Records supporting the moni-
toring of similar potlines dem-
onstrating that the performance of 
similar potlines is the same as or bet-
ter than that of potlines sampled by 
manual methods; 

(vii) Records supporting a request for 
reduced sampling of potlines; 

(viii) Records supporting the correla-
tion of emissions measured by a con-
tinuous emission monitoring system to 
emissions measured by manual meth-
ods and the derivation of the alter-
native emission limit derived from the 
measurements; 

(ix) The current implementation plan 
for emission averaging and any subse-
quent amendments; 

(x) Records, such as a checklist or 
the equivalent, demonstrating that the 
daily inspection of a potline with wet 
roof scrubbers for secondary emission 
control has been performed as required 
in § 63.848(f)(5)(ii), including the results 
of each inspection; 

(xi) Records, such as a checklist or 
the equivalent, demonstrating that the 
daily visual inspection of the exhaust 
stack for each control device has been 
performed as required in § 63.848(g), in-
cluding the results of each inspection; 

(xii) For a potline equipped with an 
HF continuous emission monitor, 
records of information and data re-
quired by § 63.10(c); 

(xiii) Records documenting the cor-
rective actions taken when the limit(s) 
for an operating parameter established 
under § 63.847(h) were exceeded, when 
visible emissions indicating abnormal 
operation were observed from a control 
device stack during a daily inspection 
required under § 63.848(g), or when a 
problem was detected during the daily 
inspection of a wet roof scrubber for 
potline secondary control required in 
§ 63.848(f)(5)(ii); 

(xiv) Records documenting any POM 
data that are invalidated due to the in-
stallation and startup of a cathode; and 

(xv) Records documenting the por-
tion of TF that is measured as particu-
late matter and the portion that is 
measured as gaseous when the particu-
late and gaseous fractions are quan-

tified separately using an approved test 
method. 

[62 FR 52407, Oct. 7, 1997, as amended at 70 FR 
66285, Nov. 2, 2005; 71 FR 20458, Apr. 20, 2006] 

§ 63.851 Regulatory authority review 
procedures. 

(a) The applicable regulatory author-
ity shall notify the owner or operator 
in writing of the need for additional 
time to review the submissions in para-
graphs (a)(1) through (a)(5) of this sec-
tion or of approval or intent to deny 
approval of the submissions in para-
graphs (a)(1) through (a)(5) of this sec-
tion within 60 calendar days after re-
ceipt of sufficient information to 
evaluate the submission. The 60-day pe-
riod begins after the owner or operator 
has been notified that the submission 
is complete. 

(1) The test plan in § 63.847(b); 
(2) Request to change limits for oper-

ating parameters in § 63.847(h)(3); 
(3) Request for similar potline moni-

toring in § 63.848(d)(5); 
(4) Request for reduced sampling fre-

quency in § 63.848(e); and 
(5) Request for an alternative method 

in § 63.849(e)(2). 
(b) The applicable regulatory author-

ity shall notify the owner or operator 
in writing whether the submission is 
complete within 30 calendar days of re-
ceipt of the original submission or 
within 30 days of receipt of any supple-
mentary information that is sub-
mitted. When a submission is incom-
plete, the applicable regulatory au-
thority shall specify the information 
needed to complete the submission and 
shall give the owner or operator 30 cal-
endar days after receipt of the notifica-
tion to provide the information. 

§ 63.852 Applicability of general provi-
sions. 

The requirements of the general pro-
visions in subpart A of this part that 
are not applicable to the owner or oper-
ator subject to the requirements of this 
subpart are shown in appendix A of this 
subpart. 

§ 63.853 Implementation and enforce-
ment. 

(a) This subpart can be implemented 
and enforced by the U.S. EPA, or a del-
egated authority such as the applicable 

VerDate Mar<15>2010 18:30 Sep 03, 2013 Jkt 229157 PO 00000 Frm 00393 Fmt 8010 Sfmt 8002 Q:\40\40V11.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2013-09-19T10:04:33-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




