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Figure 2. Data Recording Sheet for System 
Calibration Drift Data. 

[70 FR 6970, Feb. 9, 2005] 

Subpart VVV—National Emission 
Standards for Hazardous Air 
Pollutants: Publicly Owned 
Treatment Works 

SOURCE: 64 FR 57579, Oct. 26, 1999, unless 
otherwise noted. 

APPLICABILITY 

§ 63.1580 Am I subject to this subpart? 
(a) You are subject to this subpart if 

the following are all true: 
(1) You own or operate a publicly 

owned treatment works (POTW) that 
includes an affected source (§ 63.1595); 

(2) The affected source is located at a 
POTW which is a major source of HAP 
emissions, or at any industrial POTW 
regardless of whether or not it is a 
major source of HAP; and 

(3) Your POTW is required to develop 
and implement a pretreatment pro-
gram as defined by 40 CFR 403.8 (for a 
POTW owned or operated by a munici-
pality, State, or intermunicipal or 
interstate agency), or your POTW 
would meet the general criteria for de-
velopment and implementation of a 
pretreatment program (for a POTW 
owned or operated by a department, 
agency, or instrumentality of the Fed-
eral government). 

(b) If your existing POTW treatment 
plant is not located at a major source 
as of October 26, 1999, but thereafter be-
comes a major source for any reason 
other than reconstruction, then, for 
the purpose of this subpart, your 
POTW treatment plant would be con-
sidered an existing source. Note to 
Paragraph (b): See § 63.2 of the national 
emission standards for hazardous air 

pollutants (NESHAP) General Provi-
sions in subpart A of this part for the 
definitions of major source and area 
source. 

(c) If you reconstruct your POTW 
treatment plant, then the require-
ments for a new or reconstructed 
POTW treatment plant, as defined in 
§ 63.1595, apply. 

[67 FR 64745, Oct. 21, 2002] 

§ 63.1581 Does the subpart distinguish 
between different types of POTW 
treatment plants? 

Yes, POTW treatment plants are di-
vided into two subcategories. A POTW 
treatment plant which does not meet 
the characteristics of an industrial 
POTW treatment plant belongs in the 
non-industrial POTW treatment plant 
subcategory as defined in § 63.1595. 

INDUSTRIAL POTW TREATMENT PLANT 
DESCRIPTION AND REQUIREMENTS 

§ 63.1582 What are the characteristics 
of an industrial POTW treatment 
plant? 

(a) Your POTW is an industrial 
POTW treatment plant if an industrial 
discharger complies with its NESHAP 
by using the treatment and controls lo-
cated at your POTW. Your POTW ac-
cepts the regulated waste stream and 
provides treatment and controls as an 
agent for the industrial discharger. In-
dustrial POTW treatment plant is de-
fined in § 63.1595. 

(b) If, in the future, an industrial dis-
charger begins complying with its 
NESHAP by using the treatment and 
controls at your POTW, then on the 
date that the industrial discharger cer-
tifies compliance, your POTW treat-
ment plant will be considered an indus-
trial POTW treatment plant. 
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(c) If your POTW treatment plant ac-
cepts one or more specific regulated in-
dustrial waste streams as part of com-
pliance with one or more other 
NESHAP, then you are subject to all 
the requirements of each appropriate 
NESHAP for each waste stream, as de-
scribed in the following section. In the 
case of overlapping NESHAP require-
ments, the more stringent of the re-
quirements will apply. 

§ 63.1583 What are the emission points 
and control requirements for an in-
dustrial POTW treatment plant? 

(a) The emission points and control 
requirements for an existing industrial 
POTW treatment plant are specified in 
the appropriate NESHAP(s) for the in-
dustrial user(s) (see § 63.1582). For ex-
ample, an existing industrial POTW 
treatment plant that provides treat-
ment for a facility subject to subpart 
FF of this part, the National Emission 
Standard for Benzene Waste Oper-
ations, must meet the treatment and 
control requirements specified in 
§ 61.348(d)(4) of this chapter. 

(b) The emission points and control 
requirements for a new or recon-
structed industrial POTW treatment 
plant are either those specified by the 
particular NESHAP(s) which apply to 
the industrial user(s) who discharge 
their waste for treatment to the 
POTW, or those emission points and 
control requirements set forth in 
§ 63.1586. The set of control require-
ments which applies to a particular 
new or reconstructed POTW is that set 
which requires the most stringent 
overall control of HAP emissions. If 
you are uncertain which set of require-
ments is more stringent, this deter-
mination should be made in consulta-
tion with the permitting authority. Re-
construction is defined in § 63.1595. 

§ 63.1584 When do I have to comply? 
(a) Existing industrial POTW treatment 

plant. If you have an existing industrial 
POTW treatment plant, the appro-
priate NESHAP(s) for the industrial 
user(s) sets the compliance date, or the 
compliance date is 60 days after Octo-
ber 26, 1999, whichever is later. 

(b) New industrial POTW treatment 
plant. If you have a new industrial 
POTW treatment plant, you must be in 

compliance as soon as you begin ac-
cepting the waste stream(s) for treat-
ment. If you begin accepting a specific 
regulated industrial waste stream(s) 
for treatment, you must be in compli-
ance by the time specified in the appro-
priate NESHAP(s) for the industrial 
user(s). 

§ 63.1585 How does an industrial 
POTW treatment plant demonstrate 
compliance? 

(a) An existing industrial POTW 
treatment plant demonstrates compli-
ance by operating treatment and con-
trol devices which meet all require-
ments specified in the appropriate in-
dustrial NESHAP(s). Requirements 
may include performance tests, routine 
monitoring, recordkeeping, and report-
ing. 

(b) If you have a new or recon-
structed industrial POTW plant, you 
must first determine whether the con-
trol requirements set forth in the ap-
plicable industrial NESHAP(s) or the 
control requirements applicable to a 
new or reconstructed nonindustrial 
POTW under § 63.1586 would require 
more stringent overall control of HAP 
emissions. You must then meet which-
ever set of requirements is more strin-
gent. If you determine that the con-
trols required by the applicable indus-
trial NESHAP(s) are more stringent, 
you demonstrate compliance by oper-
ating treatment and control devices 
which meet all requirements specified 
in those industrial NESHAP(s). If you 
determine that the controls required 
for a new or reconstructed nonindus-
trial POTW are more stringent, you 
demonstrate compliance by meeting all 
requirements in §§ 63.1586 through 
63.1590. 

NON-INDUSTRIAL POTW TREATMENT 
PLANT REQUIREMENTS 

§ 63.1586 What are the emission points 
and control requirements for a non- 
industrial POTW treatment plant? 

There are no control requirements 
for an existing non-industrial POTW 
treatment plant. There are no control 
requirements for any new or recon-
structed area source non-industrial 
POTW treatment plant which is not a 
major source of HAP. The control re-
quirements for a new or reconstructed 
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