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systems, screening operations, bucket 
elevators, and belt conveyors. 

Processed stone means limestone or 
other calcareous material that has 
been processed to a size suitable for 
feeding into a lime kiln. 

Screening operation means a device for 
separating material according to size 
by passing undersize material through 
one or more mesh surfaces (screens) in 
series and retaining oversize material 
on the mesh surfaces (screens). 

Stack emissions means the PM that is 
released to the atmosphere from a cap-
ture system or control device. 

Storage bin means a manmade enclo-
sure for storage (including surge bins) 
of processed stone prior to the lime kiln. 

Transfer point means a point in a con-
veying operation where the material is 
transferred to or from a belt conveyor. 

Vent means an opening through 
which there is mechanically induced 
air flow for the purpose of exhausting 
from a building air carrying PM emis-
sions from one or more emission units. 

TABLE 1 TO SUBPART AAAAA OF PART 63—EMISSION LIMITS 

As required in § 63.7090(a), you must meet each emission limit in the following table that 
applies to you. 

For . . . You must meet the following emission limit 

1. Existing lime kilns and their associated lime coolers that did 
not have a wet scrubber installed and operating prior to Jan-
uary 5, 2004.

PM emissions must not exceed 0.12 pounds per ton of stone 
feed (lb/tsf). 

2. Existing lime kilns and their associated lime coolers that 
have a wet scrubber, where the scrubber itself was installed 
and operating prior to January 5, 2004.

PM emissions must not exceed 0.60 lb/tsf. If at any time after 
January 5, 2004 the kiln changes to a dry control system, 
then the PM emission limit in item 1 of this Table 1 applies, 
and the kiln is hereafter ineligible for the PM emission limit in 
item 2 of this Table 1 regardless of the method of PM con-
trol. 

3. New lime kilns and their associated lime coolers ................... PM emissions must not exceed 0.10 lb/tsf. 
4. All existing and new lime kilns and their associated coolers 

at your LMP, and you choose to average PM emissions, ex-
cept that any kiln that is allowed to meet the 0.60 lb/tsf PM 
emission limit is ineligible for averaging.

Weighted average PM emissions calculated according to Eq. 2 
in § 63.7112 must not exceed 0.12 lb/tsf (if you are aver-
aging only existing kilns) or 0.10 lb/tsf (if you are averaging 
only new kilns). If you are averaging existing and new kilns, 
your weighted average PM emissions must not exceed the 
weighted average emission limit calculated according to Eq. 
3 in § 63.7112, except that no new kiln and its associated 
cooler considered alone may exceed an average PM emis-
sions limit of 0.10 lb/tsf. 

5. Stack emissions from all PSH operations at a new or exist-
ing affected source.

PM emissions must not exceed 0.05 grams per dry standard 
cubic meter (g/dscm). 

6. Stack emissions from all PSH operations at a new or exist-
ing affected source, unless the stack emissions are dis-
charged through a wet scrubber control device.

Emissions must not exceed 7 percent opacity. 

7. Fugitive emissions from all PSH operations at a new or ex-
isting affected source, except as provided by item 8 of this 
Table 1.

Emissions must not exceed 10 percent opacity. 

8. All PSH operations at a new or existing affected source en-
closed in a building.

All of the individually affected PSH operations must comply 
with the applicable PM and opacity emission limitations in 
items 5 through 7 of this Table 1, or the building must com-
ply with the following: There must be no VE from the build-
ing, except from a vent; and vent emissions must not exceed 
the stack emissions limitations in items 5 and 6 of this Table 
1. 

9. Each FF that controls emissions from only an individual, en-
closed storage bin.

Emissions must not exceed 7 percent opacity. 

10. Each set of multiple storage bins at a new or existing af-
fected source, with combined stack emissions.

You must comply with the emission limits in items 5 and 6 of 
this Table 1. 
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