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40 CFR Ch. I (7–1–13 Edition) Pt. 63, Subpt. MMMMM, Table 5 

TABLE 5 TO SUBPART MMMMM OF PART 63—CONTINUOUS COMPLIANCE WITH 
EMISSION LIMITS AND OPERATING LIMITS 

As stated in § 63.8812(a), you must comply with the requirements to demonstrate continuous 
compliance with the applicable emission limits or operating limits in the following table: 

For . . . For the following emission limits or oper-
ating limits . . . 

You must demonstrate continuous com-
pliance by . . . 

1. Each new, reconstructed, or existing 
loop slitter affected source.

Eliminate use of HAP-based adhesives .. Not using HAP-based adhesives. 

2. Each new or reconstructed flame lam-
ination affected source using a scrubber.

a. Maintain the daily average scrubber 
inlet liquid flow rate above the min-
imum value established during the 
performance.

b. Maintain the daily average scrubber 
effluent pH within the operating range 
established during the performance 
test.

c. Maintain the daily average pressure 
drop across the venturi within the op-
erating range established during the 
performance test. If you use another 
type of scrubber (e.g., packed bed or 
spray tower scrubber), monitoring 
pressure drop is not required.

i. Collecting the scrubber inlet liquid flow 
rate and effluent pH monitoring data 
according to § 63.8804(a) through (c). 

ii. Reducing the data to 1-hour and daily 
block averages according to the re-
quirements in § 63.8804(a). 

iii. Maintaining each daily average scrub-
ber inlet liquid flow rate above the 
minimum value established during the 
performance test. 

iv. Maintaining the daily average scrub-
ber effluent pH within the operating 
range established during the perform-
ance test. 

v. If you use a venturi scrubber, main-
taining the daily average pressure 
drop across the venturi within the op-
erating range established during the 
performance test. 

3. Each new or reconstructed flame lam-
ination affected source using any other 
control device.

a. Maintain the daily average operating 
parameters above the minimum value 
established during the performance 
test, or within the range established 
during the performance test, as appli-
cable.

i. Collected the operating parameter data 
according to the site-specific test plan. 

ii. Reducing the data to one-hour aver-
ages according to the requirements in 
§ 63.8804(a). 

iii. Maintaining the daily average during 
the rate above the minimum value es-
tablished during the performance test, 
or within the range established during 
the performance test, as applicable. 

TABLE 6 TO SUBPART MMMMM OF PART 63—REQUIREMENTS FOR REPORTS 

As stated in § 63.8818(a), you must submit a compliance report that includes the information 
in § 63.8818(e) through (g) as well as the information in the following table. Rows 1 and 3 of 
the following table apply to loop slitter affected sources. Rows 1 through 5 apply to flame 
lamination affected sources. You must also submit startup, shutdown, and malfunction re-
ports according to the requirements in the following table if you own or operate a new or 
reconstructed flame lamination affected source. 

If . . . Then you must submit a report or statement that . . . 

1. There are no deviations from any emission limitations that 
apply to you.

There were no deviations from the emission limitations during 
the reporting period. 

2. There were no periods during which the operating parameter 
monitoring systems were out-of-control in accordance with 
the monitoring plan.

There were no periods during which the CPMS were out-of- 
control during the reporting period. 

3. There was a deviation from any emission limitation during 
the reporting period.

Contains the information in § 63.8818(e)(5). 

4. There were periods during which the operating parameter 
monitoring systems were out-of-control in information in ac-
cordance with the monitoring plan.

Contains the information in § 63.8818(f)(3). 

5. There was a startup, shutdown, or malfunction where the 
source did not meet the emission limitations set out in 
§ 63.8790 at a new or reconstructed flame lamination af-
fected source during the reporting period that is not con-
sistent with your startup, shutdown, and malfunction plan..

Contains the information in § 63.8818(i). 
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