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Environmental Protection Agency § 63.7336 

standard for soaking in § 63.7294(a), you 
must demonstrate continuous compli-
ance by maintaining records that docu-
ment conformance with requirements 
in § 63.7294(a)(1) through (5). 

(e) For each coke oven battery sub-
ject to the work practice standard for 
quenching in § 63.7295(b), you must 
demonstrate continuous compliance 
according to the requirements of para-
graphs (e)(1) through (3) of this section: 

(1) Maintaining baffles in each 
quench tower such that no more than 5 
percent of the cross-sectional area of 
the tower is uncovered or open to the 
sky as required in § 63.7295(b)(1); 

(2) Maintaining records that docu-
ment conformance with the washing, 
inspection, and repair requirements in 
§ 63.7295(b)(2), including records of the 
ambient temperature on any day that 
the baffles were not washed; and 

(3) Maintaining records of the source 
of makeup water to document conform-
ance with the requirement for accept-
able makeup water in § 63.7295(a)(2). 

§ 63.7335 How do I demonstrate con-
tinuous compliance with the oper-
ation and maintenance require-
ments that apply to me? 

(a) For each by-product coke oven 
battery, you must demonstrate contin-
uous compliance with the operation 
and maintenance requirements in 
§ 63.7300(b) by adhering at all times to 
the plan requirements and recording 
all information needed to document 
conformance. 

(b) For each coke oven battery with a 
capture system or control device ap-
plied to pushing emissions, you must 
demonstrate continuous compliance 
with the operation and maintenance 
requirements in § 63.7300(c) by meeting 
the requirements of paragraphs (b)(1) 
through (3) of this section: 

(1) Making monthly inspections of 
capture systems according to 
§ 63.7300(c)(1) and recording all informa-
tion needed to document conformance 
with these requirements; 

(2) Performing preventative mainte-
nance for each control device according 
to § 63.7300(c)(2) and recording all infor-
mation needed to document conform-
ance with these requirements; and 

(3) Initiating and completing correc-
tive action for a bag leak detection 

system alarm according to 
§ 63.7300(c)(3) and recording all informa-
tion needed to document conformance 
with these requirements. This includes 
records of the times the bag leak detec-
tion system alarm sounds, and for each 
valid alarm, the time you initiated cor-
rective action, the corrective action(s) 
taken, and the date on which correc-
tive action is completed. 

(c) To demonstrate continuous com-
pliance with the operation and mainte-
nance requirements for a baghouse ap-
plied to pushing emissions from a coke 
oven battery in § 63.7331(a), you must 
inspect and maintain each baghouse 
according to the requirements in 
§ 63.7331(a)(1) through (8) and record all 
information needed to document con-
formance with these requirements. If 
you increase or decrease the sensitivity 
of the bag leak detection system be-
yond the limits specified in 
§ 63.7331(a)(6), you must include a copy 
of the required written certification by 
a responsible official in the next semi-
annual compliance report. 

(d) You must maintain a current 
copy of the operation and maintenance 
plans required in § 63.7300(b) and (c) on-
site and available for inspection upon 
request. You must keep the plans for 
the life of the affected source or until 
the affected source is no longer subject 
to the requirements of this subpart. 

§ 63.7336 What other requirements 
must I meet to demonstrate contin-
uous compliance? 

(a) Deviations. You must report each 
instance in which you did not meet 
each emission limitation in this sub-
part that applies to you. This includes 
periods of startup, shutdown, and mal-
function. You must also report each in-
stance in which you did not meet each 
work practice standard or operation 
and maintenance requirement in this 
subpart that applies to you. These in-
stances are deviations from the emis-
sion limitations (including operating 
limits), work practice standards, and 
operation and maintenance require-
ments in this subpart. These deviations 
must be reported according to the re-
quirements in § 63.7341. 

(b) Startup, shutdowns, and malfunc-
tions. (1) Consistent with §§ 63.6(e) and 
63.7(e)(1), deviations that occur during 

VerDate Mar<15>2010 09:01 Sep 19, 2013 Jkt 229160 PO 00000 Frm 00133 Fmt 8010 Sfmt 8010 Y:\SGML\229160.XXX 229160eh
ie

rs
 o

n 
D

S
K

2V
P

T
V

N
1P

R
O

D
 w

ith
 C

F
R



124 

40 CFR Ch. I (7–1–13 Edition) § 63.7340 

a period of startup, shutdown, or mal-
function are not violations if you dem-
onstrate to the Administrator’s satis-
faction that you were operating in ac-
cordance with § 63.6(e)(1). 

(2) The Administrator will determine 
whether deviations that occur during a 
period of startup, shutdown, or mal-
function are violations, according to 
the provisions in § 63.6(e). 

[68 FR 18025, Apr. 14, 2003, as amended at 71 
FR 20467, Apr. 20, 2006] 

NOTIFICATION, REPORTS, AND RECORDS 

§ 63.7340 What notifications must I 
submit and when? 

(a) You must submit all of the notifi-
cations in §§ 63.6(h)(4) and (5), 63.7(b) 
and (c), 63.8(e) and (f)(4), and 63.9(b) 
through (h) that apply to you by the 
specified dates. 

(b) As specified in § 63.9(b)(2), if you 
startup your affected source before 
April 14, 2003, you must submit your 
initial notification no later than Au-
gust 12, 2003. 

(c) As specified in § 63.9(b)(3), if you 
startup your new affected source on or 
after April 14, 2003, you must submit 
your initial notification no later than 
120 calendar days after you become 
subject to this subpart. 

(d) If you are required to conduct a 
performance test, you must submit a 
notification of intent to conduct a per-
formance test at least 60 calendar days 
before the performance test is sched-
uled to begin as required in § 63.7(b)(1). 

(e) If you are required to conduct a 
performance test, opacity observation, 
or other initial compliance demonstra-
tion, you must submit a notification of 
compliance status according to 
§ 63.9(h)(2)(ii). 

(1) For each initial compliance dem-
onstration that does not include a per-
formance test, you must submit the 
notification of compliance status be-
fore the close of business on the 30th 
calendar day following the completion 
of the initial compliance demonstra-
tion. 

(2) For each initial compliance dem-
onstration that does include a perform-
ance test, you must submit the notifi-
cation of compliance status, including 
the performance test results, before the 
close of business on the 60th calendar 

day following completion of the per-
formance test according to § 63.10(d)(2). 

(f) For each by-product coke oven 
battery with horizontal flues, you must 
notify the Administrator (or delegated 
authority) of the date on which the 
study of flue temperatures required by 
§ 63.7292(a)(3) will be initiated. You 
must submit this notification no later 
than 7 days prior to the date you ini-
tiate the study. 

§ 63.7341 What reports must I submit 
and when? 

(a) Compliance report due dates. Unless 
the Administrator has approved a dif-
ferent schedule, you must submit quar-
terly compliance reports for battery 
stacks and semiannual compliance re-
ports for all other affected sources to 
your permitting authority according to 
the requirements in paragraphs (a)(1) 
through (4) of this section. 

(1) The first quarterly compliance re-
port for battery stacks must cover the 
period beginning on the compliance 
date that is specified for your affected 
source in § 63.7283 and ending on the 
last date of the third calendar month. 
Each subsequent compliance report 
must cover the next calendar quarter. 

(2) The first semiannual compliance 
report must cover the period beginning 
on the compliance date that is speci-
fied for your affected source in § 63.7283 
and ending on June 30 or December 31, 
whichever date comes first after the 
compliance date that is specified for 
your affected source. Each subsequent 
compliance report must cover the 
semiannual reporting period from Jan-
uary 1 through June 30 or the semi-
annual reporting period from July 1 
through December 31. 

(3) All quarterly compliance reports 
for battery stacks must be postmarked 
or delivered no later than one calendar 
month following the end of the quar-
terly reporting period. All semiannual 
compliance reports must be post-
marked or delivered no later than July 
31 or January 31, whichever date is the 
first date following the end of the semi-
annual reporting period. 

(4) For each affected source that is 
subject to permitting regulations pur-
suant to 40 CFR part 70 or 40 CFR part 
71, and if the permitting authority has 
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