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system to demonstrate that the vapor 
balance system achieves 95 percent re-
duction using the California Air Re-
sources Board Vapor Recovery Test 
Procedure TP–201.1,—Volumetric Effi-
ciency for Phase I Vapor Recovery Sys-
tems, adopted April 12, 1996, and 
amended February 1, 2001, and October 
8, 2003, (incorporated by reference, see 
§ 63.14). 

(2) You must, during the initial per-
formance test required under para-
graph (b)(1) of this section, determine 
and document alternative acceptable 
values for the leak rate and cracking 
pressure requirements specified in item 
1(g) of Table 1 to this subpart and for 
the static pressure performance re-
quirement in item 1(h) of Table 1 to 
this subpart. 

(3) You must comply with the testing 
requirements specified in paragraph (a) 
of this section. 

(c) Conduct of performance tests. 
Performance tests conducted for this 
subpart shall be conducted under such 
conditions as the Administrator speci-
fies to the owner or operator based on 
representative performance (i.e., per-
formance based on normal operating 
conditions) of the affected source. Upon 
request, the owner or operator shall 
make available to the Administrator 
such records as may be necessary to de-
termine the conditions of performance 
tests. 

(d) Owners and operators of gasoline 
cargo tanks subject to the provisions of 
Table 2 to this subpart must conduct 
annual certification testing according 
to the vapor tightness testing require-
ments found in § 63.11092(f). 

[73 FR 1945, Jan. 10, 2008, as amended at 76 
FR 4182, Jan. 24, 2011] 

NOTIFICATIONS, RECORDS, AND REPORTS 

§ 63.11124 What notifications must I 
submit and when? 

(a) Each owner or operator subject to 
the control requirements in § 63.11117 
must comply with paragraphs (a)(1) 
through (3) of this section. 

(1) You must submit an Initial Notifi-
cation that you are subject to this sub-
part by May 9, 2008, or at the time you 
become subject to the control require-
ments in § 63.11117, unless you meet the 
requirements in paragraph (a)(3) of this 

section. If your affected source is sub-
ject to the control requirements in 
§ 63.11117 only because it loads gasoline 
into fuel tanks other than those in 
motor vehicles, as defined in § 63.11132, 
you must submit the Initial Notifica-
tion by May 24, 2011. The Initial Notifi-
cation must contain the information 
specified in paragraphs (a)(1)(i) through 
(iii) of this section. The notification 
must be submitted to the applicable 
EPA Regional Office and delegated 
State authority as specified in § 63.13. 

(i) The name and address of the 
owner and the operator. 

(ii) The address (i.e., physical loca-
tion) of the GDF. 

(iii) A statement that the notifica-
tion is being submitted in response to 
this subpart and identifying the re-
quirements in paragraphs (a) through 
(c) of § 63.11117 that apply to you. 

(2) You must submit a Notification of 
Compliance Status to the applicable 
EPA Regional Office and the delegated 
State authority, as specified in § 63.13, 
within 60 days of the applicable compli-
ance date specified in § 63.11113, unless 
you meet the requirements in para-
graph (a)(3) of this section. The Notifi-
cation of Compliance Status must be 
signed by a responsible official who 
must certify its accuracy, must indi-
cate whether the source has complied 
with the requirements of this subpart, 
and must indicate whether the facili-
ties’ monthly throughput is calculated 
based on the volume of gasoline loaded 
into all storage tanks or on the volume 
of gasoline dispensed from all storage 
tanks. If your facility is in compliance 
with the requirements of this subpart 
at the time the Initial Notification re-
quired under paragraph (a)(1) of this 
section is due, the Notification of Com-
pliance Status may be submitted in 
lieu of the Initial Notification provided 
it contains the information required 
under paragraph (a)(1) of this section. 

(3) If, prior to January 10, 2008, you 
are operating in compliance with an 
enforceable State, local, or tribal rule 
or permit that requires submerged fill 
as specified in § 63.11117(b), you are not 
required to submit an Initial Notifica-
tion or a Notification of Compliance 
Status under paragraph (a)(1) or para-
graph (a)(2) of this section. 
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(b) Each owner or operator subject to 
the control requirements in § 63.11118 
must comply with paragraphs (b)(1) 
through (5) of this section. 

(1) You must submit an Initial Notifi-
cation that you are subject to this sub-
part by May 9, 2008, or at the time you 
become subject to the control require-
ments in § 63.11118. If your affected 
source is subject to the control require-
ments in § 63.11118 only because it loads 
gasoline into fuel tanks other than 
those in motor vehicles, as defined in 
§ 63.11132, you must submit the Initial 
Notification by May 24, 2011. The Ini-
tial Notification must contain the in-
formation specified in paragraphs 
(b)(1)(i) through (iii) of this section. 
The notification must be submitted to 
the applicable EPA Regional Office and 
delegated State authority as specified 
in § 63.13. 

(i) The name and address of the 
owner and the operator. 

(ii) The address (i.e., physical loca-
tion) of the GDF. 

(iii) A statement that the notifica-
tion is being submitted in response to 
this subpart and identifying the re-
quirements in paragraphs (a) through 
(c) of § 63.11118 that apply to you. 

(2) You must submit a Notification of 
Compliance Status to the applicable 
EPA Regional Office and the delegated 
State authority, as specified in § 63.13, 
in accordance with the schedule speci-
fied in § 63.9(h). The Notification of 
Compliance Status must be signed by a 
responsible official who must certify 
its accuracy, must indicate whether 
the source has complied with the re-
quirements of this subpart, and must 
indicate whether the facility’s 
throughput is determined based on the 
volume of gasoline loaded into all stor-
age tanks or on the volume of gasoline 
dispensed from all storage tanks. If 
your facility is in compliance with the 
requirements of this subpart at the 
time the Initial Notification required 
under paragraph (b)(1) of this section is 
due, the Notification of Compliance 
Status may be submitted in lieu of the 
Initial Notification provided it con-
tains the information required under 
paragraph (b)(1) of this section. 

(3) If, prior to January 10, 2008, you 
satisfy the requirements in both para-
graphs (b)(3)(i) and (ii) of this section, 

you are not required to submit an Ini-
tial Notification or a Notification of 
Compliance Status under paragraph 
(b)(1) or paragraph (b)(2) of this sub-
section. 

(i) You operate a vapor balance sys-
tem at your gasoline dispensing facil-
ity that meets the requirements of ei-
ther paragraphs (b)(3)(i)(A) or 
(b)(3)(i)(B) of this section. 

(A) Achieves emissions reduction of 
at least 90 percent. 

(B) Operates using management prac-
tices at least as stringent as those in 
Table 1 to this subpart. 

(ii) Your gasoline dispensing facility 
is in compliance with an enforceable 
State, local, or tribal rule or permit 
that contains requirements of either 
paragraphs (b)(3)(i)(A) or (b)(3)(i)(B) of 
this section. 

(4) You must submit a Notification of 
Performance Test, as specified in 
§ 63.9(e), prior to initiating testing re-
quired by § 63.11120(a) and (b). 

(5) You must submit additional noti-
fications specified in § 63.9, as applica-
ble. 

[73 FR 1945, Jan. 10, 2008, as amended at 73 
FR 12276, Mar. 7, 2008; 76 FR 4182, Jan. 24, 
2011] 

§ 63.11125 What are my recordkeeping 
requirements? 

(a) Each owner or operator subject to 
the management practices in § 63.11118 
must keep records of all tests per-
formed under § 63.11120(a) and (b). 

(b) Records required under paragraph 
(a) of this section shall be kept for a 
period of 5 years and shall be made 
available for inspection by the Admin-
istrator’s delegated representatives 
during the course of a site visit. 

(c) Each owner or operator of a gaso-
line cargo tank subject to the manage-
ment practices in Table 2 to this sub-
part must keep records documenting 
vapor tightness testing for a period of 
5 years. Documentation must include 
each of the items specified in 
§ 63.11094(b)(2)(i) through (viii). Records 
of vapor tightness testing must be re-
tained as specified in either paragraph 
(c)(1) or paragraph (c)(2) of this section. 

(1) The owner or operator must keep 
all vapor tightness testing records with 
the cargo tank. 
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