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section must be less than the applica-
ble mercury emission limit. 

[76 FR 15591, Mar. 21, 2011, as amended at 78 
FR 7508, Feb. 1, 2013] 

§ 63.11212 What stack tests and proce-
dures must I use for the perform-
ance tests? 

(a) You must conduct all perform-
ance tests according to § 63.7(c), (d), (f), 
and (h). You must also develop a site- 
specific test plan according to the re-
quirements in § 63.7(c). 

(b) You must conduct each stack test 
according to the requirements in Table 
4 to this subpart. Boilers that use a 
CEMS for carbon monoxide (CO) are ex-
empt from the initial CO performance 
testing in Table 4 to this subpart and 
the oxygen concentration operating 
limit requirement specified in Table 3 
to this subpart. 

(c) You must conduct performance 
stack tests at the representative oper-
ating load conditions while burning the 
type of fuel or mixture of fuels that 
have the highest emissions potential 
for each regulated pollutant, and you 
must demonstrate initial compliance 
and establish your operating limits 
based on these performance stack 
tests. For subcategories with more 
than one emission limit, these require-
ments could result in the need to con-
duct more than one performance stack 
test. Following each performance stack 
test and until the next performance 
stack test, you must comply with the 
operating limit for operating load con-
ditions specified in Table 3 to this sub-
part. 

(d) You must conduct a minimum of 
three separate test runs for each per-
formance stack test required in this 
section, as specified in § 63.7(e)(3) and in 
accordance with the provisions in 
Table 4 to this subpart. 

(e) To determine compliance with the 
emission limits, you must use the F- 
Factor methodology and equations in 
sections 12.2 and 12.3 of EPA Method 19 
of appendix A–7 to part 60 of this chap-
ter to convert the measured PM con-
centrations and the measured mercury 
concentrations that result from the 
performance test to pounds per million 
Btu heat input emission rates. 

[76 FR 15591, Mar. 21, 2011, as amended at 78 
FR 7508, Feb. 1, 2013] 

§ 63.11213 What fuel analyses and pro-
cedures must I use for the perform-
ance tests? 

(a) You must conduct fuel analyses 
according to the procedures in para-
graphs (b) and (c) of this section and 
Table 5 to this subpart, as applicable. 
You are not required to conduct fuel 
analyses for fuels used for only startup, 
unit shutdown, and transient flame 
stability purposes. You are required to 
conduct fuel analyses only for fuels and 
units that are subject to emission lim-
its for mercury in Table 1 of this sub-
part. 

(b) At a minimum, you must obtain 
three composite fuel samples for each 
fuel type according to the procedures 
in Table 5 to this subpart. Each com-
posite sample must consist of a min-
imum of three samples collected at ap-
proximately equal intervals during a 
test run period. 

(c) Determine the concentration of 
mercury in the fuel in units of pounds 
per million Btu of each composite sam-
ple for each fuel type according to the 
procedures in Table 5 to this subpart. 

§ 63.11214 How do I demonstrate ini-
tial compliance with the work prac-
tice standard, emission reduction 
measures, and management prac-
tice? 

(a) If you own or operate an existing 
or new coal-fired boiler with a heat 
input capacity of less than 10 million 
Btu per hour, you must conduct a per-
formance tune-up according to 
§ 63.11223(b) and you must submit a 
signed statement in the Notification of 
Compliance Status report that indi-
cates that you conducted a tune-up of 
the boiler. 

(b) If you own or operate an existing 
or new biomass-fired boiler or an exist-
ing or new oil-fired boiler, you must 
conduct a performance tune-up accord-
ing to § 63.11223(b) and you must submit 
a signed statement in the Notification 
of Compliance Status report that indi-
cates that you conducted a tune-up of 
the boiler. 
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