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plating or polishing process may in-
clude information reported on the Ma-
terial Safety Data Sheet for the mate-
rial, but is not required. For plating or 
polishing tanks, the HAP content may 
be determined from the final bath con-
tents ‘‘as used’’ to plate or to polish. 

(e) You are exempt from the obliga-
tion to obtain a permit under 40 CFR 
part 70 or 40 CFR part 71, ‘‘Title V,’’ 
provided you are not otherwise re-
quired to obtain a permit under 40 CFR 
70.3(a) or 40 CFR 71.3(a) for a reason 
other than your status as an area 
source under this subpart. Notwith-
standing the previous sentence, you 
must continue to comply with the pro-
visions of this subpart applicable to 
area sources. 

[73 FR 37741, July 1, 2008, as amended at 76 
FR 57919, Sept. 19, 2011] 

§ 63.11506 What are my compliance 
dates? 

(a) If you own or operate an existing 
affected source, you must achieve com-
pliance with the applicable provisions 
of this subpart no later than July 1, 
2010. 

(b) If you own or operate a new af-
fected source for which the initial 
startup date is on or before July 1, 2008, 
you must achieve compliance with the 
provisions of this subpart no later than 
July 1, 2008. 

(c) If you own or operate a new af-
fected source for which the initial 
startup date is after July 1, 2008, you 
must achieve compliance with the pro-
visions of this subpart upon initial 
startup of your affected source. 

STANDARDS AND COMPLIANCE 
REQUIREMENTS 

§ 63.11507 What are my standards and 
management practices? 

(a) If you own or operate an affected 
new or existing non-cyanide electro-
plating, electroforming, or 
electropolishing tank (hereafter re-
ferred to as an ‘‘electrolytic’’ process 
tank, as defined in § 63.11511, ‘‘What 
definitions apply to this subpart?’’) 
that contains one or more of the plat-
ing and polishing metal HAP and oper-
ates at a pH of less than 12, you must 
comply with the requirements in para-
graph (a)(1), (2), or (3) of this section, 

and implement the applicable manage-
ment practices in paragraph (g) of this 
section, as practicable. 

(1) You must use a wetting agent/ 
fume suppressant in the bath of the af-
fected tank, as defined in § 63.11511, 
‘‘What definitions apply to this sub-
part?’’ and according to paragraphs 
(a)(1)(i) through (iii) of this section. 

(i) You must initially add the wet-
ting agent/fume suppressant in the 
amounts recommended by the manu-
facturer for the specific type of electro-
lytic process. 

(ii) You must add wetting agent/fume 
suppressant in proportion to the other 
bath chemistry ingredients that are 
added to replenish the bath, as in the 
original make-up of the bath, or in pro-
portions such that the bath contents 
are returned to that of the original 
make-up of the bath. 

(iii) If a wetting agent/fume suppres-
sant is included in the electrolytic 
process bath chemicals used in the af-
fected tank according to the manufac-
turer’s instructions, it is not necessary 
to add additional wetting agent/fume 
suppressants to the tank to comply 
with this rule. 

(2) You must capture and exhaust 
emissions from the affected tank to 
any one of the following emission con-
trol devices: composite mesh pad, 
packed bed scrubber, or mesh pad mist 
eliminator, according to paragraphs 
(a)(2)(i) and (ii) of this section. 

(i) You must operate all capture and 
control devices according to the manu-
facturer’s specifications and operating 
instructions. 

(ii) You must keep the manufactur-
er’s specifications and operating in-
structions at the facility at all times 
in a location where they can be easily 
accessed by the operators. 

(3) You must cover the tank surface 
according to paragraph (a)(3)(i) or (ii) 
of this section. 

(i) For batch electrolytic process 
tanks, as defined in § 63.11511, ‘‘What 
definitions apply to this subpart?’’, you 
must use a tank cover, as defined in 
§ 63.11511, over all of the effective sur-
face area of the tank for at least 95 per-
cent of the electrolytic process oper-
ating time. 

(ii) For continuous electrolytic proc-
ess tanks, as defined in § 63.11511, 
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