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in determining the annual metal melt 
production for existing affected sources 
or the annual metal melt capacity for 
new affected sources. 

(i) If you own or operate a melting 
operation at an aluminum, copper or 
other nonferrous foundry as of Feb-
ruary 9, 2009, you must determine if 
you are subject to this rule based on 
your facility’s annual metal melt pro-
duction for calendar year 2010. 

(ii) If you construct or reconstruct a 
melting operation at an aluminum, 
copper or other nonferrous foundry 
after February 9, 2009, you must deter-
mine if you are subject to this rule 
based on your facility’s annual metal 
melt capacity at startup. 

(iii) If your foundry with an existing 
melting operation increases production 
after calendar year 2010 such that the 
annual metal melt production equals 
or exceeds 600 tpy, you must submit a 
written notification of applicability to 
the Administrator within 30 days after 
the end of the calendar year and com-
ply within 2 years after the date of the 
notification. 

(iv) If your foundry with a new melt-
ing operation increases capacity after 
startup such that the annual metal 
melt capacity equals or exceeds 600 
tpy, you must submit a written notifi-
cation of applicability to the Adminis-
trator within 30 days after the capacity 
increase year and comply at the time 
of the capacity increase. 

(b) This subpart applies to each new 
or existing affected source located at 
an aluminum, copper or other non-
ferrous foundry that is an area source 
as defined by § 63.2. The affected source 
is the collection of all melting oper-
ations located at an aluminum, copper, 
or other nonferrous foundry. 

(c) An affected source is an existing 
source if you commenced construction 
or reconstruction of the affected source 
on or before February 9, 2009. 

(d) An affected source is a new source 
if you commenced construction or re-
construction of the affected source 
after February 9, 2009. 

(e) This subpart does not apply to re-
search or laboratory facilities, as de-
fined in section 112(c)(7) of the Clean 
Air Act. 

(f) You are exempt from the obliga-
tion to obtain a permit under 40 CFR 

part 70 or 40 CFR part 71, provided you 
are not otherwise required to obtain a 
permit under 40 CFR 70.3(a) or 40 CFR 
71.3(a) for a reason other than your sta-
tus as an area source under this sub-
part. Notwithstanding the previous 
sentence, you must continue to comply 
with the provisions of this subpart ap-
plicable to area sources. 

[74 FR 30393, June 25, 2009, as amended at 74 
FR 46495, Sept. 10, 2009] 

§ 63.11545 What are my compliance 
dates? 

(a) If you own or operate an existing 
affected source, you must achieve com-
pliance with the applicable provisions 
of this subpart no later than June 27, 
2011. 

(b) If you start up a new affected 
source on or before June 25, 2009, you 
must achieve compliance with the pro-
visions of this subpart no later than 
June 25, 2009. 

(c) If you start up a new affected 
source after June 25, 2009, you must 
achieve compliance with the provisions 
of this subpart upon startup of your af-
fected source. 

STANDARDS AND COMPLIANCE 
REQUIREMENTS 

§ 63.11550 What are my standards and 
management practices? 

(a) If you own or operate new or ex-
isting affected sources at an aluminum 
foundry, copper foundry, or other non-
ferrous foundry that is subject to this 
subpart, you must comply with the re-
quirements in paragraphs (a)(1) 
through (3) of this section. 

(1) Cover or enclose each melting fur-
nace that is equipped with a cover or 
enclosure during the melting operation 
to the extent practicable (e.g., except 
when access is needed; including, but 
not limited to charging, alloy addition, 
and tapping). 

(2) Purchase only metal scrap that 
has been depleted (to the extent prac-
ticable) of aluminum foundry HAP, 
copper foundry HAP, or other non-
ferrous foundry HAP (as applicable) in 
the materials charged to the melting 
furnace, except metal scrap that is pur-
chased specifically for its HAP metal 
content for use in alloying or to meet 
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specifications for the casting. This re-
quirement does not apply to material 
that is not scrap (e.g., ingots, alloys, 
sows) or to materials that are not pur-
chased (e.g., internal scrap, customer 
returns). 

(3) Prepare and operate pursuant to a 
written management practices plan. 
The management practices plan must 
include the required management prac-
tices in paragraphs (a)(1) and (2) of this 
section and may include any other 
management practices that are imple-
mented at the facility to minimize 
emissions from melting furnaces. You 
must inform your appropriate employ-
ees of the management practices that 
they must follow. You may use your 
standard operating procedures as the 
management practices plan provided 
the standard operating procedures in-
clude the required management prac-
tices in paragraphs (a)(1) and (2) of this 
section. 

(b) If you own or operate a new or ex-
isting affected source that is located at 
a large foundry as defined in § 63.11556, 
you must comply with the additional 
requirements in paragraphs (b)(1) and 
(2) of this section. 

(1) For existing affected sources lo-
cated at a large foundry, you must 
achieve a particulate matter (PM) con-
trol efficiency of at least 95.0 percent 
or emit no more than an outlet PM 
concentration limit of 0.034 grams per 
dry standard cubic meter (g/dscm) 
(0.015 grains per dry standard cubic feet 
(gr/dscf)). 

(2) For new affected sources located 
at a large foundry, you must achieve a 
PM control efficiency of at least 99.0 
percent or emit no more than an outlet 
PM concentration limit of at most 0.023 
g/dscm (0.010 gr/dscf). 

(c) If you own or operate an affected 
source at a small foundry that subse-
quently becomes a large foundry after 
the applicable compliance date, you 
must meet the requirements in para-
graphs (c)(1) through (3) of this section. 

(1) You must notify the Adminis-
trator within 30 days after the capacity 
increase or the production increase, 
whichever is appropriate; 

(2) You must modify any applicable 
permit limits within 30 days after the 
capacity increase or the production in-
crease to reflect the current production 

or capacity, if not done so prior to the 
increase; 

(3) You must comply with the PM 
control requirements in paragraph (b) 
of this section no later than 2 years 
from the date of issuance of the permit 
for the capacity increase or production 
increase, or in the case of no permit 
issuance, the date of the increase in ca-
pacity or production, whichever occurs 
first. 

(d) These standards apply at all 
times. 

§ 63.11551 What are my initial compli-
ance requirements? 

(a) Except as specified in paragraph 
(b) of this section, you must conduct a 
performance test for existing and new 
sources at a large copper or other non-
ferrous foundry that is subject to 
§ 63.11550(b). You must conduct the test 
within 180 days of your compliance 
date and report the results in your No-
tification of Compliance Status accord-
ing to § 63.9(h). 

(b) If you own or operate an existing 
affected source at a large copper or 
other nonferrous foundry that is sub-
ject to § 63.11550(b), you are not re-
quired to conduct a performance test if 
a prior performance test was conducted 
within the past 5 years of the compli-
ance date using the same methods 
specified in paragraph (c) of this sec-
tion and you meet either of the fol-
lowing two conditions: 

(1) No process changes have been 
made since the test; or 

(2) You demonstrate to the satisfac-
tion of the permitting authority that 
the results of the performance test, 
with or without adjustments, reliably 
demonstrate compliance despite proc-
ess changes. 

(c) You must conduct each perform-
ance test according to the require-
ments in § 63.7 and the requirements in 
paragraphs (c)(1) and (2) of this section. 

(1) You must determine the con-
centration of PM (for the concentra-
tion standard) or the mass rate of PM 
in pounds per hour at the inlet and out-
let of the control device (for the per-
cent reduction standard) according to 
the following test methods: 

(i) Method 1 or 1A (40 CFR part 60, ap-
pendix A–1) to select sampling port lo-
cations and the number of traverse 
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