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Environmental Protection Agency § 98.346 

Area Meters (incorporated by ref-
erence, see § 98.7). 

(8) Method 2A or 2D at 40 CFR part 
60, appendix A–1. 

(d) All temperature, pressure, and if 
necessary, moisture content monitors 
must be calibrated using the proce-
dures and frequencies specified by the 
manufacturer. 

(e) The owner or operator shall docu-
ment the procedures used to ensure the 
accuracy of the estimates of disposal 
quantities and, if applicable, gas flow 
rate, gas composition, temperature, 
pressure, and moisture content meas-
urements. These procedures include, 
but are not limited to, calibration of 
weighing equipment, fuel flow meters, 
and other measurement devices. The 
estimated accuracy of measurements 
made with these devices shall also be 
recorded, and the technical basis for 
these estimates shall be provided. 

[74 FR 56374, Oct. 30, 2009, as amended at 75 
FR 66472, Oct. 28, 2010] 

§ 98.345 Procedures for estimating 
missing data. 

A complete record of all measured 
parameters used in the GHG emissions 
calculations is required. Therefore, 
whenever a quality-assured value of a 
required parameter is unavailable (e.g., 
if a meter malfunctions during unit op-
eration or if a required fuel sample is 
not taken), a substitute data value for 
the missing parameter shall be used in 
the calculations, according to the re-
quirements in paragraphs (a) through 
(c) of this section. 

(a) For each missing value of the CH4 
content, the substitute data value shall 
be the arithmetic average of the qual-
ity-assured values of that parameter 
immediately preceding and imme-
diately following the missing data inci-
dent. If the ‘‘after’’ value is not ob-
tained by the end of the reporting year, 
you may use the ‘‘before’’ value for the 
missing data substitution. If, for a par-
ticular parameter, no quality-assured 
data are available prior to the missing 
data incident, the substitute data 
value shall be the first quality-assured 
value obtained after the missing data 
period. 

(b) For missing gas flow rates, the 
substitute data value shall be the 
arithmetic average of the quality-as-

sured values of that parameter imme-
diately preceding and immediately fol-
lowing the missing data incident. If the 
‘‘after’’ value is not obtained by the 
end of the reporting year, you may use 
the ‘‘before’’ value for the missing data 
substitution. If, for a particular param-
eter, no quality-assured data are avail-
able prior to the missing data incident, 
the substitute data value shall be the 
first quality-assured value obtained 
after the missing data period. 

(c) For missing daily waste disposal 
quantity data for disposal in reporting 
years, the substitute value shall be the 
average daily waste disposal quantity 
for that day of the week as measured 
on the week before and week after the 
missing daily data. 

§ 98.346 Data reporting requirements. 
In addition to the information re-

quired by § 98.3(c), each annual report 
must contain the following informa-
tion for each landfill. 

(a) A classification of the landfill as 
‘‘open’’ (actively received waste in the 
reporting year) or ‘‘closed’’ (no longer 
receiving waste), the year in which the 
landfill first started accepting waste 
for disposal, the last year the landfill 
accepted waste (for open landfills, 
enter the estimated year of landfill clo-
sure), the capacity (in metric tons) of 
the landfill, an indication of whether 
leachate recirculation is used during 
the reporting year and its typical fre-
quency of use over the past 10 years 
(e.g., used several times a year for the 
past 10 years, used at least once a year 
for the past 10 years, used occasionally 
but not every year over the past 10 
years, not used), an indication as to 
whether scales are present at the land-
fill, and the waste disposal quantity for 
each year of landfilling required to be 
included when using Equation HH–1 of 
this subpart (in metric tons, wet 
weight). 

(b) Method for estimating reporting 
year and historical waste disposal 
quantities, reason for its selection, and 
the range of years it is applied. For 
years when waste quantity data are de-
termined using the methods in 
§ 98.343(a)(3), report separately the 
quantity of waste determined using the 
methods in § 98.343(a)(3)(i) and the 
quantity of waste determined using the 
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