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Underground Injection Control permit 
means a permit issued under the au-
thority of Part C of the Safe Drinking 
Water Act at 42 U.S.C. 300h et seq. 

Underground Injection Control program 
means the program responsible for reg-
ulating the construction, operation, 
permitting, and closure of injection 
wells that place fluids underground for 
storage or disposal for purposes of pro-
tecting underground sources of drink-
ing water from endangerment pursuant 
to Part C of the Safe Drinking Water 
Act at 42 U.S.C. 300h et seq. 

Vented emissions means intentional or 
designed releases of CH4 or CO2 con-
taining natural gas or hydrocarbon gas 
(not including stationary combustion 
flue gas), including process designed 
flow to the atmosphere through seals 
or vent pipes, equipment blowdown for 
maintenance, and direct venting of gas 
used to power equipment (such as pneu-
matic devices). 

[75 FR 75078, Dec. 1, 2010, as amended at 76 
FR 73907, Nov. 29, 2011] 

Subpart SS—Electrical Equipment 
Manufacture or Refurbishment 

SOURCE: 75 FR 74859, Dec. 1, 2010, unless 
otherwise noted. 

§ 98.450 Definition of the source cat-
egory. 

The electrical equipment manufac-
turing or refurbishment category con-
sists of processes that manufacture or 
refurbish gas-insulated substations, 
circuit breakers, other switchgear, gas- 
insulated lines, or power transformers 
(including gas-containing components 
of such equipment) containing sulfur- 
hexafluoride (SF6) or perfluorocarbons 
(PFCs). The processes include equip-

ment testing, installation, manufac-
turing, decommissioning and disposal, 
refurbishing, and storage in gas cyl-
inders and other containers. 

§ 98.451 Reporting threshold. 

You must report GHG emissions 
under this subpart if your facility con-
tains an electrical equipment manufac-
turing or refurbishing process and the 
facility meets the requirements of 
§ 98.2(a)(1). Electrical equipment manu-
facturing and refurbishing facilities 
covered by this rule are those that 
have total annual purchases of SF6 and 
PFCs that exceed 23,000 pounds. 

§ 98.452 GHGs to report. 

(a) You must report SF6 and PFC 
emissions at the facility level. Annual 
emissions from the facility must in-
clude SF6 and PFC emissions from 
equipment that is installed at an off- 
site electric power transmission or dis-
tribution location whenever emissions 
from installation activities (e.g., fill-
ing) occur before the title to the equip-
ment is transferred to the electric 
power transmission or distribution en-
tity. 

(b) You must report CO2, N2O and CH4 
emissions from each stationary com-
bustion unit. You must calculate and 
report these emissions under subpart C 
of this part (General Stationary Fuel 
Combustion Sources) by following the 
requirements of subpart C of this part. 

§ 98.453 Calculating GHG emissions. 

(a) For each electrical equipment 
manufacturer or refurbisher, estimate 
the annual SF6 and PFC emissions 
using the mass-balance approach in 
Equation SS–1 of this section: 

where: 

Decrease in SF6 Inventory = (Pounds of SF6 
stored in containers at the beginning of 
the year) ¥ (Pounds of SF6 stored in con-
tainers at the end of the year). 

Acquisitions of SF6 = (Pounds of SF6 pur-
chased from chemical producers or sup-

pliers in bulk) + (Pounds of SF6 returned 
by equipment users) + (Pounds of SF6 re-
turned to site after off-site recycling). 

Disbursements of SF6 = (Pounds of SF6 con-
tained in new equipment delivered to 
customers) + (Pounds of SF6 delivered to 
equipment users in containers) + (Pounds 
of SF6 returned to suppliers) + (Pounds of 
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