AUTHENTICATED
U.S. GOVERNMENT
INFORMATION

GPO

§125.124

appropriate, analysis of the bioaccumu-
lative and/or persistent impact on
aquatic life of the discharge;

(3) Contain any other conditions,
such as performance of liquid or sus-
pended particulate phase bioaccumula-
tion tests, seasonal restrictions on dis-
charge, process modifications, disper-
sion of pollutants, or schedule of com-
pliance for existing discharges, which
are determined to be necessary because
of local environmental conditions, and

(4) Contain the following clause: In
addition to any other grounds specified
herein, this permit shall be modified or
revoked at any time if, on the basis of
any new data, the director determines
that continued discharges may cause
unreasonable degradation of the ma-
rine environment.

§125.124 Information required to be
submitted by applicant.

The applicant is responsible for pro-
viding information which the director
may request to make the determina-
tion required by this subpart. The di-
rector may require the following infor-
mation as well as any other pertinent
information:

(a) An analysis of the chemical con-
stituents of any discharge;

(b) Appropriate bioassays necessary
to determine the limiting permissible
concentrations for the discharge;

(c) An analysis of initial dilution;

(d) Available process modifications
which will reduce the quantities of pol-
lutants which will be discharged;

(e) Analysis of the location where
pollutants are sought to be discharged,
including the biological community
and the physical description of the dis-
charge facility;

(f) Evaluation of available alter-
natives to the discharge of the pollut-
ants including an evaluation of the
possibility of land-based disposal or
disposal in an approved ocean dumping
site.
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§125.130 What are the purpose and
scope of this subpart?

(a) This subpart establishes require-
ments that apply to the location, de-
sign, construction, and capacity of
cooling water intake structures at new
offshore oil and gas extraction facili-
ties. The purpose of these requirements
is to establish the best technology
available for minimizing adverse envi-
ronmental impact associated with the
use of cooling water intake structures
at these facilities. These requirements
are implemented through National Pol-
lutant Discharge Elimination System
(NPDES) permits issued under section
402 of the Clean Water Act (CWA).

(b) This subpart implements section
316(b) of the CWA for new offshore oil
and gas extraction facilities. Section
316(b) of the CWA provides that any
standard established pursuant to sec-
tions 301 or 306 of the CWA and applica-
ble to a point source shall require that
the location, design, construction, and
capacity of cooling water intake struc-
tures reflect the best technology avail-
able for minimizing adverse environ-
mental impact.

(c) New offshore oil and gas extrac-
tion facilities that do not meet the
threshold requirements regarding
amount of water withdrawn or percent-
age of water withdrawn for cooling
water purposes in §125.131(a) must meet
requirements determined by the Direc-
tor on a case-by-case, best professional
judgement (BPJ) basis.

(d) Nothing in this subpart shall be
construed to preclude or deny the right
of any State or political subdivision of
a State or any interstate agency under
section 510 of the CWA to adopt or en-
force any requirement with respect to
control or abatement of pollution that
is more stringent than those required
by Federal law.
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