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(1) Earth-covered magazines. Earth- 
covered magazines must be: 

(i) Constructed of waterproofed, rein-
forced concrete or structural steel 
arches, with steel doors that are kept 
closed when not being accessed; 

(ii) Designed and constructed: 
(A) To be of sufficient strength and 

thickness to support the weight of any 
explosives or munitions stored and any 
equipment used in the unit; 

(B) To provide working space for per-
sonnel and equipment in the unit; and 

(C) To withstand movement activi-
ties that occur in the unit; and 

(iii) Located and designed, with walls 
and earthen covers that direct an ex-
plosion in the unit in a safe direction, 
so as to minimize the propagation of an 
explosion to adjacent units and to min-
imize other effects of any explosion. 

(2) Above-ground magazines. Above- 
ground magazines must be located and 
designed so as to minimize the propa-
gation of an explosion to adjacent 
units and to minimize other effects of 
any explosion. 

(3) Outdoor or open storage areas. Out-
door or open storage areas must be lo-
cated and designed so as to minimize 
the propagation of an explosion to ad-
jacent units and to minimize other ef-
fects of any explosion. 

(c) Hazardous waste munitions and 
explosives must be stored in accord-
ance with a Standard Operating Proce-
dure specifying procedures to ensure 
safety, security, and environmental 
protection. If these procedures serve 
the same purpose as the security and 
inspection requirements of 40 CFR 
265.14, the preparedness and prevention 
procedures of 40 CFR part 265, subpart 
C, and the contingency plan and emer-
gency procedures requirements of 40 
CFR part 265, subpart D, then these 
procedures will be used to fulfill those 
requirements. 

(d) Hazardous waste munitions and 
explosives must be packaged to ensure 
safety in handling and storage. 

(e) Hazardous waste munitions and 
explosives must be inventoried at least 
annually. 

(f) Hazardous waste munitions and 
explosives and their storage units must 
be inspected and monitored as nec-
essary to ensure explosives safety and 

to ensure that there is no migration of 
contaminants out of the unit. 

§ 265.1202 Closure and post-closure 
care. 

(a) At closure of a magazine or unit 
which stored hazardous waste under 
this subpart, the owner or operator 
must remove or decontaminate all 
waste residues, contaminated contain-
ment system components, contami-
nated subsoils, and structures and 
equipment contaminated with waste, 
and manage them as hazardous waste 
unless § 261.3(d) of this chapter applies. 
The closure plan, closure activities, 
cost estimates for closure, and finan-
cial responsibility for magazines or 
units must meet all of the require-
ments specified in subparts G and H of 
this part, except that the owner or op-
erator may defer closure of the unit as 
long as it remains in service as a muni-
tions or explosives magazine or storage 
unit. 

(b) If, after removing or decontami-
nating all residues and making all rea-
sonable efforts to effect removal or de-
contamination of contaminated compo-
nents, subsoils, structures, and equip-
ment as required in paragraph (a) of 
this section, the owner or operator 
finds that not all contaminated sub-
soils can be practicably removed or de-
contaminated, he or she must close the 
facility and perform post-closure care 
in accordance with the closure and 
post-closure requirements that apply 
to landfills (40 CFR 264.310). 

APPENDIX I TO PART 265— 
RECORDKEEPING INSTRUCTIONS 

The recordkeeping provisions of § 265.73 
specify that an owner or operator must keep 
a written operating record at his facility. 
This appendix provides additional instruc-
tions for keeping portions of the operating 
record. See § 265.73(b) for additional record-
keeping requirements. 

The following information must be re-
corded, as it becomes available, and main-
tained in the operating record until closure 
of the facility in the following manner: 

Records of each hazardous waste received, 
treated, stored, or disposed of at the facility 
which include the following: 

(1) A description by its common name and 
the EPA Hazardous Waste Number(s) from 
part 261 of this chapter which apply to the 
waste. The waste description also must in-
clude the waste’s physical form, i.e., liquid, 
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