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40 CFR Ch. I (7–1–13 Edition) § 432.106 

§ 432.106 Pretreatment standards for 
new sources (PSNS). [Reserved] 

§ 432.107 Effluent limitations attain-
able by the application of the best 
control technology for conventional 
pollutants (BCT). 

(a) Except as provided in 40 CFR 
125.30 through 125.32, any existing point 
source subject to this subpart must 
achieve the following effluent limita-
tions representing the application of 
BCT: Limitations for BOD5, fecal coli-
form, O&G, and TSS are the same as 
the corresponding limitation specified 
in § 432.105(a). 

(b) The limitations for BOD5 and TSS 
specified in paragraph (a) of this sec-
tion were derived for a renderer which 
does not cure cattle hide. If a renderer 
does cure hide, the following formulas 
should be used to calculate BOD5 and 
TSS limitations for process wastewater 
associated with cattle hide curing, in 
addition to the limitation specified in 
paragraph (a) of this section: 
lbs BOD5/1000 lbs RM = 7.9 × (no. of 

hides)/lbs RM 
kg BOD5/kkg RM = 3.6 × (no. of hides)/ 

kg RM 
lbs TSS/1000 lbs RM = 13.6 × (no. of 

hides)/lbs RM 
kg TSS/kkg RM = 6.2 × (no. of hides)/kg 

RM 

Subpart K—Poultry First Processing 
§ 432.110 Applicability. 

This part applies to discharges of 
process wastewater resulting from the 
slaughtering of poultry, further proc-
essing of poultry and rendering of ma-
terial derived from slaughtered poul-
try. Process wastewater includes water 
from animal holding areas at these fa-
cilities. 

§ 432.111 Special definitions. 
For the purpose of this subpart: Poul-

try first processing means slaughtering 
of poultry and producing whole, halved, 
quarter or smaller meat cuts. 

§ 432.112 Effluent limitations attain-
able by the application of the best 
practicable control technology cur-
rently available (BPT). 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 

source subject to this subpart that 
slaughters more than 100 million 
pounds per year (in units of LWK) must 
achieve the following effluent limita-
tions representing the application of 
BPT: 

EFFLUENT LIMITATIONS 
[BPT] 

Regulated 
parameter 

Maximum 
daily 1 

Maximum 
monthly 
avg. 1 

Ammonia (as N) ........................ 8.0 4.0 
BOD5 ......................................... 26 16 
Fecal Coliform ........................... (2) (3) 
O&G (as HEM) .......................... 14 8.0 
TSS ............................................ 30 20 

1 mg/L (ppm). 
2 Maximum of 400 MPN or CFU per 100 mL at any time. 
3 No maximum monthly average limitation. 

§ 432.113 Effluent limitations attain-
able by the application of the best 
available technology economically 
achievable (BAT). 

Except as provided in 40 CFR 125.30 
through 125.32, any existing point 
source subject to this subpart that 
slaughters more than 100 million 
pounds per year (in units of LWK) must 
achieve the following effluent limita-
tions representing the application of 
BAT: 

EFFLUENT LIMITATIONS 
[BAT] 

Regulated 
parameter 

Maximum 
daily 1 

Maximum 
monthly 
avg. 1 

Ammonia (as N) ........................ 8.0 4.0 
Total Nitrogen ............................ 147 103 

1 mg/L (ppm). 

§ 432.114 Pretreatment standards for 
existing sources (PSES). [Reserved] 

§ 432.115 New source performance 
standards (NSPS). 

Any source that is a new source sub-
ject to this subpart must achieve the 
following performance standards: 

(a) Facilities that slaughter no more 
than 100 million pounds per year (in 
units of LWK) must achieve the fol-
lowing performance standards: 

VerDate Mar<15>2010 13:34 Aug 28, 2013 Jkt 229177 PO 00000 Frm 00278 Fmt 8010 Sfmt 8010 Y:\SGML\229177.XXX 229177w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2013-09-10T14:28:51-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




