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fulfill the in-use testing requirements 
in subpart E of this part. 

(c) Failure to fully comply with this 
section is a violation of 40 CFR 
1068.101(a)(2). 

§ 1033.825 Refueling requirements. 

(a) If your locomotive operates using 
a volatile fuel, your refueling equip-
ment must be designed and used to 
minimize the escape of fuel vapors. 
This means you may not use refueling 
equipment in a way that renders any 
refueling emission controls inoperative 
or reduces their effectiveness. 

(b) If your locomotive operates using 
a gaseous fuel, the hoses used to refuel 
it may not be designed to be bled or 
vented to the atmosphere under normal 
operating conditions. 

(c) Failing to fully comply with the 
requirements of this section is a viola-
tion of 40 CFR 1068.101(b). 

Subpart J—Definitions and Other 
Reference Information 

§ 1033.901 Definitions. 

The following definitions apply to 
this part. The definitions apply to all 
subparts unless we note otherwise. All 
undefined terms have the meaning the 
Clean Air Act gives to them. The defi-
nitions follow: 

Adjustable parameter means any de-
vice, system, or element of design that 
someone can adjust (including those 
which are difficult to access) and that, 
if adjusted, may affect emissions or lo-
comotive performance during emission 
testing or normal in-use operation. 
This includes, but is not limited to, pa-
rameters related to injection timing 
and fueling rate. You may ask us to ex-
clude a parameter if you show us that 
it will not be adjusted in a way that af-
fects emissions during in-use oper-
ation. 

Aftertreatment means relating to a 
catalytic converter, particulate filter, 
or any other system, component, or 
technology mounted downstream of the 
exhaust valve (or exhaust port) whose 
design function is to reduce emissions 
in the locomotive exhaust before it is 
exhausted to the environment. Ex-
haust-gas recirculation (EGR) is not 
aftertreatment. 

Alcohol fuel means a fuel consisting 
primarily (more than 50 percent by 
weight) of one or more alcohols: e.g., 
methyl alcohol, ethyl alcohol. 

Alcohol-fueled locomotive means a lo-
comotive with an engine that is de-
signed to run using an alcohol fuel. For 
purposes of this definition, alcohol 
fuels do not include fuels with a nomi-
nal alcohol content below 25 percent by 
volume. 

Alternator/generator efficiency means 
the ratio of the electrical power output 
from the alternator/generator to the 
mechanical power input to the alter-
nator/generator at the operating point. 
Note that the alternator/generator effi-
ciency may be different at different op-
erating points. For example, the Insti-
tute of Electrical and Electronic Engi-
neers Standard 115 (‘‘Test Procedures 
for Synchronous Machines’’) is an ap-
propriate test procedure for deter-
mining alternator/generator efficiency. 
Other methods may also be used con-
sistent with good engineering judg-
ment. 

Applicable emission standard or appli-
cable standard means a standard to 
which a locomotive is subject; or, 
where a locomotive has been or is being 
certified to another standard or FEL, 
the FEL or other standard to which the 
locomotive has been or is being cer-
tified is the applicable standard. This 
definition does not apply to Subpart H 
of this part. 

Auxiliary emission control device means 
any element of design that senses tem-
perature, locomotive speed, engine 
RPM, transmission gear, or any other 
parameter for the purpose of acti-
vating, modulating, delaying, or de-
activating the operation of any part of 
the emission-control system. 

Auxiliary engine means a nonroad en-
gine that provides hotel power or 
power during idle, but does not provide 
power to propel the locomotive. 

Averaging means the exchange of 
emission credits among engine families 
within a given manufacturer’s, or re-
manufacturer’s product line. 

Banking means the retention of emis-
sion credits by a credit holder for use 
in future calendar year averaging or 
trading as permitted by the regulations 
in this part. 

VerDate Mar<15>2010 13:27 Aug 22, 2013 Jkt 229180 PO 00000 Frm 00091 Fmt 8010 Sfmt 8010 Y:\SGML\229180.XXX 229180eh
ie

rs
 o

n 
D

S
K

2V
P

T
V

N
1P

R
O

D
 w

ith
 C

F
R


		Superintendent of Documents
	2013-08-28T13:37:25-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




