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Environmental Protection Agency § 52.1488 

§ 52.1487 Public hearings. 
(a) The requirements of § 51.102 (a) 

and (e) of this chapter are not met 
since NAQR, Article 2.11.4.2 allows 
variances (compliance schedules), to be 
renewed without a public hearing, thus 
allowing further postponement of the 
final compliance date for sources 
whose emissions contribute to viola-
tions of the national standards. There-
fore, NAQR, Article 2.11.4.2 is dis-
approved. 

[43 FR 1343, Jan. 24, 1978, as amended at 51 
FR 40675, Nov. 7, 1986] 

§ 52.1488 Visibility protection. 
(a) The requirements of section 169A 

of the Clean Air Act are not met, be-
cause the plan does not include approv-
able procedures for protection of visi-
bility in mandatory Class I Federal 
areas. 

(b) Regulation for visibility moni-
toring and new source review. The pro-
visions of § 52.26 are hereby incor-
porated and made a part of the applica-
ble plan for the State of Nevada. The 
provisions of § 52.28 are hereby incor-
porated and made a part of the applica-
ble plan for the State of Nevada except 
for that portion applicable to the Clark 
County Department of Air Quality and 
Environmental Management. 

(c) Long-term strategy. The provisions 
of § 52.29 are hereby incorporated and 
made part of the applicable plan for 
the State of Nevada. 

(d) This paragraph (d) is applicable to 
the Mohave Generating Station located 
in the Las Vegas Intrastate Air Quality 
Control Region (§ 81.80 of this chapter). 

(1) Definitions. 
Administrator means the Adminis-

trator of EPA or her/his designee. 
Boiler-operating-day shall mean any 

calendar day in which coal is com-
busted in the boiler of a unit for more 
than 12 hours. If coal is combusted for 
more than 12 but less than 24 hours 
during a calendar day, the calculation 
of that day’s sulfur dioxide (SO2) emis-
sions for the unit shall be based solely 
upon the average of hourly Continuous 
Emission Monitor System data col-
lected during hours in which coal was 
combusted in the unit, and shall not 
include any time in which coal was not 
combusted. 

Coal-fired shall mean the combustion 
of any coal in the boiler of any unit. If 
the Mohave Generating Station is con-
verted to combust a fuel other than 
coal, such as natural gas, it shall not 
emit pollutants in greater amounts 
than that allowed by paragraph (d) of 
this section. 

Current owners shall mean the owners 
of the Mohave Generating Station on 
December 15, 1999. 

Owner or operator means the owner(s) 
or operator(s) of the Mohave Gener-
ating Station to which paragraph (d) of 
this section is applicable. 

Rolling average shall mean an average 
over the specified period of boiler-oper-
ating-days, such that, at the end of the 
first specified period, a new daily aver-
age is generated each successive boiler- 
operating-day for each unit. 

(2) Emission controls and limitations. 
The owner or operator shall install the 
following emission control equipment, 
and shall achieve the following air pol-
lution emission limitations for each 
coal-fired unit at the Mohave Gener-
ating Station, in accordance with the 
deadlines set forth in paragraphs (d) (3) 
and (4) of this section. 

(i) The owner or operator shall in-
stall and operate lime spray dryer 
technology on Unit 1 and Unit 2 at the 
Mohave Generating Station. The owner 
or operator shall design and construct 
such lime spray dryer technology to 
comply with the SO2 emission limita-
tions, including the percentage reduc-
tion and pounds per million BTU in the 
following requirements: 

(A) SO2 emissions shall be reduced at 
least 85% on a 90-boiler-operating-day 
rolling average basis. This reduction 
efficiency shall be calculated by com-
paring the total pounds of SO2 meas-
ured at the outlet flue gas stream after 
the baghouse to the total pounds of SO2 
measured at the inlet flue gas stream 
to the lime spray dryer during the pre-
vious 90 boiler-operating-days. 

(B) SO2 emissions shall not exceed 
.150 pounds per million BTU heat input 
on a 365-boiler-operating-day rolling 
average basis. This average shall be 
calculated by dividing the total pounds 
of SO2 measured at the outlet flue gas 
stream after the baghouse by the total 
heat input for the previous 365 boiler- 
operating-days. 
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