
981 

Environmental Protection Agency § 60.2870 

Administrator that you did not meet 
the increment, and you must continue 
to submit reports each subsequent cal-
endar month until the increment of 
progress is met. 

§ 60.2840 How do I comply with the in-
crement of progress for submittal of 
a control plan? 

For your control plan increment of 
progress, you must satisfy the two re-
quirements specified in paragraphs (a) 
and (b) of this section. 

(a) Submit the final control plan, in-
cluding a description of any devices for 
air pollution control and any process 
changes that you will use to comply 
with the emission limitations and 
other requirements of this subpart. 

(b) Maintain an onsite copy of the 
final control plan. 

§ 60.2845 How do I comply with the in-
crement of progress for achieving 
final compliance? 

For the final compliance increment 
of progress, you must complete all 
process changes and retrofit construc-
tion of control devices, as specified in 
the final control plan, so that, if the af-
fected incinerator is brought online, all 
necessary process changes and air pol-
lution control devices would operate as 
designed. 

§ 60.2850 What must I do if I close my 
air curtain incinerator and then re-
start it? 

(a) If you close your incinerator but 
will reopen it prior to the final compli-
ance date in your State plan, you must 
meet the increments of progress speci-
fied in § 60.2815. 

(b) If you close your incinerator but 
will restart it after your final compli-
ance date, you must complete emission 
control retrofits and meet the emission 
limitations on the date your inciner-
ator restarts operation. 

§ 60.2855 What must I do if I plan to 
permanently close my air curtain 
incinerator and not restart it? 

If you plan to close your incinerator 
rather than comply with the State 
plan, submit a closure notification, in-
cluding the date of closure, to the Ad-
ministrator by the date your final con-
trol plan is due. 

§ 60.2860 What are the emission limita-
tions for air curtain incinerators? 

After the date the initial stack test 
is required or completed (whichever is 
earlier), you must meet the limitations 
in paragraphs (a) and (b) of this sec-
tion. 

(a) Maintain opacity to less than or 
equal to 10 percent opacity (as deter-
mined by the average of three 1-hour 
blocks consisting of ten 6-minute aver-
age opacity values), except as described 
in paragraph (b) of this section. 

(b) Maintain opacity to less than or 
equal to 35 percent opacity (as deter-
mined by the average of three 1-hour 
blocks consisting of ten 6-minute aver-
age opacity values) during the startup 
period that is within the first 30 min-
utes of operation. 

[76 FR 15782, Mar. 21, 2011] 

§ 60.2865 How must I monitor opacity 
for air curtain incinerators? 

(a) Use Method 9 of appendix A of 
this part to determine compliance with 
the opacity limitation. 

(b) Conduct an initial test for opacity 
as specified in § 60.8 no later than 180 
days after your final compliance date. 

(c) After the initial test for opacity, 
conduct annual tests no more than 12 
calendar months following the date of 
your previous test. 

§ 60.2870 What are the recordkeeping 
and reporting requirements for air 
curtain incinerators? 

(a) Keep records of results of all ini-
tial and annual opacity tests onsite in 
either paper copy or electronic format, 
unless the Administrator approves an-
other format, for at least 5 years. 

(b) Make all records available for 
submittal to the Administrator or for 
an inspector’s onsite review. 

(c) Submit an initial report no later 
than 60 days following the initial opac-
ity test that includes the information 
specified in paragraphs (c) (1) and (2) of 
this section. 

(1) The types of materials you plan to 
combust in your air curtain inciner-
ator. 

(2) The results (as determined by the 
average of three 1-hour blocks con-
sisting of ten 6-minute average opacity 
values) of the initial opacity tests. 
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(d) Submit annual opacity test re-
sults within 12 months following the 
previous report. 

(e) Submit initial and annual opacity 
test reports as electronic or paper copy 
on or before the applicable submittal 
date and keep a copy onsite for a pe-
riod of 5 years. 

[65 FR 75362, Dec. 1, 2000, as amended at 76 
FR 15782, Mar. 21, 2011] 

MODEL RULE—DEFINITIONS 

§ 60.2875 What definitions must I 
know? 

Terms used but not defined in this 
subpart are defined in the Clean Air 
Act and subparts A and B of this part. 

30-day rolling average means the 
arithmetic mean of the previous 720 
hours of valid operating data. Valid 
data excludes periods when this unit is 
not operating. The 720 hours should be 
consecutive, but not necessarily con-
tinuous if operations are intermittent. 

Administrator means the Adminis-
trator of the U.S. Environmental Pro-
tection Agency or his/her authorized 
representative or Administrator of a 
State Air Pollution Control Agency. 

Affirmative defense means, in the con-
text of an enforcement proceeding, a 
response or defense put forward by a 
defendant, regarding which the defend-
ant has the burden of proof, and the 
merits of which are independently and 
objectively evaluated in a judicial or 
administrative proceeding. 

Agricultural waste means vegetative 
agricultural materials such as nut and 
grain hulls and chaff (e.g., almond, wal-
nut, peanut, rice, and wheat), bagasse, 
orchard prunings, corn stalks, coffee 
bean hulls and grounds, and other vege-
tative waste materials generated as a 
result of agricultural operations. 

Air curtain incinerator means an in-
cinerator that operates by forcefully 
projecting a curtain of air across an 
open chamber or pit in which combus-
tion occurs. Incinerators of this type 
can be constructed above or below 
ground and with or without refractory 
walls and floor. (Air curtain inciner-
ators are not to be confused with con-
ventional combustion devices with en-
closed fireboxes and controlled air 
technology such as mass burn, mod-
ular, and fluidized bed combustors.) 

Annual heat input means the heat 
input for the 12 months preceding the 
compliance demonstration. 

Auxiliary fuel means natural gas, 
liquified petroleum gas, fuel oil, or die-
sel fuel. 

Average annual heat input rate means 
annual heat input divided by the hours 
of operation for the 12 months pre-
ceding the compliance demonstration. 

Bag leak detection system means an in-
strument that is capable of monitoring 
particulate matter loadings in the ex-
haust of a fabric filter (i.e., baghouse) 
in order to detect bag failures. A bag 
leak detection system includes, but is 
not limited to, an instrument that op-
erates on triboelectric, light scat-
tering, light transmittance, or other 
principle to monitor relative particu-
late matter loadings. 

Burn-off oven means any rack rec-
lamation unit, part reclamation unit, 
or drum reclamation unit. A burn-off 
oven is not an incinerator, waste-burn-
ing kiln, an energy recovery unit or a 
small, remote incinerator under this 
subpart. 

Bypass stack means a device used for 
discharging combustion gases to avoid 
severe damage to the air pollution con-
trol device or other equipment. 

Calendar quarter means three con-
secutive months (nonoverlapping) be-
ginning on: January 1, April 1, July 1, 
or October 1. 

Calendar year means 365 consecutive 
days starting on January 1 and ending 
on December 31. 

CEMS data during startup and shut-
down means the following: 

(1) For incinerators, small remote in-
cinerators, and energy recovery units: 
CEMS data collected during the first 
hours of operation of a CISWI unit 
startup from a cold start until waste is 
fed into the unit and the hours of oper-
ation following the cessation of waste 
material being fed to the CISWI unit 
during a unit shutdown. For each start-
up event, the length of time that CEMS 
data may be claimed as being CEMS 
data during startup must be 48 oper-
ating hours or less. For each shutdown 
event, the length of time that CEMS 
data may be claimed as being CEMS 
data during shutdown must be 24 oper-
ating hours or less. 
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