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within 1 hour, you must meet the cri-
teria specified in either paragraph (a) 
or (b) of this section, depending on the 
length of time that a qualified operator 
is not accessible. 

(a) When a qualified operator is not 
accessible for more than 8 hours, the 
SSI unit may be operated for less than 
2 weeks by other plant personnel who 
are familiar with the operation of the 
SSI unit and who have completed a re-
view of the information specified in 
§ 60.4840 within the past 12 months. 
However, you must record the period 
when a qualified operator was not ac-
cessible and include this deviation in 
the annual report as specified under 
§ 60.4915(d). 

(b) When a qualified operator is not 
accessible for 2 weeks or more, you 
must take the two actions that are de-
scribed in paragraphs (b)(1) and (b)(2) of 
this section. 

(1) Notify the Administrator of this 
deviation in writing within 10 days. In 
the notice, state what caused this devi-
ation, what you are doing to ensure 
that a qualified operator is accessible, 
and when you anticipate that a quali-
fied operator will be accessible. 

(2) Submit a status report to the Ad-
ministrator every 4 weeks outlining 
what you are doing to ensure that a 
qualified operator is accessible, stating 
when you anticipate that a qualified 
operator will be accessible, and re-
questing approval from the Adminis-
trator to continue operation of the SSI 
unit. You must submit the first status 
report 4 weeks after you notify the Ad-
ministrator of the deviation under 
paragraph (b)(1) of this section. 

(i) If the Administrator notifies you 
that your request to continue oper-
ation of the SSI unit is disapproved, 
the SSI unit may continue operation 
for 30 days, and then must cease oper-
ation. 

(ii) Operation of the unit may resume 
if a qualified operator is accessible as 
required under § 60.4810(a). You must 
notify the Administrator within 5 days 
of having resumed operations and of 
having a qualified operator accessible. 

§ 60.4840 What site-specific docu-
mentation is required and how 
often must it be reviewed by quali-
fied operators and plant personnel? 

(a) You must maintain at the facility 
the documentation of the operator 
training procedures specified under 
§ 60.4910(c)(1) and make the documenta-
tion readily accessible to all SSI unit 
operators. 

(b) You must establish a program for 
reviewing the information listed in 
§ 60.4910(c)(1) with each qualified incin-
erator operator and other plant per-
sonnel who may operate the unit ac-
cording to the provisions of § 60.4835(a), 
according to the following schedule: 

(1) The initial review of the informa-
tion listed in § 60.4910(c)(1) must be con-
ducted within 6 months after the effec-
tive date of this subpart or prior to an 
employee’s assumption of responsibil-
ities for operation of the SSI unit, 
whichever date is later. 

(2) Subsequent annual reviews of the 
information listed in § 60.4910(c)(1) must 
be conducted no later than 12 months 
following the previous review. 

EMISSION LIMITS, EMISSION STANDARDS, 
AND OPERATING LIMITS AND REQUIRE-
MENTS 

§ 60.4845 What emission limits and 
standards must I meet and by 
when? 

You must meet the emission limits 
and standards specified in Table 1 or 2 
to this subpart within 60 days after 
your SSI unit reaches the feed rate at 
which it will operate or within 180 days 
after its initial startup, whichever 
comes first. The emission limits and 
standards apply at all times the unit is 
operating, and during periods of mal-
function. The emission limits and 
standards apply to emissions from a 
bypass stack or vent while sewage 
sludge is in the combustion chamber 
(i.e., until the sewage sludge feed to the 
combustor has been cut off for a period 
of time not less than the sewage sludge 
incineration residence time). 

§ 60.4850 What operating limits and re-
quirements must I meet and by 
when? 

You must meet, as applicable, the op-
erating limits and requirements speci-
fied in paragraphs (a) through (d) and 
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(h) of this section, according to the 
schedule specified in paragraph (e) of 
this section. The operating parameters 
for which you will establish operating 
limits for a wet scrubber, fabric filter, 
electrostatic precipitator, or activated 
carbon injection are listed in Table 3 to 
this subpart. You must comply with 
the operating requirements in para-
graph (f) of this section and the re-
quirements in paragraph (g) of this sec-
tion for meeting any new operating 
limits, re-established in § 60.4890. The 
operating limits apply at all times that 
sewage sludge is in the combustion 
chamber (i.e., until the sewage sludge 
feed to the combustor has been cut off 
for a period of time not less than the 
sewage sludge incineration residence 
time). 

(a) You must meet a site-specific op-
erating limit for minimum operating 
temperature of the combustion cham-
ber (or afterburner combustion cham-
ber) that you establish in 
§ 60.4890(a)(2)(i). 

(b) If you use a wet scrubber, electro-
static precipitator, or activated carbon 
injection to comply with an emission 
limit, you must meet the site-specific 
operating limits that you establish in 
§ 60.4870 for each operating parameter 
associated with each air pollution con-
trol device. 

(c) If you use a fabric filter to comply 
with the emission limits, you must in-
stall the bag leak detection system 
specified in §§ 60.4880(b) and 
60.4905(b)(3)(i) and operate the bag leak 
detection system such that the alarm 
does not sound more than 5 percent of 
the operating time during a 6-month 
period. You must calculate the alarm 
time as specified in § 60.4870. 

(d) You must meet the operating re-
quirements in your site-specific fugi-
tive emission monitoring plan, sub-
mitted as specified in § 60.4880(d) to en-
sure that your ash handling system 
will meet the emission standard for fu-
gitive emissions from ash handling. 

(e) You must meet the operating lim-
its and requirements specified in para-
graphs (a) through (d) of this section 60 
days after your SSI unit reaches the 
feed rate at which it will operate, or 
within 180 days after its initial startup, 
whichever comes first. 

(f) You must monitor the feed rate 
and moisture content of the sewage 
sludge fed to the sewage sludge inciner-
ator, as specified in paragraphs (f)(1) 
and (f)(2) of this section. 

(1) Continuously monitor the sewage 
sludge feed rate and calculate a daily 
average for all hours of operation dur-
ing each 24-hour period. Keep a record 
of the daily average feed rate, as speci-
fied in § 60.4910(f)(3)(ii). 

(2) Take at least one grab sample per 
day of the sewage sludge fed to the 
sewage sludge incinerator. If you take 
more than one grab sample in a day, 
calculate the daily average for the grab 
samples. Keep a record of the daily av-
erage moisture content, as specified in 
§ 60.4910(f)(3)(ii). 

(g) For the operating limits and re-
quirements specified in paragraphs (a) 
through (d) and (h) of this section, you 
must meet any new operating limits 
and requirements, re-established ac-
cording to § 60.4890(d). 

(h) If you use an air pollution control 
device other than a wet scrubber, fab-
ric filter, electrostatic precipitator, or 
activated carbon injection to comply 
with the emission limits in Table 1 or 
2 to this subpart, you must meet any 
site-specific operating limits or re-
quirements that you establish as re-
quired in § 60.4855. 

§ 60.4855 How do I establish operating 
limits if I do not use a wet scrubber, 
fabric filter, electrostatic precipi-
tator, or activated carbon injection, 
or if I limit emissions in some other 
manner, to comply with the emis-
sion limits? 

If you use an air pollution control de-
vice other than a wet scrubber, fabric 
filter, electrostatic precipitator, or ac-
tivated carbon injection, or limit emis-
sions in some other manner (e.g., mate-
rials balance) to comply with the emis-
sion limits in § 60.4845, you must meet 
the requirements in paragraphs (a) and 
(b) of this section. 

(a) Meet the applicable operating 
limits and requirements in § 60.4850, 
and establish applicable operating lim-
its according to § 60.4870. 

(b) Petition the Administrator for 
specific operating parameters, oper-
ating limits, and averaging periods to 
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