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area within the community as an area 
having special mudslide (i.e., mudflow) 
hazards, but the community has indi-
cated the presence of such hazards by 
submitting an application to partici-
pate in the Program, the community 
shall 

(1) Require permits for all proposed 
construction or other development in 
the community so that it may deter-
mine whether development is proposed 
within mudslide (i.e., mudflow)-prone 
areas; 

(2) Require review of each permit ap-
plication to determine whether the 
proposed site and improvements will be 
reasonably safe from mudslides (i.e., 
mudflows). Factors to be considered in 
making such a determination should 
include but not be limited to (i) the 
type and quality of soils, (ii) any evi-
dence of ground water or surface water 
problems, (iii) the depth and quality of 
any fill, (iv) the overall slope of the 
site, and (v) the weight that any pro-
posed structure will impose on the 
slope; 

(3) Require, if a proposed site and im-
provements are in a location that may 
have mudslide (i.e., mudflow) hazards, 
that (i) a site investigation and further 
review be made by persons qualified in 
geology and soils engineering, (ii) the 
proposed grading, excavations, new 
construction, and substantial improve-
ments are adequately designed and pro-
tected against mudslide (i.e., mudflow) 
damages, (iii) the proposed grading, ex-
cavations, new construction and sub-
stantial improvements do not aggra-
vate the existing hazard by creating ei-
ther on-site or off-site disturbances, 
and (iv) drainage, planting, watering, 
and maintenance be such as not to en-
danger slope stability. 

(b) When the Federal Insurance Ad-
ministrator has delineated Zone M on 
the community’s FIRM, the commu-
nity shall: 

(1) Meet the requirements of para-
graph (a) of this section; and 

(2) Adopt and enforce a grading ordi-
nance or regulation in accordance with 
data supplied by the Federal Insurance 
Administrator which (i) regulates the 
location of foundation systems and 
utility systems of new construction 
and substantial improvements, (ii) reg-
ulates the location, drainage and main-

tenance of all excavations, cuts and 
fills and planted slopes, (iii) provides 
special requirements for protective 
measures including but not necessarily 
limited to retaining walls, buttress 
fills, sub-drains, diverter terraces, 
benchings, etc., and (iv) requires engi-
neering drawings and specifications to 
be submitted for all corrective meas-
ures, accompanied by supporting soils 
engineering and geology reports. Guid-
ance may be obtained from the provi-
sions of the 1973 edition and any subse-
quent edition of the Uniform Building 
Code, sections 7001 through 7006, and 
7008 through 7015. The Uniform Build-
ing Code is published by the Inter-
national Conference of Building Offi-
cials, 50 South Los Robles, Pasadena, 
California 91101. 

[41 FR 46975, Oct. 26, 1976. Redesignated at 44 
FR 31177, May 31, 1979, as amended at 48 FR 
44552, Sept. 29, 1983; 49 FR 4751, Feb. 8, 1984] 

§ 60.5 Flood plain management criteria 
for flood-related erosion-prone 
areas. 

The Federal Insurance Administrator 
will provide the data upon which flood 
plain management regulations for 
flood-related erosion-prone areas shall 
be based. If the Federal Insurance Ad-
ministrator has not provided sufficient 
data to furnish a basis for these regula-
tions in a particular community, the 
community shall obtain, review, and 
reasonably utilize data available from 
other Federal, State or other sources, 
pending receipt of data from the Fed-
eral Insurance Administrator. How-
ever, when special flood-related erosion 
hazard area designations have been fur-
nished by the Federal Insurance Ad-
ministrator they shall apply. The sym-
bols defining such special flood-related 
erosion hazard designations are set 
forth in § 64.3 of this subchapter. In all 
cases the minimum requirements gov-
erning the adequacy of the flood plain 
management regulations for flood-re-
lated erosion-prone areas adopted by a 
particular community depend on the 
amount of technical data provided to 
the community by the Federal Insur-
ance Administrator. Minimum stand-
ards for communities are as follows: 

(a) When the Federal Insurance Ad-
ministrator has not yet identified any 
area within the community as having 
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special flood-related erosion hazards, 
but the community has indicated the 
presence of such hazards by submitting 
an application to participate in the 
Program, the community shall 

(1) Require the issuance of a permit 
for all proposed construction, or other 
development in the area of flood-re-
lated erosion hazard, as it is known to 
the community; 

(2) Require review of each permit ap-
plication to determine whether the 
proposed site alterations and improve-
ments will be reasonably safe from 
flood-related erosion and will not cause 
flood-related erosion hazards or other-
wise aggravate the existing flood-re-
lated erosion hazard; and 

(3) If a proposed improvement is 
found to be in the path of flood-related 
erosion or to increase the erosion haz-
ard, require the improvement to be re-
located or adequate protective meas-
ures to be taken which will not aggra-
vate the existing erosion hazard. 

(b) When the Federal Insurance Ad-
ministrator has delineated Zone E on 
the community’s FIRM, the commu-
nity shall 

(1) Meet the requirements of para-
graph (a) of this section; and 

(2) Require a setback for all new de-
velopment from the ocean, lake, bay, 
riverfront or other body of water, to 
create a safety buffer consisting of a 
natural vegetative or contour strip. 
This buffer will be designated by the 
Federal Insurance Administrator ac-
cording to the flood-related erosion 
hazard and erosion rate, in conjunction 
with the anticipated ‘‘useful life’’ of 
structures, and depending upon the 
geologic, hydrologic, topographic and 
climatic characteristics of the commu-
nity’s land. The buffer may be used for 
suitable open space purposes, such as 
for agricultural, forestry, outdoor 
recreation and wildlife habitat areas, 
and for other activities using tem-
porary and portable structures only. 

[41 FR 46975, Oct. 26, 1976. Redesignated at 44 
FR 31177, May 31, 1979, as amended at 48 FR 
44552, Sept. 29, 1983; 49 FR 4751, Feb. 8, 1984] 

§ 60.6 Variances and exceptions. 
(a) The Federal Insurance Adminis-

trator does not set forth absolute cri-
teria for granting variances from the 
criteria set forth in §§ 60.3, 60.4, and 

60.5. The issuance of a variance is for 
flood plain management purposes only. 
Insurance premium rates are deter-
mined by statute according to actu-
arial risk and will not be modified by 
the granting of a variance. The com-
munity, after examining the appli-
cant’s hardships, shall approve or dis-
approve a request. While the granting 
of variances generally is limited to a 
lot size less than one-half acre (as set 
forth in paragraph (a)(2) of this sec-
tion), deviations from that limitation 
may occur. However, as the lot size in-
creases beyond one-half acre, the tech-
nical justification required for issuing 
a variance increases. The Federal In-
surance Administrator may review a 
community’s findings justifying the 
granting of variances, and if that re-
view indicates a pattern inconsistent 
with the objectives of sound flood plain 
management, the Federal Insurance 
Administrator may take appropriate 
action under § 59.24(b) of this sub-
chapter. Variances may be issued for 
the repair or rehabilitation of historic 
structures upon a determination that 
the proposed repair or rehabilitation 
will not preclude the structure’s con-
tinued designation as a historic struc-
ture and the variance is the minimum 
necessary to preserve the historic char-
acter and design of the structure. Pro-
cedures for the granting of variances 
by a community are as follows: 

(1) Variances shall not be issued by a 
community within any designated reg-
ulatory floodway if any increase in 
flood levels during the base flood dis-
charge would result; 

(2) Variances may be issued by a 
community for new construction and 
substantial improvements to be erected 
on a lot of one-half acre or less in size 
contiguous to and surrounded by lots 
with existing structures constructed 
below the base flood level, in conform-
ance with the procedures of paragraphs 
(a) (3), (4), (5) and (6) of this section; 

(3) Variances shall only be issued by 
a community upon (i) a showing of 
good and sufficient cause, (ii) a deter-
mination that failure to grant the vari-
ance would result in exceptional hard-
ship to the applicant, and (iii) a deter-
mination that the granting of a vari-
ance will not result in increased flood 
heights, additional threats to public 
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