### 76.05–5 Manual alarm system.

(a) An approved manual alarm system shall be installed in all areas, other than the main machinery spaces, which are normally accessible to the passengers or crew on any vessel having sleeping accommodations for passengers or on any vessel on an international voyage.

(b) The arrangement and details of the manual alarm system shall be as set forth in subpart 76.35.

### 76.05–10 Supervised patrol system.

(a) A supervised patrol or watchman system shall be provided on all vessels as set forth in §§78.30–10 and 78.30–15 of this subchapter.

(b) [Reserved]

### 76.05–15 Fire main system.

(a) Fire pumps, hydrants, hose, and nozzles shall be installed on the following vessels:

1. On all self-propelled vessels.
2. After July 1, 1957, on all barges with sleeping accommodations for more than six persons.

(b) The arrangement and details of the fire main system shall be as set forth in subpart 76.10.

### 76.05–20 Fixed fire extinguishing systems.

Approved fire extinguishing systems must be installed, as required by table 76.05–1(a) on all self-propelled vessels and on all barges with sleeping accommodations for more than six persons. Previously approved installations may be retained as long as they are maintained in good condition to the satisfaction of the Officer in Charge, Marine Inspection.

### 76.05–25 Hand portable fire extinguishers and semiprotective fire extinguishing systems.

(a) Approved hand portable fire extinguishers and semiprotective fire extinguishing systems shall be installed on all vessels as set forth in subpart 76.50.

(b) [Reserved]