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46 CFR Ch. I (10–1–13 Edition) § 108.404 

§ 108.404 Selection of fire detection 
system. 

(a) If a fire detector is in a space, it 
must provide effective detection of 
fires most likely to occur in the space. 

(b) The fire detection system must be 
designed to minimize false alarms. 

§ 108.405 Fire detection system. 

(a) Each fire detection system and 
each smoke detection system on a unit 
must— 

(1) Be approved by the Commandant; 
and 

(2) Have a visual alarm and an audi-
ble alarm in the pilothouse or at a nor-
mally manned control station for the 
system. 

(b) Each fire detection system must 
be divided into zones to limit the area 
covered by any particular alarm signal. 

(c) Each visual alarm must— 
(1) Have a chart or diagram next to 

the alarm that shows the location of 
the zones in the system and that con-
tains the instructions for operating, 
and testing the system; 

(2) When activated show the zone in 
the system where fire has been de-
tected; and 

(3) Be in a noticeable location in the 
pilothouse or control station. 

§ 108.407 Detectors for electric fire de-
tection system. 

(a) Each detector in an electric fire 
detection system must be located 
where— 

(1) No portion of the overhead of a 
space protected is more than 3 meters 
(10 feet) from a detector; 

(2) Beams and girders extending 
below the ceiling of the space protected 
and any other obstructions do not de-
tract from the effectiveness of the de-
tector; and 

(3) Damage to the detector is un-
likely to occur if it is not protected. 

(b) Each detector must be set to acti-
vate at not less than 57 °C (135 °F) and 
at not more than 73 °C (165 °F), except 
that if a space normally has a high am-
bient temperature each detector may 
be set to activate at not less than 80 °C 
(175 °F) and not more than 107 °C (225 
°F). 

§ 108.409 Location and spacing of tub-
ing in pneumatic fire detection sys-
tem. 

(a) All tubing in a pneumatic fire de-
tection system must be on the over-
head or within 300 millimeters (12 
inches) of the overhead on a bulkhead 
in a location where— 

(1) No portion of the overhead is 
more than 3.6 meters (12 feet) from the 
nearest point of tubing; 

(2) Beams or girders extending below 
the ceiling or other obstructions do not 
detract from the effectiveness of the 
tubing; and 

(3) Damage to the tubing, is unlikely 
to occur if it is not protected. 

(b) If tubing in a tubing circuit is in-
stalled in an enclosed space, at least 
5% of the tubing in the circuit must be 
exposed in the space, except that at 
least 7.6 meters (25 feet) of tubing must 
always be exposed in the space. 

(c) A pneumatic fire detection sys-
tem must be set to activate after ap-
proximately a 22 °C. (40 °F.) per minute 
increase in temperature at the center 
of the circuit in the system. 

§ 108.411 Smoke detection system. 
Each smoke accumulator in a smoke 

detection system must be located on 
the overhead of the compartment pro-
tected by the system in a location— 

(a) Where no portion of the overhead 
of the compartment is more than 12 
meters (40 feet) from an accumulator; 

(b) That is no closer to the opening of 
a ventilator than 3 times the diameter 
or equivalent size of the opening. 

(c) Where damage to the accumulator 
is unlikely to occur if it is not pro-
tected. 

§ 108.413 Fusible element fire detec-
tion system. 

(a) A fusible element fire detection 
system may be installed. 

(b) The arrangements for the system 
must be acceptable to the Com-
mandant. 

FIRE MAIN SYSTEM 

§ 108.415 Fire pump: General. 
A fire main system must have at 

least two independently driven fire 
pumps that can each deliver water at a 
continuous pitot tube pressure of at 
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Coast Guard, DHS § 108.425 

least 3.5 kilograms per square centi-
meter (approximately 50 pounds per 
square inch) at least two fire hose noz-
zles that are connected to the highest 
two fire hydrants on the unit. Alter-
native designs that meet the pressure 
requirement of this paragraph will be 
considered for column stabilized and 
self elevating units. 

§ 108.417 Fire pump components and 
associated equipment. 

(a) Each fire pump in a fire main sys-
tem must have a relief valve on its dis-
charge side that is set to relieve at 1.75 
kilograms per square centimeter (ap-
proximately 25 pounds per square inch) 
in excess of the pump discharge pres-
sure necessary to meet the pressure re-
quired in § 108.415 for the pump or 8.6 
kilograms per square centimeters (ap-
proximately 125 pounds per square 
inch), whichever is greater. A relief 
valve may be omitted if the pump oper-
ating under shut off condition is not 
capable of developing the pressure de-
scribed in § 108.415 plus 1.75 kilograms 
per square centimeter (25 pounds per 
square inch). 

(b) Each fire pump in a fire main sys-
tem must have a pressure gauge on its 
discharge side. 

(c) Fire pumps may be used for other 
purposes. One of the required pumps 
must be kept available for use on the 
fire system at all times. If a fire pump 
is used in a system other than the fire 
main system, except for branch lines 
connected to the fire main for deck 
washing, each pipe connecting the 
other system must be connected to the 
pump discharge through a shut off 
valve at a manifold near the pump. If 
the fire pump exceeds the pressure in 
§ 108.417(a), the pipe leading from the 
discharge manifold to other portions of 
the fire main system must have a re-
ducing station and a pressure gauge in 
addition to the pressure gauge required 
by paragraph (b) of this section. 

(d) If a fire pump has a reducing sta-
tion, the relief valve required by para-
graph (a) of this section for the pump 
and the additional pressure gauge re-
quired in paragraph (c) of this section 
must not be located on the discharge 
side of the reducing station. 

(e) An oil line must not be connected 
to a fire pump. 

[CGD 73–251, 43 FR 56808, Dec. 4, 1978, as 
amended by CGD 95–028, 62 FR 51208, Sept. 30, 
1997] 

§ 108.419 Fire main capacity. 

The diameter of the fire main must 
be sufficient for the effective distribu-
tion of the maximum required dis-
charge from two fire pumps operating 
simultaneously. 

§ 108.421 Location of fire pumps and 
associated equipment. 

Each fire pump required by § 108.415, 
and the source of power, controls, sea 
connections for the fire pump, and 
booster pumps, if installed, must be in-
stalled in locations where, if a fire oc-
curs in an enclosed space, all of the fire 
pumps on the unit are not made inoper-
ative, except that if compliance with 
this requirement is impracticable, a 
gas type extinguishing system may be 
installed to protect at least one of the 
fire pumps, its source of power, and 
controls. 

§ 108.423 Fire hydrants and associated 
equipment. 

(a) A fire main system must have 
enough fire hydrants so that each ac-
cessible space may be sprayed with at 
least two spray patterns of water. 

(b) In a main machinery space, ex-
cept a shaft alley with no assigned 
space for stowage of combustibles, each 
spray pattern of water must be from 
one length of fire hose and each must 
be from a separate outlet. In all other 
spaces at least one spray pattern of 
water must be from one length of fire 
hose. 

(c) No outlet on a fire hydrant may 
point above the horizontal. 

(d) Each fire hydrant must have at 
least one spanner and at least one fire 
hose rack or reel. 

§ 108.425 Fire hoses and associated 
equipment. 

(a) Each length of fire hose in a fire 
main system must be— 

(1) Of 11⁄2 or 21⁄2 inch nominal hose 
size diameter; 

(2) Of 50 foot nominal hose size 
length; and 

VerDate Mar<15>2010 08:51 Dec 13, 2013 Jkt 229200 PO 00000 Frm 00167 Fmt 8010 Sfmt 8010 Y:\SGML\229200.XXX 229200pm
an

gr
um

 o
n 

D
S

K
3V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2013-12-26T10:31:10-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




