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46 CFR Ch. I (10–1–13 Edition) § 90.05–5 

[CGFR 65–50, 30 FR 16970, Dec. 30, 1965, as amended by CGFR 67–83, 33 FR 1109, Jan. 27, 1968; 
CGFR 70–10, 35 FR 3711, Feb. 25, 1970; CGD 73–96, 42 FR 49025, Sept. 26, 1977; CGD 77–042, 42 FR 
63643, Dec. 19, 1977; CGD 86–033, 53 FR 36025, Sept. 16, 1988; CGD 86–033, 53 FR 46871, Nov. 21, 
1988; CGD 90–008, 55 FR 30661, July 26, 1990; USCG–1999–5040, 67 FR 34792, May 15, 2002; USCG– 
2008–1107, 74 FR 63655, Dec. 4, 2009; USCG–2011–0363, 78 FR 53320, Aug. 29, 2013] 

§ 90.05–5 Specific application noted in 
text. 

(a) At the beginning of the various 
parts, subparts, and sections, a more 
specific application is generally given 
for the particular portion of the text 
involved. This application sets forth 
the types, sizes, or services or vessels 
to which the text pertains, and in 
many cases limits the application of 
the text to vessels contracted for be-
fore or after a specific date. As used in 
this subchapter, the term ‘‘vessels con-
tracted for’’ includes not only the con-
tracting for the construction of a ves-
sel, but also the contracting for a ma-
terial alteration to a vessel, the con-
tracting for the conversion of a vessel 
to a cargo or miscellaneous vessel, and 
the changing of service or route of a 
vessel if such change increases or modi-
fies the general requirements for the 
vessel or increases the hazards to 
which it might be subjected. 

§ 90.05–7 Ocean or unlimited coastwise 
vessels on inland and Great Lakes 
routes. 

(a) Vessels inspected and certificated 
for ocean or unlimited coastwise routes 
shall be considered suitable for naviga-
tion insofar as the provisions of this 
subchapter are concerned on any in-
land routes, including the Great Lakes. 

§ 90.05–10 Application to vessels on an 
international voyage. 

(a) Except for yachts and fishing ves-
sels and as provided in paragraphs (b), 
(c), and (d) of this section, the regula-
tions in this subchapter that apply to a 
vessel on an ‘‘international voyage’’ 
apply to a vessel that— 

(1) Is mechanically propelled and of 
at least 500 gross tons; and 

(2) Is engaged on a voyage— 
(i) From a country to which the 

International Convention for Safety of 
Life at Sea, 1974, (SOLAS 74) applies, to 
a port outside that country or the re-
verse; 

(ii) From any territory, including the 
Commonwealth of Puerto Rico, all pos-

sessions of the United States and all 
lands held by the United States under 
a protectorate or mandate, whose 
international relations are the respon-
sibility of a contracting SOLAS 74 gov-
ernment, or which is administered by 
the United Nations, to a port outside 
the territory or the reverse; or 

(iii) Between the contiguous states of 
the United States and the states of Ha-
waii or Alaska or between the states of 
Hawaii and Alaska. 

(b) The regulations that apply to a 
vessel on an ‘‘international voyage’’ in 
this subchapter do not apply to ships 
engaged on a voyage solely on the 
Great Lakes and the St. Lawrence 
River as far east as a straight line 
drawn from Cap de Rosiers to West 
Point, Anticosti Island, the 63d Merid-
ian; 

(c) The Commandant or his author-
ized representative may exempt any 
vessel on an international voyage from 
the requirements of this subchapter if 
the vessel— 

(1) Makes a single international voy-
age in exceptional circumstances; and 

(2) Meets safety requirements pre-
scribed for the voyage by the Com-
mandant. 

(d) The Commandant or his author-
ized representative may exempt any 
vessel from the construction require-
ments of this subchapter if the vessel 
does not proceed more than 20 nautical 
miles from the nearest land in the 
course of its voyage. 

[CGD 72–131R, 38 FR 29320, Oct. 24, 1973, as 
amended by CGD 90–008, 55 FR 30661, July 26, 
1990; CGD 84–069, 61 FR 25288, May 20, 1996] 

§ 90.05–20 Applicability to offshore 
supply vessels. 

(a) Existing offshore supply vessels as 
defined by § 90.10–40(b), if they are of 100 
or more but of less than 500 gross tons, 
are subject to inspection under this 
subchapter. New offshore supply ves-
sels as defined by § 90.10–40(c), are sub-
ject to inspection under subchapter L 
of this chapter. 
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