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(3) The port where the coal was load-
ed and the destination of the coal; 

(4) The last port of call of the vessel 
and its next port of call; and 

(5) What action has been taken. 
(l) If the level of methane as mon-

itored under paragraph (h) of this sec-
tion reaches 20 percent of the LFL or is 
increasing rapidly, ventilation of the 
cargo hold, under paragraph (f) of this 
section, must be initiated. If this ven-
tilation is provided by opening the 
cargo hatches, care must be taken to 
avoid generating sparks. 

(m) The frequency of monitoring re-
quired by paragraph (f) of this section 
may be reduced at the discretion of the 
master provided that— 

(1) The level of gas measured is less 
than 20 percent of the LFL; 

(2) The level of gas measured has re-
mained steady or decreased over three 
consecutive readings, or has increased 
by less than 5 percent over four con-
secutive readings spanning at least 48 
hours; and 

(3) Monitoring continues at intervals 
sufficient to determine that the level 
of gas remains within the parameters 
of paragraphs (m)(1) and (m)(2) of this 
section. 

§ 148.242 Copra. 
Copra must have surface ventilation. 

It must not be stowed against heated 
surfaces including fuel oil tanks which 
may require heating. 

§ 148.245 Direct reduced iron (DRI); 
lumps, pellets, and cold-molded bri-
quettes. 

(a) Before loading DRI lumps, pellets, 
or cold-molded briquettes— 

(1) The master must have a written 
certification from a competent person 
appointed by the shipper and recog-
nized by the Commandant (CG–ENG–5) 
stating that the DRI, at the time of 
loading, is suitable for shipment; 

(2) The DRI must be aged for at least 
3 days, or be treated with an air 
passivation technique or some other 
equivalent method that reduces its re-
activity to at least the same level as 
the aged DRI; and 

(3) Each hold and bilge must be as 
clean and dry as practical. Other than 
double bottom tanks, adjacent ballast 
tanks must be kept empty when pos-

sible. All wooden fixtures, such as bat-
tens, must be removed from the hold. 

(b) Each boundary of a hold where 
DRI lumps, pellets, or cold-molded bri-
quettes are to be carried must be re-
sistant to fire and passage of water. 

(c) DRI lumps, pellets, or cold-mold-
ed briquettes that are wet, or that are 
known to have been wetted, may not be 
accepted for transport. The moisture 
content of the DRI must not exceed 0.3 
percent prior to loading. 

(d) DRI lumps, pellets and cold-mold-
ed briquettes must be protected at all 
times from contact with water, and 
must not be loaded or transferred from 
one vessel to another during periods of 
rain or snow. 

(e) DRI lumps, pellets, or cold-mold-
ed briquettes may not be loaded if their 
temperature is greater than 65 °C (150 
°F). 

(f) The shipper of DRI lumps, pellets, 
or cold-molded briquettes in bulk must 
ensure that an inert atmosphere of less 
than 5 percent oxygen and 1 percent 
hydrogen, by volume, is maintained 
throughout the voyage in any hold con-
taining these materials. 

(g) When DRI lumps, pellets, or cold- 
molded briquettes are loaded, pre-
cautions must be taken to avoid the 
concentration of fines (pieces less than 
6.35mm in size) in any one location in 
the cargo hold. 

(h) Radar and RDF scanners must be 
protected against the dust generated 
during cargo transfer operations of DRI 
lumps, pellets, or cold-molded bri-
quettes. 

§ 148.250 Direct reduced iron (DRI); 
hot-molded briquettes. 

(a) Before loading DRI hot-molded 
briquettes— 

(1) The master must have a written 
certification from a competent person 
appointed by the shipper and recog-
nized by the Commandant (CG–ENG–5) 
that at the time of loading the DRI 
hot-molded briquettes are suitable for 
shipment; and 

(2) Each hold and bilge must be as 
clean and dry as practical. Except dou-
ble bottom tanks, adjacent ballast 
tanks must be kept empty where pos-
sible. All wooden fixtures, such as bat-
tens, must be removed. 
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(b) All boundaries of a hold must be 
resistant to fire and passage of water 
to carry DRI hot-molded briquettes. 

(c) DRI hot-molded briquettes must 
be protected at all times from contact 
with water. They must not be loaded or 
transferred from one vessel to another 
during periods of rain or snow. 

(d) DRI hot-molded briquettes may 
not be loaded if their temperature is 
greater than 65 °C (150 °F). 

(e) When loading DRI hot-molded bri-
quettes, precautions must be taken to 
avoid the concentration of fines (pieces 
less than 6.35mm in size) in any one lo-
cation in the cargo hold. 

(f) Adequate surface ventilation must 
be provided when carrying or loading 
DRI hot-molded briquettes. 

(g) When DRI hot-molded briquettes 
are carried by unmanned barge— 

(1) The barge must be fitted with 
vents adequate to provide natural ven-
tilation; and 

(2) The cargo hatches must be closed 
at all times after loading the DRI hot- 
molded briquettes. 

(h) Radar and RDF scanners must be 
adequately protected against dust gen-
erated during cargo transfer operations 
of DRI hot-molded briquettes. 

(i) During final discharge only, a fine 
spray of water may be used to control 
dust from DRI hot-molded briquettes. 

§ 148.255 Ferrosilicon, aluminum 
ferrosilicon, and aluminum silicon 
containing more than 30% but less 
than 90% silicon. 

(a) This section applies to the stow-
age and transportation of ferrosilicon, 
aluminum ferrosilicon, and aluminum 
silicon containing more than 30 percent 
but less than 90 percent silicon. 

(b) The shipper of material described 
in paragraph (a) of this section must 
give the master a written certification 
stating that after manufacture the ma-
terial was stored under cover, but ex-
posed to the weather, in the particle 
size in which it is to be shipped, for at 
least three days before shipment. 

(c) Material described in paragraph 
(a) of this section must be protected at 
all times from contact with water, and 
must not be loaded or unloaded during 
periods of rain or snow. 

(d) Except as provided in paragraph 
(e) of this section, each hold containing 
material described in paragraph (a) of 

this section must be mechanically ven-
tilated by at least two separate fans. 
The total ventilation must be at least 
five air changes per hour, based on the 
empty hold. Ventilation must not 
allow escaping gas to reach accommo-
dation or work spaces, on or under 
deck. 

(e) An unmanned barge which is pro-
vided with natural ventilation need not 
comply with paragraph (d) of this sec-
tion. 

(f) Each space adjacent to a hold con-
taining material described in para-
graph (a) of this section must be well 
ventilated with mechanical fans. No 
person may enter that space unless it 
has been tested to ensure that it is free 
from phosphine and arsine gases. 

(g) Scuttles and windows in accom-
modation and work spaces adjacent to 
holds containing material described in 
paragraph (a) of this section must be 
kept closed while this material is being 
loaded and unloaded. 

(h) Any bulkhead between a hold con-
taining material described in para-
graph (a) of this section and an accom-
modation or work space must be gas 
tight and adequately protected against 
damage from any unloading equipment. 

(i) When a hold containing material 
described in paragraph (a) of this sec-
tion is equipped with atmosphere sam-
pling type smoke detectors with lines 
that terminate in accommodation or 
work spaces, those lines must be 
blanked off gas-tight. 

(j) If a hold containing material de-
scribed in paragraph (a) of this section 
must be entered at any time, the 
hatches must be open for two hours be-
fore entry to dissipate any accumu-
lated gases. The atmosphere in the 
hold must be tested to ensure that 
there is no phosphine or arsine gas 
present. 

(k) After unloading material de-
scribed in paragraph (a) of this section, 
each cargo hold must be thoroughly 
cleaned and tested to ensure that no 
phosphine or arsine gas remains. 

§ 148.260 Ferrous metal. 
(a) This part does not apply to the 

stowage and transportation in bulk of 
stainless steel borings, shavings, 
turnings, or cuttings; nor does this 
part apply to an unmanned barge on a 
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