
102 

46 CFR Ch. I (10–1–13 Edition) § 160.047–6 

buoyancy; and the pad inserts from 
child small vests shall provide not less 
than 71⁄4 pounds buoyancy. 

(f) Body strap test. The complete body 
strap assembly, including hardware, 
shall be tested for strength by attach-
ing the dee ring to a suitable support 
such that the assembly hangs 
vertically its full length. A weight as 
specified in § 160.047–3(f) shall be at-
tached to the other end on the snap 
hook for 10 minutes. The specified 
weight shall not break or excessively 
distort the body strap assembly. 

[CGFR 65–37; 30 FR 11581, Sept. 10, 1965, as 
amended by CGD 72–90R, 37 FR 10836, May 31, 
1972; CGD 75–008, 43 FR 9772, Mar. 9, 1978] 

§ 160.047–6 Marking. 
(a) Each buoyant vest must have the 

following information clearly marked 
in waterproof lettering that can be 
read at a distance of 2 feet: 

Type II Personal Flotation Device. 
Inspected and tested in accordance with 

U.S. Coast Guard regulations. 
(Kapok or Fibrous glass) buoyant material 

provides a minimum buoyant force of (16 
lb., 11 lb., or 71⁄4 lb.). 

Dry out thoroughly when wet. 
Do not snag or puncture inner plastic 

cover. 
If pads become waterlogged, replace device. 
Approved for use on all recreational boats 

and on uninspected commercial vessels 
less than 40 feet in length not carrying 
passengers for hire by persons weighing 
(over 90 lb., 50 to 90 lb., or less than 50 
lb.). 

U.S. Coast Guard Approval No. 160.047/(as-
signed manufacturer’s No.)/(Revision 
No.); (Model No.). 

(Name and address of manufacturer or dis-
tributor.). 

(Lot No.). 

(b) Waterproof marking tags. Marking 
for buoyant vests shall be sufficiently 
waterproof so that after 72 hours sub-
mergence in water, it will withstand 
vigorous rubbing by hand while wet 
without the printed matter becoming 
illegible. 

[CGD 72–163R, 38 FR 8119, Mar. 28, 1973, as 
amended by CGD 75–008, 43 FR 9770, Mar. 9, 
1978] 

§ 160.047–7 Recognized laboratory. 
(a) A manufacturer seeking Coast 

Guard approval of a product under this 
subpart shall follow the approval pro-

cedures of subpart 159.005 of this chap-
ter, and shall apply for approval di-
rectly to a recognized independent lab-
oratory. The following laboratories are 
recognized under § 159.010–7 of this part, 
to perform testing and approval func-
tions under this subpart: 

Underwriters Laboratories, 12 Laboratory 
Drive, P.O. Box 13995, Research Triangle 
Park, NC 27709–3995, (919) 549–1400. 

(b) Production oversight must be per-
formed by the same laboratory that 
performs the approval tests unless, as 
determined by the Commandant, the 
employees of the laboratory per-
forming production oversight receive 
training and support equal to that of 
the laboratory that performed the ap-
proval testing. 

[CGD 93–055, 61 FR 13930, Mar. 28, 1996] 

Subpart 160.048—Specification for 
a Buoyant Cushion, Fibrous Glass 

§ 160.048–1 Incorporation by reference. 

(a) Specifications and Standards. This 
subpart makes reference to the fol-
lowing documents: 

(1) Military specification: 

MIL-B-2766—Batt, Fibrous Glass, Lifesaving 
Equipment. 

(2) Federal Specifications: 

CCC-C-700G—Cloth, Coated, Vinyl, Coated 
(Artificial Leather). 

CCC-C-426D—Cloth, Cotton Drill. 
L-P-375C—Plastic Film, Flexible, Vinyl Chlo-

ride. 

(3) Federal standard: 

No. 751—Stitches, Seams, and Stitchings. 

(4) Coast Guard specification: 

164.003—Kapok, Processed. 

(b) Plan. The following plan, of the 
issue in effect on the date kapok or fi-
brous glass buoyant cushions are man-
ufactured, form a part of this subpart: 

(1) Coast Guard Dwg. No. 160.048–1. 
(c) Copies on File. Copies of the speci-

fications and plan referred to in this 
section shall be kept on file by the 
manufacturer, together with the ap-
proved plans and certificate of ap-
proval. The Coast Guard specification 
and plan may be obtained upon request 
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from Commandant (CG–ENG), Attn: Of-
fice of Design and Engineering Sys-
tems, U.S. Coast Guard Stop 7509, 2703 
Martin Luther King Jr. Avenue SE., 
Washington, DC 20593–7509, or recog-
nized laboratory. The Federal Speci-
fications and the Federal Standard 
may be purchased from the Business 
Service Center, General Services Ad-
ministration, Washington; DC 20407. 
The Military Specification may be ob-
tained from the Military Specifications 
and Standards, Standardization Docu-
ments Order Desk, Building 4D, 700 
Robbins Avenue, Philadelphia, PA 
19111–5094, https://assist.daps.dla.mil/ 
quicksearch/. 

[CGFR 65–37, 30 FR 11583, Sept. 10, 1965, as 
amended by CGFR 70–143, 35 FR 19962, Dec. 
30, 1970; CGD 78–012, 43 FR 27153, 27154, June 
22, 1978; USCG–1999–6216, 64 FR 53227, Oct. 1, 
1999; USCG–2013–0671, 78 FR 60157, Sept. 30, 
2013] 

§ 160.048–2 Types and sizes. 
(a) Types. Buoyant cushions shall be 

of the box type, i.e., have top, bottom 
and gusset. Pillow type cushions with-
out a gusset are not acceptable. 

(b) Sizes. Buoyant cushions shall have 
not less than 225 square inches top sur-
face area; widths and lengths which fall 
within the dimensions shown in Tables 
160.048–4(c)(1)(i) and 160.048–4(c)(1)(ii); 
and thickness not less than 2 nor more 
than 3 inches, the thickness to be con-
sidered as the finished width of the 
gusset between seams. 

[CGFR 65–37, 30 FR 11583, Sept. 10, 1965] 

§ 160.048–3 Materials. 
(a) General. All components used in 

the construction of buoyant cushions 
must meet the applicable requirements 
of subpart 164.019 of this chapter. 

(b) Kapok. The kapok shall be all new 
material complying with Specification 
subpart 164.003 of this subchapter and 
shall be properly processed. 

(c) Fibrous glass. The fibrous glass 
shall comply with the requirements of 
specification MIL-B-2766. 

(d) Cover. Cotton fabrics and coated 
upholstery cloth meeting the minimum 
requirements set forth in paragraphs 
(d) (1) and (2) of this section are accept-
able for use as covers for buoyant cush-
ions, but alternate materials will be 
given special consideration. Pro rata 

widths of like construction will be ac-
ceptable. 

(1) Cotton fabrics. Cotton fabrics shall 
comply with the requirements of Fed-
eral Specification CCC-C-426 for Type I, 
Class 3 material. 

(2) Coated upholstery cloth. Coated up-
holstery cloth shall comply with the 
requirements of Federal Specification 
CCC-A-700. 

(e) Pad covering. The covering for the 
buoyant pad inserts shall be flexible 
vinyl film not less than 0.008 inch in 
thickness meeting the requirements of 
Federal Specification L-P-375 for Type 
I or II, Class 1, film. 

(f) Grab straps. The grab straps shall 
be of materials permitted for the cover, 
or approved equivalent. 

(g) Thread. Each thread must meet 
the requirements of subpart 164.023 of 
this chapter. Only one kind of thread 
may be used in each seam. 

(h) Welting. The welting where used 
may be any fiber or plastic material 
suitable for the purpose. 

[CG FR 65–37, 30 FR 11583, Sept. 10, 1965, as 
amended by CGD 78–012, 43 FR 27154, June 22, 
1978; CGD 84–068, 58 FR 29493, May 20, 1993] 

§ 160.048–4 Construction and work-
manship. 

(a) General. This specification covers 
buoyant cushions of the box type filled 
with kapok or fibrous glass contained 
in heat-sealed vinyl film pad covers 
which are inserted in an outer cover 
fitted with grab straps. The primary 
purpose of such cushions is to provide 
buoyancy to aid a person in keeping 
afloat in the water. No hooks, snaps, or 
other means shall be included which 
might facilitate fastening the cushion 
to a boat. Buoyant cushions shall be of 
such size and volume as to provide not 
less than 20 pounds buoyancy when 
tested in the manner described in 
§ 160.048–5(e), but no cushion providing 
less than 225 square inches of top sur-
face area or measuring less than 2 
inches or more than 3 inches in thick-
ness will be acceptable. 

(b) Cover. One piece of material each 
for the top and bottom shall be 
stitched together to form the cover ex-
cept that piecing of the cover material 
will be allowed provided it is for deco-
rative purposes only. Gusset or boxing 
materials shall be of not more than 

VerDate Mar<15>2010 13:21 Nov 21, 2013 Jkt 229202 PO 00000 Frm 00113 Fmt 8010 Sfmt 8010 Y:\SGML\229202.XXX 229202w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2013-11-23T03:52:19-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




