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46 CFR Ch. I (10–1–13 Edition) § 169.117 

Federal Specification ZZ-H-451 
‘‘Hose, Fire, Woven-Jacketed Rub-
ber or Cambric-Lined, with Cou-
plings, F.’’ 

(5) Underwriters Laboratories, Inc. 
(UL), 12 Laboratory Drive, Re-
search Triangle Park, NC 27709–3995 

UL 19–78—‘‘Woven Jacketed, Rubber 
Lined Fire Hose’’ 

[CGD 83–005, 51 FR 896, Jan. 9, 1986, as amend-
ed by CGD 95–072, 60 FR 50468, Sept. 29, 1995; 
CGD 96–041, 61 FR 50734, Sept. 27, 1996; USCG– 
1999–6216, 64 FR 53228, Oct. 1, 1999; USCG– 
2009–0702, 74 FR 49239, Sept. 25, 2009; USCG– 
2012–00832, 77 FR 59788, Oct. 1, 2012; USCG– 
2013–0671, 78 FR 60163, Sept. 30, 2013] 

§ 169.117 OMB control numbers. 

(a) Purpose. This section collects and 
displays the control numbers assigned 
to information collection and record-
keeping requirements in this sub-
chapter by the Office of Management 
and Budget (OMB) pursuant to the Pa-
perwork Reduction Act of 1980 (44 
U.S.C. 3501 et seq.). The Coast Guard in-
tends that this section comply with the 
requirements of 44 U.S.C. 3507(f) which 
requires that agencies display a cur-
rent control number assigned by the 
Director of OMB for each approved 
agency information collection require-
ment. 

(b) Display. 

46 CFR part— OMB control No. 

§ 169.111 ................................... 1625–0002 
§ 169.201 ................................... 1625–0002 
§ 169.205 ................................... 1625–0002, 1625–0014, 

1625–0018, 1625–0032, 
and 1625–0038 

§ 169.211 ................................... 1625–0002 
§ 169.213 ................................... 1625–0002 
§ 169.215 ................................... 1625–0002 
§ 169.217 ................................... 1625–0002 
§ 169.218 ................................... 1625–0002, 1625–0014, 

1625–0018, 1625–0032, 
and 1625–0038 

§ 169.219 ................................... 1625–0002, 1625–0014, 
1625–0018, 1625–0032, 

and 1625–0038 
§ 169.233 ................................... 1625–0032 
§ 169.235 ................................... 1625–0002 
§ 169.305 ................................... 1625–0038, 1625–0064 
§ 169.509 ................................... 1625–0035, 1625–0038 
§ 169.807 ................................... 1625–0001 
§ 169.813 ................................... 1625–0002, 1625–0014, 

1625–0018, 1625–0032, 
and 1625–0038 

§ 169.840 ................................... 1625–0064 
§ 169.841 ................................... 1625–0002, 1625–0014, 

1625–0018, 1625–0032, 
and 1625–0038 

46 CFR part— OMB control No. 

§ 169.857 ................................... 1625–0002, 1625–0014, 
1625–0018, 1625–0032, 

and 1625–0038. 

[CGD 83–005, 51 FR 896, Jan. 9, 1986, as amend-
ed by CGD 88–072, 53 FR 34298, Sept. 6, 1988; 
CGD 89–037, 57 FR 41824, Sept. 11, 1992; USCG– 
2004–18884, 69 FR 58350, Sept. 30, 2004] 

§ 169.119 Vessel status. 
For the purpose of 46 U.S.C. 11101, 46 

App. U.S.C. 291 and 46 App. U.S.C. 883 a 
sailing school vessel is not deemed a 
merchant vessel or a vessel engaged in 
trade or commerce. 

§ 169.121 Loadlines. 
Sailing school vessels must meet the 

applicable loadline regulations con-
tained in Subchapter E (Load Lines) of 
this chapter. 

Subpart 169.200—Inspection and 
Certification 

CERTIFICATE OF INSPECTION 

§ 169.201 When required. 
(a) No sailing school vessel shall be 

operated without a valid Certificate of 
Inspection, Form CG–3753. 

(b) Except as noted in this subpart, 
each sailing school vessel inspected 
and certificated under the provisions of 
this subchapter must, during the ten-
ure of the certificate, be in full compli-
ance with the terms of the certificate 
when carrying six or more individuals 
who are sailing school students or sail-
ing school instructors. 

(c) If necessary to prevent delay of 
the vessel, a temporary Certificate of 
Inspection, Form CG–854, is issued 
pending the issuance and delivery of 
the regular Certificate of Inspection, 
Form CG–3753. The temporary certifi-
cate is carried in the same manner as 
the regular certificate and is consid-
ered the same as the regular certificate 
of inspection which it represents. 

§ 169.203 Description. 
The certificate of inspection issued 

to a vessel describes the vessel, the 
route which it may travel, the min-
imum manning requirements, the 
major lifesaving equipment carried, 
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Coast Guard, DHS § 169.211 

the minimum fire extinguishing equip-
ment and life preservers required to be 
carried, the maximum number of sail-
ing school students and instructors and 
the maximum number of persons which 
may be carried, the name of the owner 
and operator, and such conditions of 
operations as may be determined by 
the Officer in Charge, Marine Inspec-
tion. 

§ 169.205 Obtaining or renewing a Cer-
tificate of Inspection. 

(a) A qualified organization attempt-
ing to obtain or renew a certificate of 
inspection for a vessel must submit to 
the Coast Guard Officer in Charge, Ma-
rine Inspection located in or nearest 
the port at which the inspection is to 
be made, the following— 

(1) An application for inspection on 
Form CG–3752; and 

(2) Evidence that the vessel has been 
designated as a sailing school vessel or 
an application for designation, as set 
forth in § 169.218; and 

(3) Information concerning the pro-
gram’s age and physical qualifications 
for students and instructors and the 
ratio of students to instructors. 

(b) The application for initial inspec-
tion of a vessel being newly con-
structed or converted must be sub-
mitted prior to the start of such con-
struction or conversion. 

(c) The construction, arrangement 
and equipment of all vessels must be 
acceptable to the cognizant Officer in 
Charge, Marine Inspection, as a pre-
requisite of the issuance of the initial 
certificate of inspection. Acceptance 
will be based on the information, speci-
fications, drawings and calculations 
available to the Officer in Charge, Ma-
rine Inspection, and on the successful 
completion of an initial inspection for 
certification. 

(d) You must submit a written appli-
cation for an inspection for certifi-
cation to the cognizant Officer in 
Charge, Marine Inspection. To renew a 
Certificate of Inspection, you must 
submit an application at least 30 days 
before the expiration of the vessel’s 
current certificate. Applications are 
available at any U.S. Coast Guard Sec-
tor Office or Marine Inspection Office. 
When renewing a Certificate of Inspec-
tion, you must schedule an inspection 

for certification within the 3 months 
before the expiration date of the cur-
rent Certificate of Inspection. 

(e) The condition of the vessel and its 
equipment must be acceptable to the 
cognizant Officer in Charge, Marine In-
spection, as a prerequisite of the cer-
tificate of inspection renewal. Accept-
ance will be based on the condition of 
the vessel as found at the inspection 
for certification. 

[CGD 83–005, 51 FR 896, Jan. 9, 1986, as amend-
ed by USCG–1999–4976, 65 FR 6507, Feb. 9, 2000; 
USCG–2006–25556, 72 FR 36330, July 2, 2007] 

§ 169.207 Period of validity for a Cer-
tificate of Inspection. 

(a) A Certificate of Inspection is 
valid for 5 years. 

(b) Certificates of inspection may be 
revoked, or suspended and withdrawn 
by the Officer in Charge, Marine In-
spection, at any time for noncompli-
ance with the provisions of this sub-
chapter or requirements established 
thereunder. 

[CGD 83–005, 51 FR 896, Jan. 9, 1986, as amend-
ed by USCG–1999–4976, 65 FR 6507, Feb. 9, 2000] 

§ 169.209 Routes permitted. 
(a) The area of operation for each 

vessel is designated by the Officer in 
Charge, Marine Inspection and re-
corded on its Certificate of Inspection. 
Each area of operation is described on 
the Certificate of Inspection under the 
major headings ‘‘exposed waters,’’ 
‘‘partially protected waters,’’ or ‘‘pro-
tected waters,’’ as applicable. Further 
limitations imposed or extensions 
granted are described by reference to 
bodies of waters, geographical points, 
distance from geographical points, dis-
tances from land, depths of channel, 
seasonal limitations, etc. 

(b) Operation of vessels on routes of 
lesser severity than those specifically 
described or designated on the Certifi-
cate of Inspection are permitted, unless 
expressly prohibited on the Certificate 
of Inspection. The general order of se-
verity is: exposed, partially protected, 
and protected waters. 

§ 169.211 Permit to proceed for repair. 
(a) The Officer in Charge, Marine In-

spection, may issue a permit to proceed 
to another port for repair, Form CG– 
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