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Coast Guard, DHS § 199.170 

to reach the water with the vessel in 
its lightest seagoing condition, under 
unfavorable conditions of trim, and 
with the vessel listed up to 20 degrees 
either way. 

§ 199.157 Free-fall lifeboat launching 
and recovery arrangements. 

(a) The launching appliance for a 
free-fall lifeboat must be designed and 
installed so that the launching appli-
ance and the lifeboat it serves operate 
as a system to protect the occupants 
from harmful acceleration forces and 
to effectively clear the vessel. 

(b) The launching appliance must be 
designed and arranged so that, in its 
ready to launch position, the distance 
from the lowest point on the lifeboat it 
serves to the water surface with the 
vessel in its lightest seagoing condition 
does not exceed the lifeboat’s certifi-
cated free-fall height. 

(c) The launching appliance must be 
arranged to preclude accidental release 
of the lifeboat in its unattended stowed 
position. If the means provided to se-
cure the lifeboat cannot be released 
from inside the lifeboat, the means to 
secure the lifeboat must be arranged to 
preclude boarding the lifeboat without 
first releasing it. 

(d) Each free-fall launching arrange-
ment must be provided with a sec-
ondary means to launch the lifeboat by 
falls. Such means must comply with 
the requirements of §§ 199.150, 199.153, 
and 199.155. Notwithstanding 
§ 199.150(c), the secondary launching ap-
pliance must be capable of launching 
the lifeboat against unfavorable condi-
tions of trim of 2 degrees either way 
and of list of 5 degrees either way. The 
secondary launching appliance need 
not comply with the speed require-
ments of § 199.153 (g), (h), and (i). If the 
secondary launching appliance is not 
dependent on gravity, stored mechan-
ical power, or other manual means, the 
launching arrangement must be con-
nected both to the vessel’s main and 
emergency power supplies. 

§ 199.160 Rescue boat embarkation, 
launching and recovery arrange-
ments. 

(a) Each rescue boat must be capable 
of being launched with the vessel mak-
ing headway of 5 knots in calm water. 

A painter may be used to meet this re-
quirement. 

(b) Each rescue boat embarkation 
and launching arrangement must per-
mit the rescue boat to be boarded and 
launched in the shortest possible time. 

(c) The rescue boat must meet the 
embarkation and launching arrange-
ment requirements of §§ 199.110 (e) and 
(g), 199.150, 199.155, and if the launching 
arrangement uses falls and a winch, 
§ 199.153. 

(d) If the rescue boat is one of the 
vessel’s survival craft, the rescue boat 
must also meet the following require-
ments: 

(1) The rescue boat must meet the 
muster and embarkation arrangement 
requirements of § 199.110 and the 
launching station requirements of 
§ 199.120. 

(2) If the launching arrangement uses 
a single fall, the rescue boat may have 
an automatic disengaging apparatus 
approved under approval series 160.170 
instead of a lifeboat release mecha-
nism. 

(e) Rapid recovery of the rescue boat 
must be possible when loaded with its 
full complement of persons and equip-
ment. If the rescue boat is also a life-
boat, rapid recovery must be possible 
when loaded with its lifeboat equip-
ment and an approved rescue boat com-
plement of at least six persons. 

(f) Each rescue boat launching appli-
ance must be fitted with a powered 
winch motor. 

(g) Each rescue boat launching appli-
ance must be capable of hoisting the 
rescue boat when loaded with its full 
rescue boat complement of persons and 
equipment at a rate of not less than 0.3 
meters per second (59 feet per minute). 

§ 199.170 Line-throwing appliance. 
(a) General. Each vessel must have a 

line-throwing appliance approved 
under approval series 160.040. 

(b) Stowage. The line-throwing appli-
ance and its equipment must be readily 
accessible for use. 

(c) Additional equipment. Each vessel 
must carry the following equipment for 
the line-throwing appliance— 

(1) The equipment on the list pro-
vided by the manufacturer with the ap-
proved appliance; and 

(2) An auxiliary line that— 

VerDate Mar<15>2010 10:09 Dec 16, 2013 Jkt 229203 PO 00000 Frm 00461 Fmt 8010 Sfmt 8010 Y:\SGML\229203.XXX 229203w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2013-12-26T09:21:44-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




