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20 kHz and are designated by their cen-
ter frequencies in MegaHertz. 

Central 
office 

Rural sub-
scriber 

Central 
office 

Rural sub-
scriber 

VHF Channels 

152.03 ........ 158.49 152.57 ........ 157.83 
152.06 ........ 158.52 152.60 ........ 157.86 
152.09 ........ 158.55 152.63 ........ 157.89 
152.12 ........ 158.58 152.66 ........ 157.92 
152.15 ........ 158.61 152.69 ........ 157.95 
152.18 ........ 158.64 152.72 ........ 157.98 
152.21 ........ 158.67 152.75 ........ 158.01 
152.51 ........ 157.77 152.78 ........ 158.04 
152.54 ........ 157.80 152.81 ........ 158.07 

UHF Channels 

454.025 ...... 459.025 454.350 ...... 459.350 
454.050 ...... 459.050 454.375 ...... 459.375 
454.075 ...... 459.075 454.400 ...... 459.400 
454.100 ...... 459.100 454.425 ...... 459.425 
454.125 ...... 459.125 454.450 ...... 459.450 
454.150 ...... 459.150 454.475 ...... 459.475 
454.175 ...... 459.175 454.500 ...... 459.500 
454.200 ...... 459.200 454.525 ...... 459.525 
454.225 ...... 459.225 454.550 ...... 459.550 
454.250 ...... 459.250 454.575 ...... 459.575 
454.275 ...... 459.275 454.600 ...... 459.600 
454.300 ...... 459.300 454.625 ...... 459.625 
454.325 ...... 459.325 454.650 ...... 459.650 

(a) The channels listed in this section 
are also allocated for assignment in the 
Paging and Radiotelephone Service. 

(b) In Puerto Rico and the Virgin Is-
lands, channels in the 154.04–154.46 MHz 
and 161.40–161.85 MHz frequency ranges 
may be assigned to transmitters pro-
viding rural radiotelephone service; 
channels in these ranges are also allo-
cated for assignment in the Inter-
national Fixed Public and Aero-
nautical Fixed radio services. 

[59 FR 59507, Nov. 17, 1994; 60 FR 9891, Feb. 22, 
1995, as amended at 70 FR 19309, Apr. 13, 2005] 

§ 22.727 Power limits for conventional 
rural radiotelephone transmitters. 

The transmitting power of transmit-
ters operating on the channels listed in 
§ 22.725 must not exceed the limits in 
this section. 

(a) Maximum ERP. The effective radi-
ated power (ERP) of central office and 
rural subscriber station transmitters 
must not exceed the applicable limits 
in this paragraph under any cir-
cumstances. 

Frequency range (MHz) Maximum 
ERP (watts) 

152–153 ............................................................. 1400 
157–159 ............................................................. 150 
454–455 ............................................................. 3500 
459–460 ............................................................. 150 

(b) Basic power limit. Except as pro-
vided in paragraph (d) of this section, 
the ERP of central office station trans-
mitters must not exceed 500 Watts. 

(c) Height-power limits. Except as pro-
vided in paragraph (d) of this section, 
the ERP of central office station trans-
mitters must not exceed the amount 
that would result in an average dis-
tance to the ‘‘service contour’’ of 41.6 
kilometers (26 miles) for VHF channels 
or 30.7 kilometers (19 miles) for UHF 
channels. The average distance to the 
‘‘service contour’’ is calculated by tak-
ing the arithmetic mean of the dis-
tances determined using the procedures 
specified in § 22.567 for the eight car-
dinal radial directions, excluding car-
dinal radial directions for which 90% or 
more of the distance so calculated is 
over water. 

(d) Encompassed interfering contour 
areas. Central office station transmit-
ters are exempt from the basic power 
and height-power limits of this section 
if the area within their interfering con-
tours is totally encompassed by the 
interfering contours of operating co- 
channel central office station trans-
mitters controlled by the same li-
censee. For the purpose of this para-
graph, operating transmitters are au-
thorized transmitters that are pro-
viding service to subscribers. 

(e) Adjacent channel protection. The 
ERP of central office station transmit-
ters must not exceed 500 Watts if they 
transmit on channel 454.025 MHz and 
are located less than 7 kilometers (4.3 
miles) from any Private Radio Services 
station receiving on adjacent channel 
454.000 MHz. 

[59 FR 59507, Nov. 17, 1994, as amended at 70 
FR 19309, Apr. 13, 2005] 

§ 22.731 Emission limitations. 

Upon application for multichannel 
operation, the FCC may authorize 
emission bandwidths wider than those 
specified in § 22.357, provided that spec-
trum utilization is equal to or better 
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than that achieved by single channel 
operation. 

§ 22.733 Priority of service. 
Within the Rural Radiotelephone 

Service, the channels listed in § 22.725 
are intended primarily for use in ren-
dition of public message service be-
tween rural subscriber and central of-
fice stations and to provide radio 
trunking facilities between central of-
fices. The channels may also be used, 
however, for the rendition of private 
leased-line communication service pro-
vided that such usage would not reduce 
or impair the extent or quality of com-
munication service that would be 
available, in the absence of private 
leased-line service, to the general pub-
lic receiving or subsequently request-
ing public message service from a cen-
tral office. 

§ 22.737 Temporary fixed stations. 
The FCC may, upon proper applica-

tion therefor, authorize the construc-
tion and operation of temporary fixed 
stations. Temporary fixed stations are 
to be used as rural subscriber, inter-
office, or central office stations when 
those stations are unavailable or when 
service from those stations is disrupted 
by storms or emergencies. 

(a) Six month limitation. If it is nec-
essary for a temporary fixed station to 
remain at the same location for more 
than six months, the licensee of that 
station must apply for authorization to 
operate the station at the specific loca-
tion at least 30 days before the end of 
the six month period. 

(b) International communications. 
Communications between the United 
States and Canada or Mexico must not 
be carried using a temporary fixed sta-
tion without prior authorization from 
the FCC. Licensees desiring to carry 
such communications should apply suf-
ficiently in advance to allow for the 
time necessary to coordinate with Can-
ada or Mexico. 

BASIC EXCHANGE TELEPHONE RADIO 
SYSTEMS 

§ 22.757 Channels for basic exchange 
telephone radio systems. 

The channels listed in § 22.725 are also 
allocated for paired assignment to 

transmitters in basic exchange tele-
phone radio systems. 

[70 FR 19309, Apr. 13, 2005] 

§ 22.759 Power limit for BETRS. 
The effective radiated power of cen-

tral office and rural subscriber station 
transmitters used in basic exchange 
telephone radio systems must not ex-
ceed the limits in this section. 

(a) Maximum ERP. The effective radi-
ated power (ERP) of central office and 
rural subscriber station transmitters 
in BETRS must not exceed the applica-
ble limits in this paragraph under any 
circumstances. 

Frequency range (MHz) Maximum 
ERP (watts) 

152–153 ............................................................. 1400 
157–159 ............................................................. 150 
454–455 ............................................................. 3500 
459–460 ............................................................. 150 

(b) Height-power limit. The ERP of 
central office stations in BETRS must 
not exceed the amount calculated as 
follows: 

ERPw=557,418÷hm2 

where ERPw is the effective radiated power 
in Watts 

hm is the average (eight cardinal radial) an-
tenna height above average terrain in 
meters 

Subpart G—Air-Ground 
Radiotelephone Service 

§ 22.801 Scope. 
The rules in this subpart govern the 

licensing and operation of air-ground 
stations and systems. The licensing 
and operation of these stations and 
systems is also subject to rules else-
where in this part and in part 1 of this 
chapter that generally apply to the 
Public Mobile Services. In case of con-
flict, however, the rules in this subpart 
govern. 

[70 FR 19309, Apr. 13, 2005] 

GENERAL AVIATION AIR-GROUND 
STATIONS 

§ 22.805 Channels for general aviation 
air-ground service. 

The following channels are allocated 
for the provision of radiotelephone 
service to airborne mobile subscribers 
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