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(b) Purpose of prior notification. The 
prior coordination of base or fixed sta-
tions is for informational purposes 
only. Public safety licensees are not af-
forded the right to accept or reject the 
activation of a proposed base or fixed 
station or to unilaterally require 
changes in its operating parameters. 
The principal purposes of notification 
are to: 

(1) Allow a public safety licensee to 
advise the 746–757, 758–763, 776–787, or 
788–793 MHz band licensee whether it 
believes a proposed base or fixed sta-
tion will generate unacceptable inter-
ference; 

(2) Permit 746–757, 758–763, 776–787, 
and 788–793 MHz band licensees to make 
voluntary changes in base or fixed sta-
tion parameters when a public safety 
licensee alerts them to possible inter-
ference; and, 

(3) Rapidly identify the source if in-
terference is encountered when the 
base or fixed station is activated. 

[72 FR 27712, May 16, 2007, as amended at 72 
FR 48853, Aug. 24, 2007] 

§ 27.72 Information sharing require-
ments. 

This section requires WCS licensees 
in the 2305–2320 MHz and 2345–2360 MHz 
bands to share information regarding 
the location and operation of base and 
fixed stations (except fixed customer 
premises equipment) with Satellite 
Digital Audio Radio Service (SDARS) 
licensees in the 2320–2345 MHz band. 
Section 25.263 of this chapter requires 
SDARS licensees in the 2320–2345 MHz 
band to share information regarding 
the location and operation of terres-
trial repeaters with WCS licensees in 
the 2305–2320 MHz and 2345–2360 MHz 
bands. WCS licensees are encouraged to 
develop separate coordination agree-
ments with SDARS licensees to facili-
tate efficient deployment of and coex-
istence between each service. To the 
extent the provisions of any such co-
ordination agreement conflict with the 
requirements set forth herein, the pro-
cedures established under a coordina-
tion agreement will control. WCS li-
censees must maintain a copy of any 
coordination agreement with an 
SDARS licensee in their station files 
and disclose it to prospective assignees, 

transferees, or spectrum lessees and, 
upon request, to the Commission. 

(a) Sites and frequency selections. WCS 
licensees must select base and fixed 
station sites and frequencies, to the ex-
tent practicable, to minimize the possi-
bility of harmful interference to oper-
ations in the SDARS 2320–2345 MHz 
band. 

(b) Prior notice periods. WCS licensees 
that intend to operate a base or fixed 
station must, before commencing such 
operation, provide 10 business days 
prior notice to all SDARS licensees. 
WCS licensees that intend to modify an 
existing station must, before com-
mencing such modified operation, pro-
vide 5 business days prior notice to all 
SDARS licensees. For the purposes of 
this section, a business day is defined 
by § 1.4(e)(2) of this chapter. 

(1) For modifications other than 
changes in location, a licensee may 
provide notice within 24 hours after the 
modified operation if the modification 
does not result in a predicted increase 
of the power flux density (PFD) at 
ground level by more than 1 dB since 
the last advance notice was given. If a 
demonstration is made by the SDARS 
licensee that such modifications may 
cause harmful interference to SDARS 
receivers, WCS licensees will be re-
quired to provide notice 5 business days 
in advance of additional station modi-
fications. 

(2) WCS base and fixed stations oper-
ating below 2 watts equivalent 
isotropically radiated power (EIRP) are 
exempt from the notice requirements 
set forth in this paragraph. 

(3) WCS and SDARS licensees may 
enter into agreements regarding alter-
native notification procedures. 

(c) Contents of notice. (1) Notification 
must be written (e.g., certified letter, 
fax, or e-mail) and include the licens-
ee’s name, and the name, address, and 
telephone number of its coordination 
representative, unless the SDARS li-
censee and all potentially affected WCS 
licensees reach a mutual agreement to 
provide notification by some other 
means. WCS licensees and SDARS li-
censees may establish such a mutually 
agreeable alternative notification 
mechanism without prior Commission 
approval, provided that they comply 
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with all other requirements of this sec-
tion. 

(2) Regardless of the notification 
method, it must specify relevant tech-
nical details, including, at a minimum: 

(i) The coordinates of the proposed 
base or fixed stations to an accuracy of 
no less than ±1 second latitude and lon-
gitude; 

(ii) The proposed operating power(s), 
frequency band(s), and emission(s); 

(iii) The antenna center height above 
ground and ground elevation above 
mean sea level, both to an accuracy of 
no less than ±1 meter; 

(iv) The antenna gain pattern(s) in 
the azimuth and elevation planes that 
include the peak of the main beam; and 

(v) The antenna downtilt angle(s). 
(3) A WCS licensee operating base or 

fixed stations must maintain an accu-
rate and up-to-date inventory of its 
stations, including the information set 
forth in § 27.72(c)(2), which shall be 
available upon request by the Commis-
sion. 

(d) Calculation of notice period. Notice 
periods are calculated from the date of 
receipt by the licensee being notified. 
If notification is by mail, the date of 
receipt is evidenced by the return re-
ceipt on certified mail. If notification 
is by fax, the date of receipt is evi-
denced by the notifying party’s fax 
transmission confirmation log. If noti-
fication is by e-mail, the date of re-
ceipt is evidenced by a return e-mail 
receipt. If the SDARS licensee and all 
potentially affected WCS licensees 
reach a mutual agreement to provide 
notification by some other means, that 
agreement must specify the method for 
determining the beginning of the no-
tice period. 

(e) Duty to cooperate. WCS licensees 
must cooperate in good faith in the se-
lection and use of new station sites and 
new frequencies to reduce interference 
and make the most effective use of the 
authorized facilities. WCS licensees 
should provide SDARS licensees as 
much lead time as practicable to pro-
vide ample time to conduct analyses 
and opportunity for prudent base sta-
tion site selection prior to WCS licens-
ees entering into real estate and tower 
leasing or purchasing agreements. WCS 
licensees must have sufficient oper-
ational flexibility in their network de-

sign to implement one or more tech-
nical solutions to remedy harmful in-
terference. Licensees of stations suf-
fering or causing harmful interference, 
as defined in § 27.64(d), must cooperate 
in good faith and resolve such problems 
by mutually satisfactory arrange-
ments. If the licensees are unable to do 
so, the Wireless Telecommunications 
Bureau, in consultation with the Office 
of Engineering and Technology and the 
International Bureau, will consider the 
actions taken by the parties to miti-
gate the risk of and remedy any alleged 
interference. In determining the appro-
priate action, the Bureau will take into 
account the nature and extent of the 
interference and act promptly to rem-
edy the interference. The Bureau may 
impose restrictions on WCS licensees, 
including specifying the transmitter 
power, antenna height, or other tech-
nical or operational measures to rem-
edy the interference, and will take into 
account previous measures by the li-
censees to mitigate the risk of inter-
ference. 

[75 FR 45071, Aug. 2, 2010, as amended at 78 
FR 9622, Feb. 11, 2013] 

§ 27.73 WCS, AMT, and Goldstone co-
ordination requirements. 

This section requires Wireless Com-
munications Services (WCS) licensees 
in the 2305–2320 MHz and 2345–2360 MHz 
bands, respectively, to coordinate the 
deployment of base and fixed stations 
(except fixed customer premises equip-
ment) with the Goldstone, CA Deep 
Space Network (DSN) facility in the 
2290–2300 MHz band and with Aero-
nautical Mobile Telemetry (AMT) fa-
cilities in the 2360–2395 MHz band; and 
to take all practicable steps necessary 
to minimize the risk of harmful inter-
ference to AMT and DSN facilities. 

(a) WCS licensees operating base and 
fixed stations in the 2345–2360 MHz band 
must, prior to operation of such sta-
tions, achieve a mutually satisfactory 
coordination agreement with the AMT 
entity(ies) (i.e., FCC licensee(s) and/or 
Federal operator(s)) for any AMT re-
ceiver facility within 45 kilometers or 
radio line of sight, whichever distance 
is larger, of the intended WCS base or 
fixed station location. The coordinator 
for the assignment of flight test fre-
quencies in the 2360–2390 MHz band, 
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