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facilities are available to it for a rea-
sonable time to make adjustments, de-
termine comparability, and ensure a 
seamless handoff. 

(e) If, within one year after the relo-
cation to new facilities the Existing 
Licensee demonstrates that the new fa-
cilities are not comparable to the 
former facilities, the New Entrant 
must remedy the defect. 

(f) Subject to the terms of this para-
graph (f), the relocation of Existing Li-
censees will be carried out by MSS li-
censees in the following manner: 

(1) Existing Licensees and MSS li-
censees may negotiate individually or 
collectively for relocation of Existing 
Licensees to one of the channel plans 
specified in § 74.602(a)(3) of this part. 
Parties may not decline to negotiate, 
though Existing Licensees may decline 
to be relocated. 

(i) MSS licensees may relocate all 
Existing Licensees in Nielsen Des-
ignated Market Areas (DMAs) 1–30, as 
such DMAs existed on September 6, 
2000, except those Existing Licensees 
that decline relocation. Such reloca-
tion negotiations shall be conducted as 
‘‘mandatory negotiations,’’ as that 
term is used in § 101.73 of this chapter. 
If these parties are unable to reach a 
negotiated agreement, MSS Licensees 
may involuntarily relocate such Exist-
ing Licensees after December 8, 2004. 

(ii) [Reserved] 
(iii) On the date that the first MSS 

licensee begins operations in the 2000– 
2020 MHz band, a one-year mandatory 
negotiation period begins between MSS 
licensees and Existing Licensees in 
DMAs 31–210, as such DMAs existed on 
September 6, 2000. After the end of the 
mandatory negotiation period, MSS li-
censees may involuntary relocate any 
Existing Licensees with which they 
have been unable to reach a negotiated 
agreement. As described elsewhere in 
this paragraph (f), MSS Licensees are 
obligated to relocate these Existing Li-
censees within the specified three- and 
five-year time periods. 

(2) Before negotiating with MSS li-
censees, Existing Licensees in Nielsen 
Designated Market Areas where there 
is a BAS frequency coordinator must 
coordinate and select a band plan for 
the market area. If an Existing Li-
censee wishes to operate in the 2025– 

2110 MHz band using the channel plan 
specified in § 78.18(a)(6)(i) of this part, 
then all licensees within that Existing 
Licensee’s market must agree to such 
operation and all must operate on a 
secondary basis to any licensee oper-
ating on the channel plan specified in 
§ 78.18(a)(6)(ii). All negotiations must 
produce solutions that adhere to the 
market area’s band plan. 

(3)–(4) [Reserved] 
(5) As of the date the first MSS Li-

censee begins operations in the 1990– 
2025 MHz band, MSS Licensees must re-
locate Existing Licensees in DMAs 31– 
100, as they existed as of September 6, 
2000, within three years, and in the re-
maining DMAs, as they existed as of 
September 6, 2000, within five years. 

(6) On December 9, 2013, all Existing 
Licensees will become secondary in the 
1990–2025 MHz band. Upon written de-
mand by any MSS Licensee, Existing 
Licensees must cease operations in the 
1990–2025 MHz band within six months. 

[65 FR 48181, Aug. 7, 2000, as amended at 67 
FR 53756, Aug. 19, 2002; 68 FR 68253, Dec. 8, 
2003; 69 FR 62622, Oct. 27, 2004; 69 FR 67836, 
Nov. 22, 2004; 74 FR 29613, June 23, 2009] 

Subpart C—General Operating 
Requirements 

§ 78.51 Remote control operation. 

(a) A CARS station may be operated 
by remote control: Provided, That such 
operation is conducted in accordance 
with the conditions listed below: And 
provided further, That the Commission, 
in Washington, DC, is notified at least 
10 days prior to the beginning of such 
operation and that such notification is 
accompanied by a detailed description 
showing the manner of compliance 
with the following conditions: 

(1) The transmitter and associated 
control system shall be installed and 
protected in a manner designed to pre-
vent tampering or operation by unau-
thorized persons. 

(2) An operator shall be on duty at 
the remote control position and in ac-
tual charge thereof at all times when 
the station is in operation. 

(3) Facilities shall be provided at the 
control position which will permit the 
operator to turn the transmitter on 
and off at will. The control position 
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shall also be equipped with suitable de-
vices for observing the overall charac-
teristics of the transmissions and a 
carrier operated device which will give 
a continuous visual indication when-
ever the transmitting antenna is radi-
ating a signal. The transmitting appa-
ratus shall be inspected as often as 
may be necessary to insure proper op-
eration. 

(4) The control circuits shall be so de-
signed and installed that short cir-
cuits, open circuits, other line faults, 
or any other cause which would result 
in loss of control of the transmitter 
will automatically cause the trans-
mitter to cease radiating. 

(b) An application for authority to 
construct a new station or to make 
changes in the facilities of an existing 
station and which proposes operation 
by remote control shall include an ade-
quate showing of the manner of compli-
ance with the requirements of this sec-
tion. 

(c) The Commission may notify the 
licensee not to commence remote con-
trol operation, or to cancel, suspend, or 
change the date of the beginning of 
such operation as and when such action 
may appear to be in the public interest, 
convenience, or necessity. 

[37 FR 3292, Feb. 12, 1972, as amended at 41 
FR 29695, July 19, 1976; 49 FR 20671, May 16, 
1984; 50 FR 23421, June 4, 1985] 

§ 78.53 Unattended operation. 

(a) A CARS station may be operated 
unattended: Provided, That such oper-
ation is conducted in accordance with 
the conditions listed below: And pro-
vided further, That the Commission, in 
Washington, DC, is notified at least 10 
days prior to the beginning of unat-
tended operation if such operation is 
not indicated on the station authoriza-
tion. 

(1) The transmitter and associated 
control circuits shall be installed and 
protected in a manner designed to pre-
vent tampering or operation by unau-
thorized persons. 

(2) If the transmitting apparatus is 
located at a site which is not readily 
accessible at all hours and in all sea-
sons, means shall be provided for turn-
ing the transmitter on and off at will 
from a location which can be reached 

promptly at all hours and in all sea-
sons. 

(3) Personnel responsible for the 
maintenance of the station shall be 
available on call at a location which 
will assure expeditious performance of 
such technical servicing and mainte-
nance as may be necessary whenever 
the station is operating. In lieu there-
of, arrangements may be made to have 
a person or persons available at all 
times when the transmitter is oper-
ating, to turn the transmitter off in 
the event that it is operating improp-
erly. The transmitter may not be re-
stored to operation until the malfunc-
tion has been corrected by a tech-
nically qualified person. 

(4) The station licensee shall be re-
sponsible for the proper operation of 
the station at all times and is expected 
to provide for observations, servicing 
and maintenance as often as may be 
necessary to ensure proper operation. 
All adjustments or tests during or co-
incident with the installation, serv-
icing, or maintenance of the station 
which may affect its operation shall be 
performed by or under the immediate 
supervision of a technically qualified 
person. 

(b) The Commission may notify the 
licensee not to commence unattended 
operation, or to cancel, suspend, or 
change the date of the beginning of 
such operation as and when such action 
may appear to be in the public interest, 
convenience, or necessity. 

(Secs. 1, 2, 301, 307, 48 Stat., as amended 1064, 
1081, 1083; (47 U.S.C. 151, 152, 301, 307)) 

[37 FR 3292, Feb. 12, 1972, as amended at 41 
FR 29695, July 19, 1976; 42 FR 61864, Dec. 7, 
1977; 43 FR 4617, Feb. 3, 1978; 43 FR 25127, 
June 9, 1978; 49 FR 20671, May 16, 1984; 50 FR 
23422, June 4, 1985; 50 FR 32418, Aug. 12, 1985] 

§ 78.55 Time of operation. 

A CARS station is not expected to 
adhere to any prescribed schedule of 
operation. Continous radiation of the 
carrier without modulation is per-
mitted provided harmful interference 
is not caused to other authorized sta-
tions. 

[43 FR 25127, June 9, 1978] 
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§ 78.57 Station inspection. 
The station and all records required 

to be kept by the licensee shall be 
made available for inspection upon re-
quest by any authorized representative 
of the Commission. 

§ 78.59 Posting of station and operator 
licenses. 

(a) The station license and any other 
instrument of authorization or indi-
vidual order concerning the construc-
tion or the equipment or manner of op-
eration shall be posted at the place 
where the transmitter is located, so 
that all terms thereof are visible ex-
cept as otherwise provided in para-
graphs (b) and (c) of this section. 

(b) In cases where the transmitter is 
operated by remote control, the docu-
ments referred to in paragraph (a) of 
this section shall be posted in the man-
ner described at the control point of 
the transmitter. 

(c) In cases where the transmitter is 
operated unattended, the name of the 
licensee and the call sign of the unat-
tended station shall be displayed at the 
transmitter site on the structure sup-
porting the transmitting antenna, so 
as to be visible to a person standing on 
the ground at the transmitter site. The 
display shall be prepared so as to with-
stand normal weathering for a reason-
able period of time and shall be main-
tained in a legible condition at all 
times by the licensee. The station li-
cense and other documents referred to 
in paragraph (a) of this section shall be 
kept at the nearest attended station 
or, in cases where the licensee of the 
unattended station does not operate at-
tended stations, at the point of des-
tination of the signals relayed by the 
unattended station. 

[37 FR 3292, Feb. 12, 1972, as amended at 49 
FR 20671, May 16, 1984] 

§ 78.61 Operator requirements. 
(a) Except in cases where a CARS 

station is operated unattended in ac-
cordance with § 78.53 or except as pro-
vided in other paragraphs of this sec-
tion, a person shall be on duty at the 
place where the transmitting appa-
ratus is located, in plain view and in 
actual charge of its operation or at a 
remote control point established pursu-

ant to the provision of § 78.51, at all 
times when the station is in operation. 
Control and monitoring equipment at a 
remote control point shall be readily 
accessible and clearly visible to the op-
erator at that position. 

(b) Any transmitter tests, adjust-
ments, or repairs during or coincident 
with the installation, servicing, oper-
ation or maintenance of a CARS sta-
tion which may affect the proper oper-
ation of such station shall be made by 
or under the immediate supervision 
and responsibility of a person respon-
sible for proper functioning of the sta-
tion equipment. 

(c) The operator on duty and in 
charge of a CARS station may, at the 
discretion of the licensee, be employed 
for other duties or for the operation of 
another station or stations in accord-
ance with the rules governing such sta-
tions. However, such duties shall in no 
way impair or impede the required su-
pervision of the CARS station. 

(d) CARS stations operating with 
nominal transmitter power of 250 
milliwatts or less may be operated by 
any person whom the licensee shall 
designate. Pursuant to this provision, 
the designated person shall perform as 
the licensee’s agent and proper oper-
ation of the station shall remain the li-
censee’s responsibility. 

(e) Mobile CARS stations operating 
with nominal transmitter power in ex-
cess of 250 milliwatts may be operated 
by any person whom the licensee shall 
designate: Provided that a person is on 
duty at a receiving end of the circuit to 
supervise operation and to imme-
diately institute measures sufficient to 
assure prompt correction of any condi-
tion of improper operation that may be 
observed. 

(Secs. 1, 2, 301, 307, 48 Stat., as amended, 1064, 
1081, 1083; (47 U.S.C. 151, 152, 301, 307)) 

[43 FR 4617, Feb. 3, 1978, as amended at 49 FR 
20671, May 16, 1984; 50 FR 32418, Aug. 12, 1985] 

§ 78.63 Antenna structure marking and 
lighting. 

The owner of each antenna structure 
is responsible for ensuring that the 
structure, if required, is painted and/or 
illuminated in accordance with part 17 
of this chapter. In the event of default 
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by the owner, each licensee shall be re-
sponsible for ensuring that the struc-
ture complies with applicable painting 
and lighting requirements. 

[61 FR 4368, Feb. 6, 1996] 

§ 78.65 Additional orders. 

In case the rules of this part do not 
cover all phases of operation with re-
spect to external effects, the Commis-
sion may make supplemental or addi-
tional orders in each case as may be 
deemed necessary. 

§ 78.67 Copies of rules. 

The licensee of a CARS station shall 
have a current copy of this part 78, and, 
in cases where aeronautical obstruc-
tion marking of antennas is required, 
part 17 of this chapter shall be avail-
able for use by the operator in charge. 
Both the licensee and the operator or 
operators responsible for the proper op-
eration of the station are expected to 
be familiar with the rules governing 
CARS stations. Copies of the Commis-
sion’s rules may be obtained from the 
Superintendent of Documents, Govern-
ment Printing Office, Washington, DC 
20402, at nominal cost. 

§ 78.69 Station records. 

Each licensee of a CARS station shall 
maintain records showing the fol-
lowing: 

(a) For all attended or remotely con-
trolled stations, the date and time of 
the beginning and end of each period of 
transmission of each channel; 

(b) For all stations, the date and 
time of any unscheduled interruptions 
to the transmissions of the station, the 
duration of such interruptions, and the 
causes thereof; 

(c) For all stations, the results and 
dates of the frequency measurements 
made pursuant to § 78.113 and the name 
of the person or persons making the 
measurements; 

(d) For all stations, when service or 
maintenance duties are performed, 
which may affect a station’s proper op-
eration, the responsible operator shall 
sign and date an entry in the station’s 
records, giving: 

(1) Pertinent details of all trans-
mitter adjustments performed by the 

operator or under the operator’s super-
vision. 

(e) When a station in this service has 
an antenna structure which is required 
to be illuminated, appropriate entries 
shall be made as follows: 

(1) The time the tower lights are 
turned on and off each day, if manually 
controlled. 

(2) The time the daily check of proper 
operation of the tower lights was made, 
if an automatic alarm system is not 
employed. 

(3) In the event of any observed or 
otherwise known failure of a tower 
light: 

(i) Nature of such failure. 
(ii) Date and time the failure was ob-

served or otherwise noted. 
(iii) Date, time, and nature of the ad-

justments, repairs, or replacements 
made. 

(iv) Identification of Flight Service 
Station (Federal Aviation Administra-
tion) notified of the failure of any code 
or rotating beacon light not corrected 
within 30 minutes, and the date and 
time such notice was given. 

(v) Date and time notice was given to 
the Flight Service Station (Federal 
Aviation Administration) that the re-
quired illumination was resumed. 

(4) Upon completion of the 3-month 
periodic inspection required by 
§ 78.63(c): 

(i) The date of the inspection and the 
condition of all tower lights and associ-
ated tower lighting control devices, in-
dicators, and alarm systems. 

(ii) Any adjustments, replacements, 
or repairs made to insure compliance 
with the lighting requirements and the 
date such adjustments, replacements, 
or repairs were made. 

(f) For all stations, station record en-
tries shall be made in an orderly and 
legible manner by the person or per-
sons competent to do so, having actual 
knowledge of the facts required, who 
shall sign the station record when 
starting duty and again when going off 
duty. 

(g) For all stations, no station record 
or portion thereof shall be erased, ob-
literated, or willfully destroyed within 
the period of retention required by 
rule. Any necessary correction may be 
made only by the person who made the 
original entry who shall strike out the 

VerDate Mar<15>2010 07:51 Dec 24, 2013 Jkt 229209 PO 00000 Frm 00773 Fmt 8010 Sfmt 8010 Y:\SGML\229209.XXX 229209pm
an

gr
um

 o
n 

D
S

K
3V

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



764 

47 CFR Ch. I (10–1–13 Edition) § 78.75 

erroneous portion, initial the correc-
tion made, and show the date the cor-
rection was made. 

(h) For all stations, station records 
shall be retained for a period of not less 
than 2 years. The Commission reserves 
the right to order retention of station 
records for a longer period of time. In 
cases where the licensee or permittee 
has notice of any claim or complaint, 
the station record shall be retained 
until such claim or complaint has been 
fully satisfied or until the same has 
been barred by statute limiting the 
time for filing of suits upon such 
claims. 

[41 FR 29695, July 19, 1976, as amended at 49 
FR 20672, May 16, 1984; 50 FR 23422, June 4, 
1985] 

§ 78.75 Equal employment opportuni-
ties. 

See Subpart E, Part 76 of this chap-
ter. 

[51 FR 9966, Mar. 24, 1986] 

Subpart D—Technical Regulations 

§ 78.101 Power limitations. 

(a) On any authorized frequency, the 
average power delivered to an antenna 
shall be the minimum amount of power 
necessary to carry out the communica-
tions desired. In no event shall the av-
erage transmitter power or equivalent 
isotropically radiated power (EIRP) ex-
ceed the values specified below. 

Frequency band 
(MHz) 

Maximum al-
lowable trans-
mitter power— 

mobile (W) 

Maximum allowable EIRP 1 2 

Fixed (dBW) Mobile (dBW) 

2,025 to 2,110 ................................................................................................... 20.0 ........................ +35 
6,425 to 6,525 ................................................................................................... 20.0 ........................ +35 
6,875 to 7,125 ................................................................................................... 20.0 ........................ +35 
12,700 to 13,250 ............................................................................................... 1.5 +55 +45 
17,700 to 18,600 ............................................................................................... ........................ +55 ........................
18,600 to 18,8001 .............................................................................................. ........................ +35 ........................
18,800 to 19,700 ............................................................................................... ........................ +55 ........................

1 The power delivered to the antenna is limited to ¥3 dBW. 
2 Stations licensed based on an application filed before April 16, 2003, for EIRP values exceeding those specified above, may 

continue to operate indefinitely in accordance with the terms of their current authorizations, subject to periodic renewal. 

(b) LDS stations shall use for the vis-
ual signal-vestigial sideband AM trans-
mission. When vestigial sideband AM 
transmission is used the peak power of 
the visual signal on all channels shall 
be maintained within 2 dB of equality. 
The mean power of the aural signal on 
each channel shall not exceed a level of 
7 dB below the peak power of the visual 
signal. 

(c) The EIRP of transmitters that use 
Automatic Transmitter Power Control 
(ATPC) shall not exceed the EIRP spec-
ified on the station authorization. The 
EIRP of non-ATPC transmitters shall 
be maintained as near as practicable to 
the EIRP specified on the station au-
thorization. 

[45 FR 78694, Nov. 26, 1980, as amended at 52 
FR 7144, Mar. 9, 1987; 65 FR 48182, Aug. 7, 2000; 
68 FR 12776, Mar. 17, 2003] 

§ 78.103 Emissions and emission limi-
tations. 

(a) A CARS station may be author-
ized to employ any type of emission, 
for which there are technical standards 
incorporated in Subpart D of this part, 
suitable for the simultaneous trans-
mission of visual and aural television 
signals. 

(b) Any emission appearing on a fre-
quency outside of the channel author-
ized for a transmitter shall be attenu-
ated below the power of the emission in 
accordance with the following sched-
ule: 

(1) For stations using FM or double 
sideband AM transmission: 

(i) On any frequency above the upper 
channel limit or below the lower chan-
nel limit by between zero and 50 per-
cent of the authorized channel width: 
At least 25 decibels below the mean 
power of the emission; 
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