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§ 74.1262 Frequency monitors and 
measurements. 

(a) The licensee of a station author-
ized under this subpart is not required 
to provide means for measuring the op-
erating frequency of the transmitter. 
However, only equipment having the 
required stability will be approved for 
use by an FM translator or booster. 

(b) In the event that a station au-
thorized under this subpart is found to 
be operating beyond the frequency tol-
erance prescribed in § 74.1261, the li-
censee shall promptly suspend oper-
ation of the station and shall not re-
sume operation until the station has 
been restored to its assigned frequency. 
Adjustment of the frequency deter-
mining circuits of an FM translator or 
booster shall be made by a qualified 
person in accordance with § 74.1250(g). 

§ 74.1263 Time of operation. 
(a) The licensee of an FM translator 

or booster station is not required to ad-
here to any regular schedule of oper-
ation. However, the licensee of an FM 
translator or booster station is ex-
pected to provide a dependable service 
to the extent that such is within its 
control and to avoid unwarranted 
interruptions to the service provided. 

(b) An FM booster or FM translator 
station rebroadcasting the signal of an 
AM or FM primary station shall not be 
permitted to radiate during extended 
periods when signals of the primary 
station are not being retransmitted. 
Notwithstanding the foregoing, FM 
translators rebroadcasting Class D AM 
stations may continue to operate dur-
ing nighttime hours only if the AM sta-
tion has operated within the last 24 
hours. 

(c) The licensee of an FM translator 
or booster station must notify the 
Commission of its intent to dis-
continue operations for 30 or more con-
secutive days. Notification must be 
made within 10 days of the time the 
station first discontinues operation 
and Commission approval must be ob-
tained for such discontinued operation 
to continue beyond 30 days. The notifi-
cation shall specify the causes of the 
discontinued operation and a projected 
date for the station’s return to oper-
ation, substantiated by supporting doc-
umentation. If the projected date for 

the station’s return to operation can-
not be met, another notification and 
further request for discontinued oper-
ations must be submitted in conform-
ance with the requirements of this sec-
tion. Within 48 hours of the station’s 
return to operation, the licensee must 
notify the Commission of such fact. All 
notification must be in writing. 

(d) The licensee of an FM translator 
or booster station must notify the 
Commission of its intent to perma-
nently discontinue operations at least 
two days before operation is discon-
tinued. Immediately after discontinu-
ance of operation, the licensee shall 
forward the station license and other 
instruments of authorization to the 
FCC, Washington, DC for cancellation. 

(e) Failure of an FM translator or 
booster station to operate for a period 
of 30 or more consecutive days, except 
for causes beyond the control of the li-
censee or authorized pursuant to para-
graph (c) of this section, shall be 
deemed evidence of discontinuation of 
operation and the license of the station 
may be cancelled at the discretion of 
the Commission. Furthermore, the sta-
tion’s license will expire as a matter of 
law, without regard to any causes be-
yond control of the licensee or to any 
authorization pursuant to paragraph 
(c) of this section, if the station fails to 
transmit broadcast signals for any con-
secutive 12-month period, notwith-
standing any provision, term, or condi-
tion of the license to the contrary. 

[55 FR 50699, Dec. 10, 1990, as amended at 61 
FR 28768, June 6, 1996; 74 FR 45130, Sept. 1, 
2009] 

§ 74.1265 Posting of station license. 

(a) The station license and any other 
instrument of authorization or indi-
vidual order concerning the construc-
tion of the station or the manner of op-
eration shall be kept in the station 
record file maintained by the licensee 
so as to be available for inspection 
upon request to any authorized rep-
resentative of the Commission. 

(b) The call sign of the translator or 
booster together with the name, ad-
dress, and telephone number of the li-
censee or local representative of the li-
censee if the licensee does not reside in 
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the community served by the trans-
lator or booster, and the name and ad-
dress of a person and place where sta-
tion records are maintained, shall be 
displayed at the translator or booster 
site on the structure supporting the 
transmitting antenna, so as to be visi-
ble to a person standing on the ground 
at the transmitter site. The display 
shall be prepared so as to withstand 
normal weathering for a reasonable pe-
riod of time and shall be maintained in 
a legible condition by the licensee. 

[35 FR 15388, Oct. 2, 1970, as amended at 40 FR 
24901, June 11, 1975] 

§ 74.1269 Copies of rules. 
The licensee or permittee of a station 

authorized under this subpart shall 
have a current copy of Volumes I (parts 
0, 1, 2 and 17) and III (parts 73 & 74) of 
the Commission’s Rules and shall make 
the same available for use by the oper-
ator in charge. Each such licensee or 
permittee shall be familiar with those 
rules relating to stations authorized 
under this subpart. Copies of the Com-
mission’s Rules may be obtained from 
the Superintendent of Documents, Gov-
ernment Printing Office, Washington, 
DC 20402. 

[55 FR 50699, Dec. 10, 1990] 

§ 74.1281 Station records. 
(a) The licensee of a station author-

ized under this Subpart shall maintain 
adequate station records, including the 
current instrument of authorization, 
official correspondence with the FCC, 
maintenance records, contracts, per-
mission for rebroadcasts, and other 
pertinent documents. 

(b) Entries required by § 17.49 of this 
chapter concerning any observed or 
otherwise known extinguishment or 
improper functioning of a tower light: 

(1) The nature of such extinguish-
ment or improper functioning. 

(2) The date and time the extinguish-
ment of improper operation was ob-
served or otherwise noted. 

(3) The date, time and nature of ad-
justments, repairs or replacements 
made. 

(c) The station records shall be main-
tained for inspection at a residence, of-
fice, or public building, place of busi-
ness, or other suitable place, in one of 

the communities of license of the 
translator or booster, except that the 
station records of a booster or trans-
lator licensed to the licensee of the pri-
mary station may be kept at the same 
place where the primary station 
records are kept. The name of the per-
son keeping station records, together 
with the address of the place where the 
records are kept, shall be posted in ac-
cordance with § 74.1265(b) of the rules. 
The station records shall be made 
available upon request to any author-
ized representative of the Commission. 

(d) Station logs and records shall be 
retained for a period of two years. 

[48 FR 44807, Sept. 30, 1983] 

§ 74.1283 Station identification. 

(a) The call sign of an FM broadcast 
translator station will consist of the 
initial letter K or W followed by the 
channel number assigned to the trans-
lator and two letters. The use of the 
initial letter will generally conform to 
the pattern used in the broadcast serv-
ice. The two letter combinations fol-
lowing the channel number will be as-
signed in order and requests for the as-
signment of particular combinations of 
letters will not be considered. 

(b) The call sign of an FM booster 
station will consist of the call sign of 
the primary station followed by the 
letters ‘‘FM’’ and the number of the 
booster station being authorized, e.g., 
WFCCFM–1. 

(c) A translator station authorized 
under this subpart shall be identified 
by one of the following methods. 

(1) By arranging for the primary sta-
tion whose station is being rebroadcast 
to identify the translator station by 
call sign and location. Three such iden-
tifications shall be made during each 
day: once between 7 a.m. and 9 a.m., 
once between 12:55 p.m. and 1:05 p.m. 
and once between 4 p.m. and 6 p.m. Sta-
tions which do not begin their broad-
cast before 9 a.m. shall make their first 
identification at the beginning of their 
broadcast days. The licensee of an FM 
translator whose station identification 
is made by the primary station must 
arrange for the primary station li-
censee to keep in its file, and to make 
available to FCC personnel, the trans-
lator’s call letters and location, giving 
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